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This actually happened to the man in the iron lung ... James Wood, 36, of Charlotte, Mich, 
He was the only member of his family not vaccinated against polio and the only one to come down 

with the disease. Wood and his wife both planned to be vaccinated. One night last April they were 
about to go out for their Salk shots when friends dropped in and the trip was postponed. 
Later, an extra-money night job kept Wood from going to a vaccine clinic with his wife. 

The children, of course, had been vaccinated. Robert, 13, Norman, 11, Nancy, 10, James, 6, and 

Sarah Jane, 3, had all three shots ; Edgar, 2, had two. Baby John was born after dad was 
stricken. "Jim just didn't get to it,'* Mrs. Wood says of the ill fortune that befell her husband. 
"Now, the only good will be if what happened to us helps somebody else." 



don't take a chance. ..take your polio shots! 

THE NATIONAL FOUNDATION FOR INFANTILE PARALYSIS 301 EAST 42nd STREET, NEW YORK 17, N. Y. 



WORKBENCH volumel 4 



number 



Contents for July - August, 1958 



ARTICLES 

Tote Case for Guns and Tackle, 8 

Hugh F. Williamson 

Making Hose Connections That Won't Leak.. ..13 
E. Hoffman 

Picnic Box With Built-in Light 14 

Howard E. Moody 

Triple Duty Furniture Piece 16 

Roberta L. Fa i rail 

Paneling Works Wonders With Old Rooms 18 

Hillis Penn 

Try Oriental Screens On A Bare Watl .20 

Edwin Hoffman 

How To Build a Brick Incinerator 22 

Herbert Sanger 

This Desk Suits a Boy's Room 24 

Jack Cornish 

Make Your Own Aluminum Window Screens. 26 
Elma Waltner 

Lazy Man's Fruit Picker 29 

Victor Smith 

Put Your Garden Tools On Wheels 30 

Double-Duty Lamp 32 

R. J. De Cristoforo 

Attention. Painters 34 

Ken Murray 

If You Can't Lick Them— Let Them Join You.. ..35 
Ralph G. Smith, Jr. 

Jack Tilletson, Publisher 

Theodora M. O'Laary, Editor 

M. V. Graena, Classified Adv. Mgr. 



The contents of WORKBENCH are indeaed in Tha 
Reader's Guide to Periodical literature, which is on 
fiie in all public libraries. 



Build Light into Your Mirror 36 

Elma Waltner 

A New Use For An Old French Door 39 

Grover Brink-man 

This Back Yard Table Folds Up 40 

Harold Jackson 

Built-in Vanity Corner „„_„_ 42 

Paul Corey 

Some Ways To Use Latex Base Paints 46 

Ted Morgan 

Tile Topped Coffee Table 48 

Ralph G. Smith, Jr. 

Treat Your Vise Right and 

It Won't Lose It's Grip „ 51 

Morton J. Schultz 

DEPARTMENTS 

Keeping Up With Craft and Home Products.... 2 

The Craft and Home Bookshelf _ 6 

Publications You Can Get From Uncle Sam 38 

Advice to Apply to Appliances 52 

J. J. Lighter 

This Might Help ....62 

Cover illustration by Roberta L, Fa [rail 

ADVERTISING REPRESENTATIVES 



New York. N, Y,, Murray Bernhard 
1 1B East 40th. Oxford 7-5420 

Minneapolis, Minn.. AAilton B. Bock 
Baker Building, Federal 6-9191 

Chicago, Illinois, John R. Cockeretl 
360 North Michigan, ANdover 3-6929 

St. Louis, Mo., John Cockerell, Inc. 
915 Olive St.. GArfield 1-0907 

Pasadena. California, Murrav Bolhwetl 
234 East Colorado. RYan 1-9155 

DeLand, Florida, R. W. Hunter 
Bo« 1280. DeLand U17W 



WORKBENCH Is published bimonthly by Modern Handcraft. Inc., 543 Westport Road, Kansas City 11, 
Missouri. Entered OS second class matter at the Post Office at Kansas City, Missouri; additional entry at 
Chicago, Illinois. Thirty-five cents a copy. Annual subscriptions S2 in the United States and its posses- 
sions; $2.50 in Canada; Foreign subscriptions, $2.50. 5ix weeks advance notice required for change of 
subscription address. Both old and new addresses must bo given, and request marked for Circulation 
Department, WORKBENCH. Printed in the U. S. A„ Copyright 195B, by Modern Handcraft, Inc. 

Contributors should make a copy of all manuscripts submitted. Every effort will be made to 
return rejected manuscripts, photographs, and diagrams, if accompanied by sufficient first class postage, 
but WORKBENCH wilt not be responsible for any loss of such material. 



One of our BEST Values! 

2.9 AMP. 
HEAVY 
DUTY 
'A" RAM DRILL 

with Jacobs Geared Chuck & Key 

95 




Reg. $29.9S-Our Price 



14 



plut 

50c pp. 



Aik anv expert .n,<i h«'1l . sa> 
■ ItAM tot Hr*\\ Imu \V,.rk ". Not jint 
nn ordinary 2. 2* or 2% amp unit, 
i powtrf.il full 2.U A Mr. drill to do 
every Itrutrp duty Job In home. *hop or 
industry. Unlit to take years of rnuith-touRu uie Newer, 
more rujjRed motor nlm Vi" capacity In hard weed nnd 
capacity In steel with a full load speed of 1300 
It. P.M. Lxirahle. mirror rlnlahed. lluhtueieht aluminum 
housing. Feature* reversal, series wound AC-IX 1 motor : 
heavy duty multiple Thrum hall 1wariuc<: animal lr re- 
lease irlitftr switch with locking pin: Q ft. 2 conductor. UI, 
approved cord and phut, standard 110 V. AC-DC, Till* 
powerhouse measures !)" in h-njrth yet ueluhs only sm 
lbs. If you've ever needed a drill or find Mint your pres- 
ent **J" job Just won't da I lie things you etpect of lu 
OIII>K» THIS 2.51 AMI*. '4" H\M DRILL TODAY' 
Limited quantities. 

36" FLEXIBLE SHAFT 

For Precision Working— Hard to Get At Places! 
Reg, $9.95-Now $-95 Jjw 

Tttta handy flexible shaft with * h(,l °' 

complete handle Increase* the utility of jour 
electrlr drill, electric motor, arlnder or drtU 
prtw whera tt w nhank ran t»e attached. 
Eaal ly at t . > • \ ie 1 to do grinding . caninr. 
drilling. tiDillna, polishing, hnrliiig. 
■lotting, enxrarinc. etching, etc, on 
wood, metal. gla*» and plastic. The flex- 
ible shift li tamper-proof, scaled anil 
dealgned Tor lifetime serrice. fan he 
operated at up to fiOOO R.P.M. 

Lifetime Grit 
HANDY SANDER 

Tungsten Carbide 
Crif Bra led art Steel 

— New Ittffinte abrasive miracle 

tungMen carlttdo grlta brazed on steel gives a dlamond- 
lllte rutting hardness. Perfectly rlnlshes wood, plaster. Plasttr 
or 1 rimnoJltlon materials. Iileal tor ,l n wall Jolnts.all lypea 
of trallboard. Never neitl* replacing — 
always ,1am sharp! Sands mire as rast 
aa sandpaper — doe* no! tear like sand- 
paper! r>slly cleaned. I'omplete kit In- 
cludes easy-hold Idrch sandlnjl block, one 
coarse grit ilnie anil one rlnc grit shoe. 
Lifetime guaranteed. . . . 





$200 

aim 2 ik pp. 
£ hntg. 




13 Pc. Set Chrome Vanadium 
DRILLS in Metal Index 

Per Iter for Speed $425 
Drilling 

Just Imported from West Germans', 
these 111 precision Chromr Vanadium 
Drill*. Trom 1/10" thru V by MUM are >el in two-sleeve 
•teel. Indexed container for easy and Instant selection 
Kull Jobber length shanks. Easily and cleanly bile llinuuih 
touches! iti-els. woods, plasties. Iron anil aluminum. 
Unconditionally guaranteed Tor thousands or drillings. 

Drills and Saws Any Shape! 
Supreme DRILLS AW s l°° 

Simply insert the amazlmc DtilUaw into 
tlm cbiich of your H ff electric drill and 
you're reatly to cut any shape you desire. 
Lower portion of DrilUa.v acts u r««ular 
*i u drill wrlUcb easily Ixu-efl thru wood. 
plaMer. plastics, plyu.HMl and »lrnllar 

ti ,., Then. i ■■ ' ; ii ■ ■ : .1 ■ . ■■! 

the multiple keen rutting edge* nf 
the Drillftaw. cleanly and Kpcrdllv 
cut In any direction you move. Cm 
circles, triangles, zip-zattn. any con- 
eelrahle Hhapcyouu-Wh — in n i • 

^F?Ie"folfAWiiT 

Thht atlractlvelr sirled Tote-About 
meaiuru.ir 111" x 5H W x 7" U Ideally 
nutad fur houii'hnlrt or Harden tooli. hohtn' 
craft anrt a r t supplies, children's rr>vs, and 
many oilier Indttor and oittdonr apnHcati»ns' 
Constructrd of hravy-dutT titecl with baited- 
■m itictatltc finish. No sharp or much ends. 
Adjust a tile handle*, with slot for saw, 2 
dirlderN on trav handle hold nails, srrews 
Ksilly as.-*enih]ed In just 5 minuti'a. 




J98 

plua 35o pp. 

A lldliJ 

bolts, etc. 



Send cheek or money order. 
It C0.D. it as nxtr.ii. Money-Baek Guarantee, 

I SCOTT-MITCHELL HOUSE, Inc. 

I^Dcpr, W-7, 611 a-vtay, New York 12, N. Y.j 
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keeping up with craft and home products 



In communicating with companies whose products are described in this department 
please mention WORKBENCH. 



Electric Paint Remover 




"speed -electric" well describes the 
new Rohn Paint Remover because 
this all electrical unit does a speedy 
job of heating up painted surfaces 
for quick removal. No solvent re- 
quired, just the Speed-Electric. 
Merely hold unit about V4" above 
painted surface to be removed- 
moving slowly. Follow up with putty 
knife or scraper. 

Safe, easy to use, does a tedious 
job witli a minimum of effort. Comes 
complete, ready to use— $9.95, post- 
paid. Rohn Manufacturing Company. 
116 Limestone, Bellevue, Peoria, 
Illinois. 



Double Action Sander 




now it's no longer necessary to own 
two sanding machines to handle fin- 
ishing projects. An exclusive new 
sanding machine, the first to provide 
both sanding motions in one piece of 
equipment, has been introduced by 
Cummins Power Tools. 

Equally at home giving a fast 
"cleaning" action for preliminary 
and standard sanding or for perfect 
final finishing, the new sander can 
be switched to both orbital and 



straight-line action. 

Key to the unique two-way sand- 
ing motion is an actual directional 
"key," which switches from one ac- 
tion to the other with a simple turn. 
Comes with coarse, medium and fine 
abrasive paper, easy to change. 
Changeable three-position auxiliary 
knob provides easy grip for flush 
sanding. 

The sander is priced at $49.95, the 
price the user would expect to pay 
for a single-action sander. Made by 
Cummins Portable Tools, power tool 
division of the John Oster Mfg. Co., 
of Milwaukee, Wisconsin. 

Simple Home Fuse Tester 




A completely safe, battery-operated 
fuse tester is now available that 
tells you positively whether your 
fuses are good or burned out. The 
Home Fuse Tester tests all kinds and 
sizes of fuses: 1 to 1,000 amps; plug 
fuses; Fusestats; cartridge fuses: 
car fuses; TV fuses; etc. 

Believed to be the first of its kind 
ever manufactured, the Home Fuse 
Tester operates on a single flash- 
light battery and makes it possible 
for every homeowner— even a child 
— to test a fuse in seconds. There is 
no possibility of shock. 

An added advantage is that the 
fuse tester may also be used to test 
electric cords for short circuits or 
intermittent operation. 

Invented by a power company 
lineman, the Home Fuse Tester is a 
simple and foolproof way to elimi- 
nate possible sources of electric 
shock and fires caused by defective 
fuses and electrical connections. 



A patented item, it is available at 
a cost of $2.95, postpaid, from Home 
Products Company, 616 Builders Ex- 
change, Minneapolis 2, Minnesota. 



Multi-Duty Power Tool 




a multi-duty power tool that pro- 
duces lumber to desired width, thick- 
ness and pattern in one continuous 
power-feed operation has been de- 
veloped by engineers of the Belsaw 
Machinery Co., 315 Westport Roaa, 
Kansas City, Missouri. 

Although this new Belsaw Power 
Tool sells for under $300, it provides 
the essential functions of three sep- 
arate power tools costing many times 
as much. It can be operated effi- 
ciently with a 1-horsepower motor 
but also has the capacity to give 
commercial operators high-speed 
production with 5-horsepower motor. 

A 10-inch rip saw can be locked 
at any desired position along the 12- 
inch arbor. 

Three high-speed steel knives give 
cabinet finish on stock up to 12' 4 
inches wide and up to 6 inches thick. 

Low cost molding cutter bits, 
quickly changeable, are available for 
all popular patterns — tongue and 
groove, quarter round, base molding, 
3-bead, V joint ceiling, etc. The pat- 
tern cutters, 3 per set, fit directly 
into the planer cutterhead. All mov- 
ing parts are safety-shielded and the 
power feed design prevents kickback. 

Rough lumber can be fed to the 
saw to rip it to desired width and 
right on through the planing and 
molding knives to produce finished 
stock in one continuous pass. The 
new power tool also provides for 
performance of each operation sep- 
arately so that it serves as a power- 
feed rip saw, a power-feed thickness 
planer, a power-feed m older — or a 
combination of all three. 
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Portable Weatherproof 
Outlet Box 




now, homeowners can have safe, 
convenient, outdoor electrical outlets 
at any distance from the house, at 
small cost. Electric lawn mowers, 
hedge clippers, power tools, portable 
barbecues, Christmas trees, patio 
and garden lighting can be plugged 
in wherever they are used, without 
fear of shock or "shorts." A new 
weatherproof unit by Bell Electric 
Co., Chicago, is "just what the home- 
owner ordered" for versatile, long- 
life service. 

Called the Bell Portable Weather- 
proof Outlet Box and Cord Set, it has 
a heavy-duty duplex receptacle with 
either parallel-slot or grounding type 
outlets. Either receptacle is pro- 
tected by a single large Saf-T-Lok 
one-piece snap-cover plate with rub- 
ber gasket to seal out weather. This 
exclusive Bell cover snaps open, 
stays open to allow free use of both 
hands and to prevent damage to cord 
or insulation if cord is accidentally 
jerked out. It snaps shut easily when 
receptacle is not in use. The box 
itself is rustproof aluminum with 
special molded grommet on No. 
16SJT heavy-duty wire to make a 
moistureproof seal for parallel slot 
receptacles; also available with 3- 
conductor wires for grounding-type 
polarized units. If desired, a 
weatherproof lamp holder screws 
into a threaded opening at top of the 
box, to add decorative and useful 
lighting for patio and garden. The 
unit can be bought with or without 
the lamp holder (minus bulb). Tri- 
angular design reinforces the cast 
aluminum spike's hold in the ground. 
Weatherproof cords 15, 20 and 25 
feet long are available on both types 
of receptacles, and in 15 or 25 foot 
lengths on units complete with lamp 
holder. All types are available from 
neighborhood hardware, electrical, 
garden supply, and department 
stores. If your area has not yet re- 



Learn Woodworking 
and Cabinetmaking 
at Home 
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Complete Home Training 
Course Now Available 




Today — it's easy to acquire the skills 
and craftsmanship of fine wood- 
working and cabinetmaking with 
Interstate's complefe"shop method" 

course. Prepared by expert instructors, the course consists of 22 pro- 
fusely illustrated training manuals containing more than 1 100 pages of 
instruction. Covers all phases of woodworking, including selection of 
woods, planning and laying out projects, correct use and care of all 
hand and power tools, joint making, cutting, assembling, finishing, 
simple upholstery, etc. Over 75 learn-by-doing instruction projects give 
work bench training and experience in actual construction. Course is 
approved for beginners and professionals alike. /-"jsThS;; 

''■^in^%^\ A « fedi,eel 
Interstate Training Service T%t- Membef 

j<e35f~VL jS^&O'i Notional 
PORTLAND 13, OREGON FrTl^r^^^I Home Study 

Council 



- ^^ ju^| n ^ ' J council 

' f Send for FREE Booklet Today. 

-P^ ^^PlNTERSTATE TRAINING SERVICE 




Dept. F-7 f Portland 1 3, Oregon 

Please send free booklet and inrormalion on your complete course 
in Woodworking and Cabinetmaking, 



Name- 



Address- 
Cily 



.Zone _ 



.Stale. 



Check the 
Kind of Body 
You Want 

ti . . and I'll Show You How 
EASILY You Can havm ItJ 
1 1'ST full me, in coupon below, the 
kind of body you want— and I'll Eire 
It to you SO FAST your frlendi will be 
nmuzi'd! ■'Dynimic T«nslon." my ruy, 
15-mimitfN-a-day mtrhiid. will nmk« 
your chest and ■houldrn Indue 
. . arm* inri leu* mum with 
nnwrr . . vonr whole bod* 
will :.. : "aliie-'l 

^^^^^^^^^^^ Lt'i nj 

■■■■■■I bee ■ n i 

World -* Most Perferl- 
Jy Dtvelontd Man." 
Mall coupon for 
fr« hook. 
OHAKU&a ATLAS 
r>rut. 507. 
1 IS Ka*r 23rd St, 

Km* Y-.rk 19, N Y, 



I CHARLES ATLAS, Dept. 507, 

■ 115 East 23rd Sr. t New York 1 0 t N. Y. 

I Kmr Chhrl*« Alia*' H*t*'* the Kind of Body I want: 
{Chick Gl many at ysif 1ftt| 





■ a new mnn — 33 pax**, cromnnod with ph ■ itr-ftm ph* . I 

■ anfrwer* I« vital nn*" t Ion « , wttiifltile nda-lre. NO ■ 
I ublliratlOn. 

: : 

I NAME tAAE | 

1 <P|ftft»r print or Write Plainly 

■ 

| ADDRESS - ■ 

■ ! 

I CITY- — - ZONE. STATE.,*-. ■ 

ti .....•«■*>>■■■>■■•■■«! 




LEAN IT 




LIKE NEWfc 



imperial: 

Rapid Brush Cleaner 

No long soaking needed when you use 
Imperial Rapid Brush Cleaner -It acts in- 
stantly. Cleans hardest caked brushes- 
leaves them tike new. 

At paint and hardware stores. 
Write for leaflet on "Care of Paint Brushes". 
WILSON-IMPERIAL COMPANY 
124 Chestnut St., Newark 5, N. J. 



Jorg ensefN 

"D " 
and rorxy 



CLAMPS 

hold your work 




Trccsfl and many 
other dalls". ua. 
scribed In tllera. 
tura aant FREF 
upon requc.t. For 
big. 12-MI> 
HOW-TO- 
M P 
eatalo,. aand 



"italo,." iand 2S*. fi} | 




a .ADJUSTABLE CLAMP CO 

the tlomp fotkV 1 w AlMond . Chicago 22, III 



Craft and Home 
Products 

ceived stocks of this handy item, 
write to Bell Electric Company. 5735 
S. Claremont Avenue, Chicago 36, 
Illinois, for the name of your nearest 
dealer. 

Outdoor Grill Lighter 




no barbecue or fireplace setting will 
be complete without the brand new 
Barby-Q Lighter just introduced by 
Eagle Manufacturing Company, 
Wellsburg, West Virginia, for dis- 
pensing fuel to light coke, charcoal 
and wood fires. 

Colorful in gold and black, the 
new Barby-Q holds ten ounces, is 
conveniently designed with a 6-inch 
angle spout of seamless tubing. The 
spout has an open-close control valve 
in the brass tip. It will effectively 
seal the brass nozzle when not in use. 

A full stream or one drop of fuel 
can be dispensed, depending on pres- 
sure applied to the finger lever. 

The Barby-Q Lighter is now avail- 
able in leading hardware, garden, 
and department stores. The price is 
low, too: suggested retail less than 
$2 each. 

Sparkling 
Switch Plate Covers 




A new idea in self decoration is of- 
fered with gleaming switch plate 
covers. Made to fit all standard 
single switches, these metalized 



DuPont Mylar covers are available 
in gold, copper or chrome. 

The covers can be cleaned with a 
damp cloth and keep walls and 
switch plates smudge-free. They are 
self adhesive. Simply peel the back- 
ing and affix the cover for perma- 
nent beauty. 

These practical covers can be 
ordered from DSC Machine Co.. Inc., 
21 Bertel Avenue, Mount Vernon, 
New York, and retail for 20 cents 
each or a package of six for $1, 
postpaid. 

Cushion-Grip Screwdriver 




the Bridgeport Hardware Manufac- 
turing Corporation, Bridgeport, Con- 
necticut, has introduced a line of 
revolutionary top quality screwdriv- 
ers featuring a neoprene rubber grip 
permanently bonded to a tough am- 
berlite handle. The resilient cushion 
grip is unaffected by water, oil and 
gasoline. It never hurts the hand, no 
matter how hard you grip it. Tests 
prove the Cushion-Grip screwdriver 
has 50 per cent greater torque than 
ordinary plastic or wood handled 
screwdrivers. The screwdriver was 
tested by mechanics under actual 
working conditions in factories and 
garages and found to be superior in 
turning power and comfort. The han- 
dle would not slip in the hand even 
when wet or oily. It is completely 
shockproof. 

Other outstanding features are: 
Polished high grade hardened alloy 
tool steel blade; solid, bolstered 
winged shank for maximum strength; 
precision cross-ground point. 

The Cushion-Grip screwdriver is 
now available in four styles, includ- 
ing round blade mechanic's, square 
blade mechanic's, electrician's, and 
genuine super hard Phillips. In all, 
there are sixteen sizes from 3" to 12". 
List prices range from $1 to $2.70 
each. Fully guaranteed. 

Greaseless Lubricant 

A revolutionary new silicone-base lu- 
bricant, designed for a multitude of 
household uses, is being produced by 
the Glidden Company, Cleveland. 
Ohio. 

Called Silicone Slick Spray, the 
new Glidden product provides a 
clear lubricating film which is en- 
tirely greaseless and is not harmful 
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GANlMArCE 



rULL ■IKE PATTERN! 



Ka»ilv made toys. mm»>. eilla. bird I ■■■■■ ■ ■ . 
windmill*, vlrctrlc-al rtcvlee*-. plaything*, ntc. | 
A wfimlcrrul irlft for your 1*ny. ^ Mlg M 
Tu-lp fttr Urn Mothers & vnulh. Iradvr*. "Fun 

Willi Ti'til-. - -, which U'lN Iimw i<> m.ilt-- thttiRH. 

lm ntixn iiifludwl. Alt Tor fl.tm. M ASTERCHA FT 
FLAMS TID8", 7041 Dlntt «v*, ( Chicago 31. II 




f0 CAKE DECORATING 



CANDY 
MAKING 



Vtusted' So tUperbencc Nf«mFy. 
e*t> in ware lime. Eodlett drtnjnd f<w low 




o*i(iniil die tk-L _-.r j i »mj luwioui PronnvKHLiI 
( »ni!, f . 1 r Xmai. BaaMTi WcdJ.njci Pjriirv afi twVi. 
d»ti ind xcjuoru- We ihow you how to lum your 
Lrtchen mm© i gold mine, mn ..■■>■ own Iwunni m . 1 
Era* tug' No rrquirrd, no ifc, rdwctl nda jl 

timin flu a'.'t.-i I mm club*, churchri, oumficm Inn*. 

pjlTV *cdjinf.. Nrlrwlj-. WrKr tot titt MB C*> 

compliK hamr inmuclion. C*nJ> A Cake. Orpi 
1 !#, 3:W W. CHjmObC. Un Ancclrt S. Cahlorau- 



Print At Home 

i i.- :■ . Stationery, AdwrtimnK. 
,UtifW.c]rL'Uliirrt.chtJrrhwork.t«pi, 
titles, etc. Raised primmB ■.iktyn- 
LrriivirLK Savt- motii-y. Print 

f or Others. OeMid Profit. Hftv* a 
homa print una p. Sold direct ffflm 
,f»riciry only. i*Ays far itself «J ■ 
•short time, Jamor pr * 10;Su-riinr 
■2$ op, Easy rules mfiit. We auppty 
everything. Write for fre* csta- 
- ioir of outfits and b,1E u>r*.[n r 
K C LS E T FWESSES. E SB. WarWafl, Cflnfi. 





CHINA PAINTING 

by Correspondence lor 
the beginner. 
Lessons .... SI. 00 each 
12 lessons lor $10.00 Plus — 
Colored Binder Free. 

SYLVIA'S CHINA STUDIO, 

O'pit PH 
Box 4(3, Klimith Fall!. Or*. 



MONEY in DONUTS 



Make new greaseless doriuts 
in kitchen. No smoke. Sell 
Stores. Half Profit. Cash 
Datlv. No exp. nec. FREE 
RECIPES. No obligation. 

A. RAY CO. 

MINNEAPOLIS 7, MINN. 




3ii05 SO, I IT H AVE. 



AUTHORS: 

HOW TO 
PUBLISH 
YOUR 
BOOK! 




POT HOLDER SETS 

Red - firth - Aqua - Grvrn - Irown 
■ lack • Vol low 

$1.75 Postpaid 

CO D. Satisfaction Guaranteed 
Dealers write on Letterhead 

Soli) in Major Dept. Stores St. 98 

It. 13. Box 41 
Tulia. OKIa. 



■■■■■■■I 



■ ■ I ■ I J 1 j ] J 



CHAIR CANE 

SAVE rOUft VALUABLE CHAIRS 

Eur to do yoursrir, (3 e n u I a c 
Strand r»no. Woven V.tnr Wr-b- 
Ulna for ("hairs wlih Groove. Ash 
Splint* I-'ihkb Hush. CalAln*: IHnnv 
InHlriiftlnni Mc. ('oiuulrr.* Hmt 
Wrnrlnt: Hook. Jl.ln. Itnffla. 
Ilsikrt Rettl. Haskctry Itnok, TV. 



FOG ARTY CANER P Depr. 3, Troy. N. Y. 



X^laOXO COLORING 

„ pN wl M Heme! 



EAST TO LXARN. Su ti tttt rrvpnt prp»lvt ttitttm* br doLnc 
Lhi, profitable trr*tl,# ham* work for tttidtoi . .nil 
olherft. Fait or Pftrt time. Fkftelnfttlns hijliby or 
vocation . Old e*tabl l»bed ecbool . Low tulllnn , Ka.y 
pkrm.au. Writ* today ror FR£C BOOKLET, 
it tell, alt bboat jfetUnc etarted. No obl[|at44a, 
H*TIOH*L PHOTO COLORINS SCHOOL 
835 Olveraar Phwy,, Oept. 2 [du Chlea|o 




Your Book Can Be Publiihact! 

Now you con obldin high roroHifli 
and wido literary re cog nit Eon, 

Se-nd tor your fro» copy of Ho** 
To Pirb^fh Tour So air and ream 
how yotrr manuscript can be 
printed, advertlied and sold, 

COMET PRESS BOOKS 

Dept. PH7, 200 Varlek St., N.Y.14 



Craft and Home 
Products 



to fabrics, paint, metal or wood sur- 
faces. It possesses outstanding lu- 
bricating properties and is unex- 
celled in freeing sticky doors, win- 
dows, drawers, etc., while at the 
same time eliminating squeaks and 
other objectionable noises due to 
friction. A startling new formula dis- 
covery. Silicone Slick Spray actually 
protects and preserves while it lu- 
bricates. In addition, the product is 
an excellent water and ice repellent 
and is particularly effective in re- 
ducing the adhesion of ice to metal 
and rubber surfaces. 

Secret of the new Glidden product's 
effectiveness is a clear silicone resin 
base. The base is odorless, tasteless, 
physiologically harmless and non- 
irritating. Moreover, it will not be- 
come rancid and will not sludge or 
leave a gummy residue. 

Packaged in convenient push-but- 
ton aerosol spray containers in 6- 
ounce and 16-ounce sizes, all-purpose 
Silicone Slick Spray is particularly 
recommended for protecting and lu- 
bricating hard-to-reach parts and 
areas. It penetrates deeply and elim- 
inates annoying friction noises in 
seconds. 



Printed Circuit Radio Kit 




the silver circuit crystal radio kit 
uses a printed circuit (patent pend- 
ing) which simplifies building. Re- 
quires no wiring, soldering, or drill- 
ing. Screwdriver is only tool neces- 
sary. All connections are permanent 
and made through use of the printed 
circuit. Completely safe— no solder- 
ing or power required. By actually 
building some components himself, 
the hobbyist learns basic electronic 
fundamentals. Preassembled dial 
cord permits use of a slide rule dial 
which provides motion unusual in 
electronic kits. Complete with all 
parts including earphones. Detailed, 
illustrated instructions included. Re- 
tails for $4.49, Made by Mars Manu- 
facturing Company, 767¥i N. Main 
Street, Akron 10, Ohio. 
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WHETHER you're h be&Jn- 
ner or an expert mechanic, 
now you can "breeze through" 
any "flx-lt" job from simple 
carburetor adJustnienL to 
complete overhaul. Just look 
up job In Index of MOTOR'S 
bitE brand-new Auto Repair 
Manual. Follow simple &tcp- 
by-step directions, clear pic- 
tures. Presto — 4he job is done! 

No uuesswork! MOTOR'S 
manual takes you from 
"scratch/' Shows WHERE to 
start. WHAT tools to use. 
Covers EVERY job on every 
car built from 1949 thru 19581 

Everything You Ncecf to 
Know "Boiled Down'' from 17o 
Official Shop Manual i 

NEW. REVISED, ENLARGED 
Edition now contains the 
"meat" from over 176 OF- 
FICIAL shop manuals, sim- 
plified for you. 23,436 essen- 
tial repair specifications on 
24 different makes. Over HrPO 
big pages. More than 2.900 
"tnls-ls-how" pictures. 325 ( - 
000 service and repair facts. 
Leads bgfitn tiers every step at 
the way. Time-saving factory 
repair procedures for experts. 
Instructions and pictures so 
clear you can't go wrong. 
Used by U.S. Army and Navy. 
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Try Book FREE 
7 Day* 

SEND NO MONEY! 
Pay postman noth- 
ing. Mske manual 
show vou what It's 
sot. Unless you 
agree) this Is the 
Kreateat time and 
work saver you'vo 
ever ieen. return 
book In 7 days and 
pay nothing. Mall 
coupon TODAY I 



Soma FACE Offer on MOTOR'S 
New Truck Manual 

Brand new! Covers EVERY 
job on EVERY popular make 
gasoline and Diesel truck 
made since 
1949. FREE 7- 
D&y Trial. 
Check proper 
box in cou- 
pon. 




MAIL COUPON NOW FOR 7 -DAY FREE TRIAL 

(Attocli >p postcard iF more convenient) 



MOTOR BOOK DEPT. 
Dttk 34S. 250 W 55th 51., N»w YorV 19, N. Y. 
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muniliB ■ rx I m tlbml payment mi fl.ttt Iplua IV deliver* 
rh«nr™t one month aflrr that. Othrrw lu> I will rriurn 
the hiHik j....miuij In 7 day*. {Fe+ro-vn pric«>. remit SIO 
"ih With ordmr.l 

□ MOTOR'S New TRUCK REPAIR MANUAL. If O.K.* 
1 win remit $3 in 7 day*, and |2 month I v tor .1 
nvmlh*, plii* Sfic affttVftf *"h*rae» with, final uymrnl. 
nthrrwlw? I will rrtum book poilp*ld lA 7 dajr». (Foroiyn 
price, remit SI 1 canh with ordor.) 
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the craft and home bookshelf 

Reviews By Theodore M, O'Leary 



Shop Tools: Care and Repair 
by DeWitt Hunt 

272 pages; illustrated; D. Van Nostrand, Inc., 
Princeton, New Jersey; S5.25. 

the author of this book points out 
that there are three factors involved 
in the effective completion of any 
task involving the use of tools and 
machines. The worker must have the 
knowledge to enable him to select 
the proper tool or machine for the 
job involved. He must have a rea- 
sonable amount of skill in its use. 
Finally, he must know when the tool 
is in proper working condition for 
efficient production and if it isn't in 
such condition, he must be able to 
recondition it. It is with this last fac- 
tor that DeWitt Hunt's book is con- 
cerned. 

For many years Mr. Hunt has 
taught a course entitled "Care of 
Shop Equipment" at Oklahoma State 
University. He writes with authority 
on his subject and covers it in com- 
plete fashion. His descriptions of 
maintenance and repair processes 
are supplemented by 333 illustra- 
tions, more than 200 of them showing 
actual work tasks. 

The book begins with instructions 
for maintaining hand tools, including 
details on the various sharpening 
processes involved. There is a sec- 
tion explaining various ways of 
marking tools for easy identification 
and others on the selection, use and 
care of abrasive equipment, prob- 
lems of electrical maintenance, gen- 
eral machine maintenance and lu- 
brication as a factor in maintenance. 
Separate sections are devoted to the 
band saw, the circular saw, the 
jointer and surfacers and shapers. 

Under the heading of "Miscellane- 
ous Maintenance Tasks" Mr. Hunt 
deals with such matters as repaint- 
ing shop rooms and equipment with 
modern color treatment, preventive 
maintenance on shop lighting, selec- 
tion and care of various vises, sharp- 
ening the mortiser bit and chisel, 
care of sheet metal squaring shears, 
fastening equipment to concrete 
floors and tool cases and tool racks. 

A bibliography lists many pieces of 
supplemental literature on tool main- 
tenance, including manuals, pam- 
phlets, booklets, etc., put out by 
manufacturers of hand tools and ma- 
chines. One of the achievements of 
Mr. Hunt is that he has brought a 
lot of widely scattered information 
all together within the covers of one 
book for easy and quick reference. 



House Carpentry Simplified 
by Nelson L. Burbank 
252 pages; illustrated; 
Simmons-Boardman Books, 
New York City; $5.95. 

this is the sixth edition, completely 
revised, of a book which since its 
original publication has sold more 
than 100,000 copies. It was originally 
titled "House Carpentry and Join- 
ery" but has been retitled because 
as the author, Nelson Burbank, ex- 
plains, the word joinery, while valid, 
has gradually declined in usage over 
the years. 

"House Carpentry Simplified" de- 
scribes fully each step or operation 
of dwelling construction from the se- 
lection of tools to the completion of 
the structure, with the exception of 
such subsidiary functions as those of 
the plumber, the electrician and the 
painter. 

Notable additions to this edition of 
Mr. Burbank's book are a chapter on 
tools which has been amplified from 
6 to 15 pages in order to present a 
complete and modern assortment of 
more than 150 hand and power tools; 
a revised glossary of more than 1.000 
building terms; two completely new 
chapters — "Structural Parts of a 
House," delineated on a drawing of 
a modern structure, and "Heating 
Installations and Air Conditioning," 
and two new appendices, one on pre- 
fabrication and one on safety for 
the carpenter. 

mr. burbank's book includes a com- 
plete and fully detailed set of plans 
for a modern split-level house by an 
outstanding architect. With it is a 
list of materials and specifications — 
the same sort of presentation you 
would get if you went to an architect 
yourself and asked him to draw plans 
and specifications for a house. These 
plans act as a focal point for study 
of the various steps in house car- 
pentry as they are presented in suc- 
ceeding chapters. 

Those succeeding chapters deal 
with such matters as laying out the 
building site and doing the excavat- 
ing, foundation forms and founda- 
tions, sills and girders, floor and 
ceiling joists, subflooring, outside and 
inside framed walls, roof framing, 
sheathing of walls and roof, cornices 
and gutters, roofing, porch and bay 
framing, exterior wall covering, in- 
terior wall and ceiling covering, 
stairs, trim, windows and window 
walls, doors, builders' hardware and 



fasteners, closets, shelving and built- 
ins, finish flooring, garages and ther- 
mal insulation and moisture bar- 
riers. The book is copiously illus- 
trated with more than 1,100 photo- 
graphs and drawings. 

It should be pointed out that while 
previous editions of this book have 
been used as a guide to the building 
of many fine houses, the volume is 
also of value to those who are not 
ambitious enough to want to tackle 
the job of building a complete house. 
The homeowner who wants to build 
an addition to his existing house, or 
merely make minor alterations or 
repairs will also find "House Car- 
pentry Simplified" a virtually indis- 
pensable guide. 

Fun With Metalwork 
by J. W. Bollinger 

184 pages; illustrated; The Bruce Publishing Co., 
Milwaukee, Wisconsin; $4.75. 

A liberal use of silhouettes is the 
outstanding feature of many of the 
various metal projects which make 
up the bulk of this book by J. W, 
Bollinger, a Tulsa, Oklahoma, indus- 
trial arts teacher. 

Most of us are familiar with the 
use of silhouettes of dogs, cats, 
horses, etc., on house number mark- 
ers and Mr. Bollinger offers a num- 
ber of these. But he makes much 
wider use of silhouettes as adorn- 
ments, presenting projects that call 
for their use on such articles as 
lamps, fireplace screens, chimney 
irons, front door decorations, candle- 
holders, decorations for electric light 
switch covers, sandwich trays, coast- 
ters, bracelets, tie racks, and shelves. 

Mr. Bollinger offers numerous 
other metal projects not making use 
of silhouettes — such things as kitchen 
stools, various benches, a Christmas 
tree stand, a glass topped fern 
stand, closet accessories of various 
sorts, and magazine rack. In all, 
there are well over 100 projects. 
Each is illustrated and includes a 
materials list. 

Before presenting the projects, Mr. 
Bollinger offers a chapter covering 
the various techniques necessary to 
carry out the projects, including the 
making of silhouettes, transferring 
them to metal, making bends and 
scrolls, use of paints, enamels, lac- 
quers and bronzing powders. 

In writing this book. Mr. Bollinger 
has primarily in mind the needs and 
interests of junior hieh school stu- 
dents. Most of the projects are quite 
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Every Electric Drill a POWER SCREW DRIVER 

"ARCO SCREW-MATIC" 

l >t> .. BRAND Mfwi ^-("M 




EXCLUSIVE! 



i. nil rinnot slip 
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■ ■ :v: ;!■:« !■■■...■!-■ of iwwrrfu) 

Industrial-type Clutch, 
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NO ATTACHMENT UNDER SI 0 00 HAS THESE FEATURES 1 



TAKES ALL THE WORK OUT OF SCREWORIVING! 

kkth any *lecirio *lrltl iVSi". ^fc" or t*» rJ drills'. Screw- 
driver hit Idl*** until you apply preamrw when ilrlvinu 
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ARROW METAL PRODUCTS CO. 

Dcpt, WB->, 411 West 203rn St.. N. V. 34. N. 



ARTIST PICTURE FRAME 
MOLDINGS 



FREE 
DELIVERIES 
IK U.S.A. 



PRICED LOWER THAN 
THE USUAL CHARGES FOR 
THE LUMBER ALONE 

RAW OAK & WORMY CHESTNUT 

Dm. Ft. Hundred Ft. 

1 Inch Raw Oak J1.48 $11.55 

lVj Inch Raw Oak 1.98 15.40 

2Vz Inch Raw Oak 2.75 20.60 

3V4 Inch Raw Oak 3.64 26.80 

3V4 Inch Wormy Chestnut. .. 4.36 32.16 

IMPORTED HIGH CRADE MOLDINGS 
IN GOLD METAL LEAF 

Oil. Ft. Hundred Ft. 

IVz" Distinctive design % 7.50 % 58.50 

1- V with partial 

linen covering 8.50 65.00 

3W high backed- 

modern-artistic 20.16 154.80 

RftmUtaaes with order, blea.ie — .nri isk to Include 
our HUEE PRICE LIST. 

CHESAPEAKE PICTURE FRAME CO., Dept. WB 
P.O. Boi 533 Baltimore 3, Maryland 



AUTHORS WANTED 
BY N. Y. PUBLISHER 

New York, N. Y. — One of the nation's largest book 
publisher* is seeking buok-lcngth manuscripts of alt 
types — fiction, non-fiaion, poetry. Special attention 
io new writers. If your work is ready for publication, 
send fur booklet Hti — it's Ires. Vantage Press. 120 
W. 31st St.. New York I. {Midwest Office: 220 S. 
Miibigaw Ave., Chicago, III.) 

WORLD'S LOWEST PRICED 

ADDING MACHINE 

Only machine of lis ilze ami ONLY 
price that counts itu tn 0 : EtB,- $a95 
fKW.991). Arid*, subtracts. 
mnlMpllrv divtdtft. M4-91 for QA 
bval&Stti. hniiif. KtmU'ltf or in p*nni. 
tax WOffc. Only *J ph:- including 
pasture t'.O.I>., If rhorJi or 3<v * *** 
M.O. pay poMciEP. Hean. Icntheretti 
10 dny money hack Ettinrantrc. 
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CALCULATOR MACHINE CO. 

ROI 12S 

Dept. X-BS, Huntingdon Valley, Pa. 




69 FULL SIZE pall firm of beautiful W fl || ft 
Corner Shelves. Bird Hon.-' Action Tova, 
Novelties. A; Antrim! F I (lures.. FlvInK 

1 k Sprinkling Girl PLUS dozens of other 
eatOlv mndi' ihiuvrv Ju«t trae*. cut out A 
palntT Wk tell vuu Hnw A Where to sell. 
Order the JIG SAW PACKET cod a v. o»|v Stl.OO. 

MASTERCRAFT PLANS, Dept. 74B 

713*1 OEcott flvniN-, CHICAGO 31, ILLINOIS 



simple and only a few require weld- 
ing. If your son had been after you 
to let him join you in your home 
workshop, this book would be a good 
way to get him started on a useful 
and pleasant activity. Or if you your- 
self are inexperienced in metalwork 
and would like an introduction to 
this craft, with all its many possi- 
bilities, this book will get you started. 

The Complete Outboard Boating Manual 

by Ernest Venik 

281 pages; i i lustra rod ; 

American Technical Society, 

Chicago, Illinois; $4.95. 

there was a time when a book such 
as this would have been of practical 
interest to such a limited number of 
readers that a review of it would 
hardly have been justified. But that 
was before the big boating boom, 
brought on partly by the construc- 
tion of hundreds of new lakes all over 
America. It is estimated that last 
year about 35 million Americans took 
part in some form of recreational 
boating. They made use of more than 
7 million boats, of which nearly 
3,360,000 were built expressly for use 
with outboard motors. 

Enest Venik has written a compre- 
hensive guide to outboard boating. 
He tells you first how to select your 
boat, if you are just joining the boat- 
ing fun, keeping in mind what your 
particular needs are. Then he tells 
you how to select the outboard motor 
that will go best with your boat. 
There are, Mr, Venik says, no all- 
purpose boats and no all-purpose mo- 
tors. The two must be properly mated 
if you are to receive the kind of per- 
formance you want. Such factors as 
what fundamental use you plan to 
make of your boat, what sort of wa- 
ter you plan to use it on, how fast 
you want to go, whether you will 
leave the boat in one place or haul it 
about on a trailer, and how much 
money you want to spend- — all of 
these must be taken into considera- 
tion. 

Mr, Venik tells you how to handle 
your boat under various conditions 
and he includes water traffic rules. 
He explains the operating principles 
of outboard motors and their con- 
struction. Then he proceeds into one 
of the important sections of the book 
— that devoted to the repair and 
maintenance of your motor and boat. 
He goes into detail on the various 
aspects — including the lower unit of 
the motor, fuel systems and carbure- 
tors and the electrical system. In a 
chapter on trouble shooting he offers 
speedy systems for locating and cor- 
recting motor troubles — the kind that 
always seem to arise when you are 
twenty miles from home and a storm 
is coming up. Chapters on acces- 
sories and outboard racing complete 
the volume. Appendices include Coast 
Guard regulations, state regulations 
for motor boats, associations of boat- 
ing enthusiasts, American Power 
Boat Association contest rules and a 
list of specialized equipment dealers. 




EARNED $400 THE 
FIRST YEAR 

'"Lii.sl year L made around $VW t null 
It v.. i- ihr rtr-,i y«*r I really start«d 
En wrUc. Tito .Newspaper (u-dlrulc of 
Aiin-rlm Coin si- U (In* liesl w»i In 
expert; instruction In nrnTotsniunul writ- 
Hid." — T. Krtward Kuilsvm. 221 Unst 
Tilth Ht.. New York. N. Y. 



Why Can't 
You Write ? 

ICs much simpler 
than you think! 

CO many people with the "Rerm" of writ- 
ing in them simply can't get started. 
They suffer from inertia. Or they set up 
imaginary harriers to taking the first step. 

Many are convinced the field is confined 
to persons gifted with a genius for writing. 

Few realize that the great bulk of com- 
mercial writing is done by so-called "un- 
knowns." Not only do these thousands of 
men and women produce most of the fiction 
puhlished, but countless articles on business, 
current events, sports, hobbies, travel, local, 
club and church activities, etc., as well. 

Such material is in constant demand. 
Every week thousands of checks for $25. $50 
and $100 go out to writers whose latent 
ability was perhaps no greater than yours. 

The Practical Method 

Newspaper work demonsi rates that the way to 
learn lo write hs by writing! Newspaper copy rle.sk 
editors waste no time an theories or ancient clas- 
sics. The story is the thing. Every copy "cu!>" 
goes through the course of practical criticism — a 
irainiiu: that turns out more successful authors 
than any other experience. 

That is why Newspaper Institute of America 
bases its writing instructions on the Copy Desk 
Method. It starts and keeps you writing in your 
own home, on your own lime. And, upon the very 
same kind of actual assiftnmcntx (liven daily to 
metropolitan reporters. Thus you learn by doing. 
not by studying the individual styles of model 
authors. 

Each week your work is analyzed constructively 
by practical writers. Gradually they help to clarify 
your own distinctive style. Writing soon becomes 
easy, absorbing. Profitable, too, as you. gain the 
"professional" touch that gets your material ac- 
cepted by editors. Above all. you can see constant 
progress week by week, as your faults are corrected 
and your writing ability grows. 

Have You Natural Ability? 

Our FREE Writing Aptitude Test will reveal 
whether or not you have natural talent for writing. 
It will analyze your jiowcrs of observation, your 
imagination and dramatic instinct. You'll enjoy 
taking this test. There is no cost or obligation. 
Simply mail the coupon below, today. Newspaper 
Institute of America. One Park Avenue. New York 
IB. N. Y. (Founded IVSS.) (Licensed by State of 
N. Y.) 

(Approved Member, National Home Study Council) 



N*wipap*r InitTtvt* of Amarici t 
On* Park Avi., New York 16, N Y. ■ 



£>ent) me. without cont or obligation* your 
| Writing Aptitude Test ami further information I 
| iboul writing for profit. 
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Tote Case for Guns and Tackle 



HUGH F. WILLIAMSON 



You can safely transport your sporting gear all over the world in 
this sturdy and portable case. 




PHOTOGRAPH A — Open gun and tackle case standing on one end. 
8 I WORKBENCH 



A growing number of modern Ameri- 
can sportsmen are frequently moved 
about the country by their employer. 
These men are plagued with the 
problem of providing functional and 
safe storage for their sporting gear 
both at home and in transit. 

This gun and tackle case will ac- 
commodate the usual gear (Photo- 
graph A) and is inexpensive, easily 
constructed, rugged, can be doubly 
locked and stored in any position. 
The guns are securely held for safety 
and to prevent any damage to their 
finish, mechanism or sights. 

The measurements given can be 
readily altered to suit individual re- 
quirements. If there is any question 
carefully measure your guns, being 
sure to allow for future chokes or 
scopes. 

The most accurate way to measure 
a gun is on a table to determine the 
case size you will need (Figure 1). 
The length of the bolt action or a side 
mounted scope will determine the 
spacing between guns. 

The sides and one partition are 
constructed of Y4" exterior grade 
plywood. The remaining wooden 
parts are made of 3 A" plywood or 
pine shelving. The case is constructed 
first as a closed shell without inter- 
nal partitions and then cut apart to 
form the lid and bottom for a per- 
fect fit. 

First step is to cut the two ends; 
then the top and bottom are cut and 
all of the dado cuts are made (Fig- 
ure 2). The eight corner joints (Joint 
A) are a simple %" x %" rabbet 
joint to receive the end pieces (Fig- 
ure 3). A V4" x %" rabbet is also cut 
to receive the Vi" plywood sides on 
the top, bottom and ends. 

Assemble the top, bottom and two 
ends using glue and No. 4 finishing 
nails. The two sides are then at- 
tached using glue and -V 18 ga. 
brads. The case should be held by 
glue clamps during this procedure to 
obtain snug smooth joints (Photo- 
graph B). 

after adequate drying time, the Vh" 
lid is cut from the bottom on a cir- 
cular saw. In the event the two end 
cuts are limited by the height of 
your shop ceiling make these cuts 
last by a handsaw with thickness 
equal to your circular saw blade. 



FIGURE 1 



II 
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A- Edge, table sidle. 

B— Edge, table end. 
C — Length of gun- minimum inside measurement 
af gun compartment, 

D— Mini mom clearance for sight*; increase (or 
scapes. 

E— Length of forestock; to determine position of 
barrel rest. 

F— Minimum depth of gun compartment. 



The necessary partitions are then 
cut and secured in their respective 
dado slots in the bottom of the case 
with glue and finishing nails. 

Now cut the butt rest (Figure 4) 
as required to accommodate your 
guns (Photograph C) and temporarily 
nail in place. Place the gun with the 
longest fo restock in position with the 
butt lying flush in the butt rest. 
With a square locate the point on 
the bottom of the gun compartment 
equal to the end of the forestock. 
Mark a new point exactly %" above 
this mark; this is the point at which 
the undersurface of the barrel rest 
should be located to provide a 
proper fit. 

Cut a piece of %" stock to 1W x 
12" for the barrel rest and draw 
center lines (Figure 4). Place each 
gun. one at a time, in its proper butt 
rest. With the butt resting flush, 
measure the height of each barrel 
from the bottom of the gun compart- 
ment (Photograph D) with a square 
at the location of the barrel rest. 
These measurements should then be 
located on the board on the proper 
center line to determine the depth 
of each barrel slot. The diameter of 



the barrel should be measured and 
marked, allowing just enough space 
for padding. After double checking 
your figures drill proper size holes 
for barrels and make the necessary 
cutouts. Drill a W hole as shown 
(Figure 4) exactly %" in from front 
and side edges for the pivot bolt. 

The barrel and butt rest are now 
secured in position with glue and 
flathead wood screws. 

The locking bar of the barrel rest 
is cut from %" stock and measures 
11%" in length. The width will vary 
with the different model guns. Place 
the locking bar beneath the barrel 
rest with the two front edges in 
perfect alignment. Scribe the corre- 
sponding pivot and barrel holes on 
the bar. Make the necessary cutouts 
(Figure 4) to accommodate the pivot 
swing (Photograph E) ; this may be 
determined by making gradual cuts 
until the bar just clears the barrel 
when open (Photograph F) and yet 
holds the barrel securely when 
closed. 

The undersurface of the locking 
bar should be built up of the required 
layers of wood with the proper cut- 
outs to make a snug fit to the fore- 
stocks of each gun when the locking 
bar is in the closed position (Photo- 
graph G). It may be necessary to 
carve the edges with a pocketknife 
to obtain a perfect fit. By this con- 
struction you prevent any longitudi- 
nal shifting of the gun when the 
locking bar is closed. When the bar 
is open it then allows the %" space 
required to lift the gun and slip it 
over the stop strip fastened to the 
butt rest. 

A Va" carriage bolt is used as a 



FIGURE 2 



See Figure 3 for joint construction (A-F). 




-56j" 



top view 
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FIGURE 3 JOINTS 




plywood 
ides 




St 



End ^ 



i!L, plvwogd side 



nt A: A dodo or robbet V*" wide and 34" deep is cut in top ond bottom piece at each end to 
receive W end pieces. A dado or rabbet V wide and V deep is cut on each inside longitudinal 
edge of lop, bottom and both end pieces to receive the \*" plywood sides* 




Join! B: Dado cul %" wide and H" deep. 




Joint C; Dado cut Va" wide ond 3 i" deep. 



Joint 0: Butt pint of V' 4 plywood; secured with 
glue and jmolt brock, 




Join! E: Butt joint of %** stock to Va" plywood; 
secured with glue and wood screws. 




Joint F: Butt joint of 3 V slock; secured with 
gtue ond wood screws. 



MATERIAL LIST 



2 pieces V x IOV4" x 56V4". Top and bottom. 

2 " H" x lO'V x 19 3 4". Ends. 

1 " :t 4" x 8'-j" x 19 3 4". Partition. 

1 " -v x TV x 12". Barrel Rest. 

I 3 A" x 8';" x 12". Butt Host. 

1 " %" x 3" x 1 1 3 j " . Locking Bar (approx.). 

2 " V*" x 19" x 554". Sides." 

1 " V4" x 8»4" x 48 3 4". Partition. 

I pair 2" plain tip brass hinges. 

1 only Surface mount suitcase lock and key. 

1 pair Suitcase bolts. 

8 only Brass corners. 

8 only Rubber bumper screw feet. 

J only Folding suitcase handle. 

1 pair Strpo b-ndles or folding chest handles (op- 
tional). 



1 only Brass hinge hasp and p;idlock. 
1 only W carriage bolt. nut. two washers and ten- 
sion spring. 
1 only Brass lid support (optional). 
3 only 1" x 24" web stiao with buckle. 

Green felt or l k" foam rubber. 

4 penny finishing nails. 
18 gauge brads. 

No. 6 — 3 <T flathead wood screws. 

No. 8 — V&* flathead wood screws. 

Shellac, white. 

Varnish. 

Wood glue. 
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pivot with a small tension spring. 
A small brass hinge hasp and pad- 
lock is used to secure the swinging 
end of the locking bar. 

A simple box drawer may be con- 



structed to fit the ammunition com- 
partment if desired. 

all natlheads should now be counter- 
sunk and the defects filled with plas- 



tic wood. All edges and surfaces 
should be sanded smooth. A coat of 
shellac is followed by two coats of a 
good varnish before final assembly. 
A pair of brass hinges are used to 




PHOTOGRAPH B— With a 1 "* clomps holding ports in place, fasten with 
nails spaced approximately three inches apart. 




PHOTOGRAPH D— With gun butt in position, measure from top of barrel 
to back of case to determine the necessary cutouts for barrel rest. 




PHOTOGRAPH E— Close up of barrel rest with lock bar in open position. 
Note the build-up required to fir the forestock of the first two guns. 




gun 



PHOTOGRAPH C-Traee stock outline for 
accurate cutouts. 

FIGURE 4 
SMALL WOODEN PARTS 
BARREL REST; Cut from %" X 7V4" x 12" stock. Locate center point of 
each barrel and drill proper sized hole along center line. Make cutout 
on jig or band saw. Locate pivot bolt hale, Va" t in lower left corner as 
noted measuring in exactly W from front and side. 

BARREL STOP: Cut from %" x 3" x 1 \W stock. Actual siie may vary 
depending upon guns. Place this piece beneath completed barrel rest; 
carefully align the front edges and mark pivot hole and barrel centers; 
round edges as indicated. Certain guns may require building up the 
undersurfoce to prevent gun sliding longitudinally. 

BUTT REST: Cut from %" x BVs" x 12" stock. Place each gun individually 
on its respective center line and trace the outline; bottom of gun butt 
should be aligned with front edge of board. A W x 1%" x 12" strip 
should be cut to form a stop strip. These cutouts can follow the butt 
outline or can be cut square to the front edge from the widest measure- 
ment. 



- 2*" H- 34" -f* 34" -f" g i 



74" 



*t- 
hola 



12" 



t 1 1 

.Ltik 



ft* 



! ! 1 

! 




■feci*" strip 
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PHOTOGRAPH F— Barrel first slips our of barrel rest by making necessary 
toper on pivot side of the locking bar. 



PHOTOGRAPH G— locking bor doled. Note how this bar prevents any 
forward or upward shif ting by building-up the under surface to fit each 
gun snugty. 



FIGURE 5 




A 8jb" piece of 2 x 4 cut on diagonal 
form two wooden legs. 



End or base of gun case 



End 



Four rubber _ 

feet 



Handle optional 



Sketch 1— Optional wooden tegs. 



Rubber foot ~ 



Wood screws (RH) and washers. 
Web strap Wood screw-- 






PHOTOGRAPH H — Surface mounting trunk or suitcase hardware is used 
to lock case securely. 



Sketch 3— Brass corners (8 required). 



secure the lid to the bottom. A lock- 
ing surface mount suitcase or trunk 
lock is mounted on the top in the 
center and flanked by two suitcase 
bolts (Photograph H). A folding suit- 
case handle should also be mounted 
on the top at the loaded balance 
point. A strap handle or hinged chest 
handle may be fastened to each end 
if desired. Two or three buckled web 
straps can be mounted by wa,shers 
and wood screws to the back of the 
rod compartment to hold rods in 
place (Figure 5). 

Eight brass box corners are fas- 
tened to protect all corners (Figure 
5). Four rubber screw bumpe" are 
mounted in the corners of the bottom 
to provide feet. If the case is to be 
stood on one end make a diagonal 
rip in a length of two by four 

(Figure 5) to form two legs. 

All areas of contact with guns 
should be Dadded with glued strips 
of green felt or thin layers of foam 
rubber. the kn» 
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Making Hose Connections 
that won't Leak 

l. HOFFMAN 



The use of lacquer is the secret of this simple, fast method of 
installing new garden hose connections. 



usually the simplest tasks are the 
most difficult if not approached in 
the proper manner. An example is 
the installing of new connections on 
the garden hose, either to replace 
worn out connections, worn out hose 
or to add a new section. 

With lightweight plastic and rub- 
ber hoses replacing the old heavy 
and bulky rubber ones, more care 
must be exercised when installing a 
new fitting to keep from splitting or 
perforating the hose. 

There are many types of connec- 
tions on the market and all present 
the same problem, no matter if they 
are the type shown here, the tighten 
and cinch fit type or the insert and 
hammer down type. First the con- 
nection must be inserted into the 
hose and seated properly. 

In all cases it appears that the fit- 
ting is larger in diameter than the 
hose it is to go into. That is the case 
and for good reason. Inasmuch as 
water is to flow through the hose, 
under heavy pressure, especially 
when the hose is kinked or the flow 
is restricted by a nozzle, the connec- 
tion fitting must be extremely tight 
to prevent leaking or blowing the 
fitting loose under pressure. 

It is possible, in some cases, to 
heat and expand the hose before in- 
serting the connection. This doesn't 
always work, as some hoses won't 
expand and some that will expand 
will not return to their original size 
and will leave a loose and leaking 
connection. 

Practically all plastic as well as 
the newer lightweight rubber hoses 
are soluble in some form of lacquer 
thinner. This fact is what we are 
going to use to aid us in our task 
of making a proper connection. 

fikst, one needs the proper length of 
hose and a complete fitting, of what- 
ever type is available or that you 
select. Next, some form of quick dry- 
ing lacquer is needed. It can be any 
type from your wife's nail polish to 
a touch-up kit for your car. It's ad- 
visable not to get caught using your 
wife's best nail polish so reach for 



the car touch-up kit. Very little is 
needed. If you don't have any on 
hand, small quantities of quick dry- 
ing lacquers are available in cans at 
most hardware stores or in the hobby 
shop under the guise of airplane 
dope. 

As you will probably be using new 
fittings and hose, no cleaning is nec- 
essary. If you do use an old fitting, 
polish it up with a piece of steel wool 
to remove the accumulated tarnish 
as well as any bits of old hose that 
may still remain and cause leaks. 
If you are using a used section of 
hose be sure there are no breaks or 
punctures in it. 

Brush the quick drying lacquer 
onto the shaft of the connection that 
is to be inserted, being sure that all 
sides are covered (Photograph 1). 

With the tightening device loos- 
ened, slide it down the hose. Then, 
push the fitting into the hose as far 
as it will go (Photograph 2). It will 
go in quite easily because the lac- 
quer will not only lubricate it but 
the thinner in the lacquer will slightly 
dissolve the inside surface of the hose 
to allow easier insertion. In a few 
moments the solvent action of the 
thinner will stop and the lacquer will 
harden and secure the fitting inside 
the hose. 

Tighten the screw in the clamp 
around the hose and your job is 
completed (Photograph 3). 

If you ever need to replace the fit- 
ting because the hose wears out, 
you will not be able to slide it out 
of the hose as you normally would 
expect. By cutting off the end of the 
hose at the end of the connection and 
slitting this small section of hose 
lengthwise, it can be peeled off. Us- 
ing steel wool, with a little lacquer 
thinner on it, if available, clean the 
fitting and you are ready to go again. 

This method of inserting a hose 
connection is fast and produces se- 
cure fitting. The only tools needed 
are a screwdriver, or a pair of pliers 
for the turn-cinch type fitting. Leak- 
proof connections are the end result 
from this type of installation. 



PHOTOGRAPH 1 -Spread Ihe lacquer over the 
shaft of the hose fitting (hat is to be inserted 
into the hose. Be sure that all sides of the shoft 
ore coated. 




PHOTOGRAPH 2— After sliding the loosened lack- 
ing device over the end of the hose, insert Ihe 
shaft of the fitting that has been coated with 
the lacquer. 




PHOTOGRAPH 3— Tighten the Fitting and in a 
few moments, when the lacquer dries, your leak- 
proof hose connection is ready for use. 
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PHOTOGRAPH 1— When you have this easily made picnic box you will not have to spend valuable 
hours before each picnic trying to gather up necessary equipment ana* then continue to wonder 
if you sttll didn't forget something. Fits easily in any auto trunk or on ihe roar floor* 



Picnic Box with built 



while almost all of us enjoy a picnic, 
I have found that they can be twice 
as much fun (especially for the 
ladies) if you have a simple picnic 
box. Such a box will keep the neces- 
sary equipment at hand and ready 
for instant use without the usual 
hunting and packing and then hoping 
that something hasn't been forgotten. 
It also saves a lot of dirt and muss in 
the car for all the dirty pans, etc., 
can remain in the box and the entire 
unit stored in the trunk or on the rear 
floor of the auto. 

I built my box from Vi-inch thick 
CreZon fused plywood, but almost 
any common lumber could be used. 
I chose the CreZon fused plywood, 
which is actually exterior-grade 
Douglas fir plywood faced with a 
smooth plastic overlay, because I 
have found it easy to work with, (it 
doesn't splinter or split with sawing, 
drilling and nailing) and it takes paint 
much better than regular wood. The 
size can be made to suit your own 
needs, but I built mine 3 feet long, 
18 inches deep and 15 inches high at 
the back coming straight front for 6 
inches and then tapering the two side 
pieces to give a front height of 10 
inches. 

The top is made up of two sections. 
The back section is 6 inches wide and 
36 inches long. This is secured to the 
two ends and the back with glue and 
1" coated nails. The front section of 



the cover is 14% inches wide and 36 
inches long. This piece is fastened 
to the back section with five common 
"butterfly" style cabinet hinges 
mounted on the outside. This allows 
it to be opened and folded back onto 
the rear section out of the way when 
the box is in use. The front of the box 
is also hinged to the bottom with two 
3 inch "T" type hinges. This allows 
the front to be opened out, forming 
a work area or table. Two lengths of 
chain are used to hold this front in 
the open position. One end of the 
chain is fastened to the inside end of 
the box and the other end is secured 
to the front door, close to the upper 
outside edge (Photograph 1). 

The box is fitted with two shelves. 
The upper one also has a 1-inch band 
fitted over the front edge to prevent 
the cups, etc., from falling off. The 
lower shelf holds the silverware box. 
paper towels, etc. There is room 
enough between the lower shelf and 
the bottom of the box to store the 
frying pans, etc. 

the box is also equipped with an elec- 
tric light for greater convenience. All 
that is needed is about 3 feet of stand- 
ard rubber covered lamp cord, a 6- 
volt electric lantern battery, one 
SPST toggle switch. 6-volt electric 
lantern bulb and a single contact 
socket to accept the bulb. All of these 
parts can be easily obtained from any 



Build this box and simplify the 
task of getting food and other 
supplies to and from a picnic. 




PHOTOGRAPH 2-Picnic box with lid dosed. 



in light 



HOWARD E, MOODY 



radio or electric shop. The socket 
and switch are mounted on one of the 
end pieces and the wire run down the 
end and through a hole in the lower 
shelf, then on to the battery which is 
located in one of the bottom back 
corners of the box. The negative wire 
goes directly from the outside battery 
terminal to one terminal of the lamp 
socket. The other wire passes from 
the remaining center battery termi- 
nal to one side of the switch — then it 
continues from the other switch ter- 
minal on to the remaining terminal 
of the lamp socket. (See wiring detail 
diagram.) 

The box is finished with a couple 
of coats of good enamel in any de- 
sired color. I finished mine with 
black enamel and then hand dec- 
orated it in gold. Of course, the dec- 
orations can be omitted or the box 
can be decorated with decals if de- 
sired. 

After painting, I mounted a brass 
handle, of the screen door type, on 
each end of the box for greater ease 
in handling. I also fitted a hasp to 
the front section of the main top and 
to the front of the box itself. The 
staple section of the hasp is mounted 
on the front of the box so that when 
the box is completely closed (Photo- 
graph 2) it can be held so by hooking 
the hasp together with a small snap 
or "S" hook, chained to the front 
cover. 
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18" 




PICNIC BOX CONSTRUCTION— All J4" CreZon Fused Plywood. 




6V FLASHLiG-HT BULB 



6V. ELECTRIC LANTERNS- 
BATTERY LlE<3 ON SIDE 
_UNDER BOTTOM SHELF 



RUBBER COVERED 
i^^W^LAMP CORD* 



SIMPLE CONTACT <30CK£T 

S.P.S.T.TOG-GLE SWITCH 
JSOCKET 

+ WIRE 




PICNIC BOX WIRING DETAIL— All wiring with standard rubber covered 
lamp cord. 



THE END 
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BASIC UNITS arranged and used in various ways: with a cushion to 
form an ottoman, grouped for a Jarger table surface or used singly 
as a law occasional table. The edging makes them especially suitable 
mosaic work. 




Here's a basic furniture unit that can serve 
as ottoman, sectional or individual table. 



TRIPLE DUTY 

furniture 
piece 



20-Js 



ROBERTA L. FAIRALL 



if you would like a decorators' otto- 
man, need a sectional coffee table, 
or small chairside table, here is a 
way to get them all at little expense. 
The one-size, easy-to-build piece is 
adaptable to all three uses. Only one 
standard size solid stock, 1" x 10", 
builds the entire project. White pine 
works easily and finishes well. 

To begin, cut a cardboard template 
for legs using the squared drawing 
as a guide. Trace around it and lay 
out the remaining members directly 
on the lumber. Dimensions are shown 
both in the illustrations and mate- 
rials list. Saw out pieces and bore 
shank and countersink holes for all 
screws. Assemble in the following 
steps using white liquid resin glue on 
all joints. A couple of finishing nails 
will hold pieces from slipping while 
screws are turned in and work may 
proceed without clamping. First, put 
the legs. A, together with mitered 
joints, glue and finishing nails; then 
attach them to the cleats, B, flush 
at. the top. Next, edge-glue top 
boards. D, and screw cleats down to 
hold them together. If the piece is 
to have a tile or mosaic top. this is 
done now; then the edging strips put 
on so the recessed parts are flush 
with the tile top. 

Finish the frame by any of the 
well-known methods to complement 
existing furnishings. 



PLAN AND LEG pattern for frame 
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Transfer the design for the mosaic 
to the table top and fill the areas 
with tiles glued down to the wood. 
Pieces are broken to shape with nip- 
pers by applying pressure over about 
at the edge. Be sure to wear gog- 
gles, thus shielding the eyes while 
cutting glass or tile pieces. This 
method gives an interesting but 
slightly uneven top surface. When 
all pieces have been set, and glue 
dried, fill the spaces between tiles 
with grout worked in between the 
cracks. Bounce the table several 
times to remove bubbles; wipe away 
excess, and after about 20 minutes 
clean the surface with a moist 
sponge. Grout may be made from 2 
parts white cement mixed with 1 part 
silica sand and water to bring it to 
a thin-cake-batter consistency. All 
materials for mosaics may be pur- 
chased at hobby or craft shops. 

The cushion is foam rubber cov- 
ered with a muslin pillow form, then 
slipped into the upholstery-material 
covering. Make a wrapping-paper 
pattern 20'/i" x 20 V," for top and bot- 
tom — measurements include %" 
seam allowance — and the boxing 
strip cut the desired width, about 3", 
plus seam allowances. To make the 
matching cording, cut bias strips 2" 
wide from the same material as the 
cushion and stitch ends to make a 
continuous strip long enough to edge 
the cushion twice around. This cov- 
ers No. 100 cable cord and is ma- 
chine stitched. Pin the cording to 
the right sides of cushion pieces, 
clip at the corners and stitch. Next, 
fasten square cushion sections and 
boxing strip with right sides to- 
gether, cording between the two and 
machine-stitch. Leave half of one side 
open and baste the seam back; slip 
the pillow in here and close the open- 
ning by blind stitching. the end 



One ottoman or 
pine as follows: 



MATERIALS 

table cuts from 10 



LIST 

lineal feet of 1" x 



10" surfaced 



Item 

A 
B 
C 
D 



No. 



Rqd. 

8 
2 
2 
4 



Description 

Legs 

Cleats 

Top 

Edging strips 



%' 



Size 

x 4" x 12%" 
x 3V 4 " x 17M-" 
x 9Ms" x 19" 
x 2Va" x 20Wj" 



Miscellaneous: 

White liquid resin glue 

No. 8 flathead wood screws IV4" (8) 

No, 8 flathead wood screws IW (2 doz.) 

6d finishing nails 

Wood filler 




^JOINTS 

MITERED LEGS joined lo clean which hold top members together. 





MITERED EDGING STRIPS cover screws and help brace legs. 




DESIGN for mosaic-top table drawn on the wood. 
Mosaic pieces are cut to desired size with nippers 
and glued to the wood. 



MACHINE 
STITCH 



No. 100 

Cable 
cor 




CORDING 



RIGHT SIDE OF 
CUSH ION 



METHOD of placing carding in cushion. 
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Plywood panels which you can 
install yourself will give any 
room a brand new appearance 
that lasts. 



Paneling Works Wonders with old rooms 

HILL1S PENN 



or THE various ways to make an old 
room new, one of the simplest for 
the do-it-yourself man is the use of 
''4-inch plywood panels, especially 
since these became available in a 
variety of prefinished woods. And it 
is not expensive, unless you insist 
on oak or one of the other more 
costly varieties. 

Take our most recent experience. 
We selected Philippine mahogany, or 
lauan as it is more properly called. 
This has been one of the better buys 
on the plywood market, little more 
expensive than fir. Our total cost for 
material, including trim, was about 
$150 for a room 9 by 14 feet, and we 



have virtually a new room. 

The place to begin this type of 
overhaul is, naturally, the ceiling. 
Since the prefinished panels come 
only in random-width plank design, 
and we preferred a plain ceiling, we 
bought unfinished lauan panels in 
the standard size. 4 by 8 feet, and 
finished them ourselves. This is easy, 
but it is important to apply the iinish 
before putting the panels in place. 
Our plywood distributor had stain to 
match the prefinished panels, and a 
sealer and finisher of the same type 
used on them. The stain contained 
wood filler. So it was simply a mat- 
ter of laying out the panels on the 




BY DOING THE WORK himself, Hi Mis. Penn paneled walls and ceilings of a 9-by-14 fool toom 
with lauon plywood for about SI 50. 



floor, applying the stain with a brush 
or cloth, and rubbing it dry after a 
few minutes. The next day the sealer 
was applied; and as soon as it dried, 
the panels were ready to install. The 
finished panels can be rubbed down 
with fine steel wool to give a dull, 
hand-rubbed luster; we found the 
finish satisfactory without that. 

getting the big panels in place on 
the ceiling is not as difficult as it 
might seem. The first step is to find 
the studding behind the old plaster, 
so you will have something solid to 
nail to. Usually the studs are 16 
inches apart, on center; after find- 
ing the first one, the others are sim- 
ple to locate. 

Tapping the plaster with a ham- 
mer, the handyman should be able 
to find the approximate location of 
a stud by the sound. Between studs 
there is the hollow thump of a ripe 
watermelon; on the stud, a more 
solid sound. Experience helps in this, 
but even the most experienced tapper 
may be wrong. So it is wise to dou- 
ble check, by driving a nail through 
the plaster to make sure it hits 
something solid. 

Having found the studs, or joists, 
these should all be marked with a 
line on the old plaster extending be- 
yond the width of the first panel to 
be installed; and at the edges, down 
the side wall far enough to be seen 
easily. You can now plan the layout 
and cutting of the panels so that 
joints will come, as far as possible, 
on the studs. Another point: If you 
are the average handyman, you will 
find it much better to fit the panels 
together on the factory-cut edges. 
You are sure to get a good fit this 
way. With a little planning, the hand- 
cut edges can be placed at the edges 
of the room, where they will be cov- 
ered by the trim. 

now to get the prepared panel on 
the ceiling. Take a pole about 2 by 2 
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BECAUSE THE DOORS in tKe room were old and unsightly, Penn carried the paneling over Ihem, 
omitted alt trim but painted the door edges and jambs with Flat enamel matching the tone of 
the plywood. 



inches, and cut it just the length 
required to reach from floor to ceil- 
ing. Take another piece of the 2 by 
2, preferably a softwood with a 
smooth surface; cut it about 3 feet 
long, and nail it crosswise to the 
end of the pole, making sure the nail- 
heads are sunk below the surface of 
the wood. This will support the ply- 
wood against the ceiling while you 
nail it. 

Lay the first piece of plywood ap- 
proximately under the place where 
it is to be installed. Lift one end of 
it, and place the crosspiece of the 
implement described above against 
the bottom side of the panel, toward 
the center. Now straightening the 
pole will lift the panel; and pulling 
the pole as nearly upright as possi- 
ble will press the panel tightly 
against the ceiling. 

With the panel thus supported, tap 
it into place, then nail it to the joists 
with 6-penny finish nails. Not many 
nails are needed; placing them 9 to 
12 inches apart along each joist will 
be ample. They should be counter- 
sunk carefully: as much of the quar- 
ter-inch material as possible needs 
to remain below the nailhead. Then 
the hole is sealed with a colored 
putty-stick to match the plywood fin- 
ish—your plywood supplier has it — 
and the holes are almost invisible. 

on the side walls, the first step is 
to remove window and door facings, 
and baseboard. It would be possible 
to fit the plywood around these, of 
course; but we found it more satis- 
factory to carry the paneling under 
the facings. 

There is the problem that the new 
wall stands out Va inch. We cut the 



paneling to fit well away from the 
window jambs, then rabbeted the 
trim to fit over it. In our case, we 
decided to trim the windows with 
1%-inch doorstop; in a small room a 
minimum of trim increases the ap- 
parent size. So we carried the ply- 
wood almost to the outside edges 
of the window jambs and sills. If 
wider and heavier trim is used, the 
plywood should be kept farther back 
from the windows, to reduce the 
amount of rabbeting work. But the 
trim should extend well over the 
paneling — perhaps % of an inch or 
so — to make a good joint and com- 
pensate for errors. 

The same procedure can be fol- 
lowed around the doors. In our case, 
though, we had unsightly old doors 
and decided to carry the paneling 
over them, omitting all trim. It was 
not difficult to cut the panels to fit 
the door openings, then put the cut- 
out sections on the doors. The edges 
of the paneling were then sanded 
down smooth with the door edges and 
the door jambs. We bought flat 
enamel matching in tone the pre- 
finished plywood — with today's multi- 
tint paints, that is not difficult — 
and painted the door edges and 
jambs with that. 

There are minor problems of cut- 
ting openings for heat registers and 
electric outlets. This should be done 
before the panel is attached to the 
wall. It requires some care, espe- 
cially in regard to the electric out- 
lets and switches; and it is wise, for 
the sake of safety, to pull out the 
switch boxes so the metal shields 
the cut edges of the plywood. 

On the walls, as on the ceiling, it 
is wise to find the studs and nail to 



them. Nails should be driven in the 
grooves of the panels, where possi- 
ble. On solid surfaces, such as doors 
and door facings, we found 4-penny 
finish nails or even 1-inch brads 
more satisfactory than 6-penny. Be- 
cause our room has a 9-foot ceiling, 
we ran the grooving in the panels 
horizontally — both to give a lowering 
effect, and to simplify the necessary 
joints. With an 8-foot ceiling, one 8- 
foot panel will reach the entire 
height, and perpendicular installa- 
tion is simpler than horizontal. 

with the paneling in place, it is time 
to install the molding. We used 1%- 
inch doorstop where the walls meet 
the ceiling — you may prefer cove 
mold here — and doorstop around the 
windows, as mentioned above, rab- 
beting the molding 14 inch on the 
outer side to fit over the plywood. 
In the corners we used 3 A-inch cove 
mold. If the molding is to be stained 
to match the paneling, this should 
be done before it is put in place. 
We used oak molding, which is avail- 
able in standard shapes and sizes 
from plywood distributors and other 
sources at much lower cost than spe- 
cial-run jobs. 

Baseboard? We used none, since 
we were applying all-over carpeting, 
and it would be thick enough to seal 
the irregular edges of the panels at 
the floor. If some trim is desired, 
doorstop is quite satisfactory. Or 
regular baseboard can be used, of 
course. 

Now it is simply a matter of check- 
ing and filling all nailholes, smooth- 
ing and painting the door edges, and 
the job is done. 

THE END 
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Oriental folding screens usually 
stand on the floor but it's easy 
to fasten them to various 
sorts of walls if you don't want 
to decorate with framed pictures. 



PHOTOGRAPH 1— Do you have large areas of 
wall in your living room, dining room or family 
room that look too bare? The Edwin Hoffmcrns 
did. 






Try 

I Oriental Screens 
On A Bare Wall 



EDWIN HOFFMAN 



PHOTOGRAPH 2— The Hoffman's solution was o new application for a free-standing Oriental screen 
like the one shown here in conventional use. 



do you have large areas of wall in 
your living room, dining room or 
family room that look too bare? 
Have you found that the area is too 
great to decorate with ordinary pic- 
tures or have you perhaps just tired 
of using pictures for all of your wall 
decorations? 

Such was our problem in regard 
to one wall of our family room 
(Photograph 1). For awhile we tried 
to break up this blank space with a 
series of three oversized pictures. 
This was not altogether pleasing and 
we soon removed the pictures and 
started looking around for a more 
suitable decoration. 

One day while shopping in one of 
the local department stores we found 
the solution to our particular prob- 
lem — free-standing Oriental screens 
(Photograph 2). At first we were 
afraid that the price would be pro- 
hibitive but we were pleasantly sur- 
prised. They may be purchased for 
prices ranging from $10 up through 
$60. 

They are found in department 



stores, stores that specialize in ma- 
terials for decorating as well as in 
Oriental art stores. 

One decided advantage of these 
screens is their simple beauty. They 
are not garish — their colors usually 
being pastels, gold or silver — all of 
which can be made to blend with 
practically any color scheme or type 
or color of furniture. 

These screens come in sizes rang- 
ing from 35 to 70 inches high. Most 
are four-fold and are 70 inches long. 
They are of very light wood frame 
construction, with cardboard and cov- 
ered with a form of rice paper. Some 
of Ihe extremely modern ones, es- 
pecially those made in this country, 
are covered with a plastic which 
simulates the rice paper but is 
washable and more durable. 

The domestic screens are more ex- 
pensive than the foreign ones which 
are imported chiefly from Japan. 
A few come from Hongkong. 

in our case a 35-inch screen was 
chosen. Because it is extremely light 



in weight, it was no more problem 
mounting than a picture. 

As our walls are sheet rock, we 
decided to be on the safe side and 
use Molly fasteners for our installa- 
tion. These fasteners are inserted in 
'■i-inch holes drilled in the sheet rock 
in the proper location. As the screw 
in the fastener is tightened the fast- 
ener is expanded on the far side of 
the sheet rock and is firmly fixed in 
the wall. The center screw is re- 
moved and used to affix the screen. 

If your walls are made of lath and 
plaster, wood screws will be suitable 
for the installation. 

Next, drill two holes through the 
top frame of the screen, centered oi 
the outer panels, to accommodate 
the screws for mounting (Photograph 
3). If you are using Molly fasteners, 
these must be lined up with the 
screw holes in the fasteners to allow 
for mounting. Again, because of the 
lightness of the screen, two screws 
at the top are adequate for a secure 
mounting. 

If the bottom of the screen tends 
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PHOTOGRAPH 3— The screen* tan be attached 
with a couple of scrawl in minutes. 



to pull away from the wall, one or 
two more screws may be put through 
the bottom frame, as was done in 
the top. We did not find this neces- 
sary. 

Now the wall that was too bare 
has a very pleasing appearance 
(Photograph 4) and is a bit unusual. 
If you tire of the screen that you 
have mounted it may be removed in 
a matter of minutes by removing 
the screws and another screen sub- 
stituted. 

The screen that was removed may 
be used in another section of the 
house as a free-standing screen. The 
two holes in the top are so small 
as not to be noticeable. 

another good application of this type 
of screen decoration is above the 
fireplace. In modern homes there 
are few mantel pieces and the walls 
extending above the fireplace often 
need some sort of ornamentation to 
break up their bareness. A screen is 
just the thing to solve this problem. 

Here the mounting is handled in 
a manner fitting the material of the 
wall. If it is of sheet rock or lath 
; nd plaster, the previously described 
methods of mounting may be used. 
Also if it is of wood. 

If the wall is a continuation of 
the bricks of the fireplace (Photo- 
graph 4), different but simple mount- 
ing procedures must be used. The 
simplest is to obtain two concrete 
nails. These are hardened steel nails 
that may be hammered into the 
mortar between the bricks. Select 
the proper location and hammer the 
nails in, being careful to keep them 
perpendicular to the wall. Drive them 
far enough into the mortar to be 
secure. 

Measure the thickness of the screen 
frame and then cut off the concrete 
nails an eighth of an inch shorter 
than the thickness of the screen 
frame. Use a hacksaw or file to cut 
them with. Drill matching holes into 
the frame to line up with the nails 
you have driven into the mortar. Do 
not drill any deeper than the nails 
protrude from the wall, when you 
make these matching holes in the 
rear of the frame. This way you can 
mount your screen without having 
the nails protrude through the face 
of the screen frame. Use a drill that 
is about l/32nd of an inch smaller 
than nails. 

Matching the holes in the screen 
frame with the nails in the wall, 
firmly push the screen frame onto 
the nails until the screen is flush with 
the wall of bricks. If the frame does 
not go readily onto the nails, take a 
strip of wood at least twice as wide 



PHOTOGRAPH 4— The formerly bare wall in the 
'- r o"man house takes on an interesting ond 
pleasing appearance. 




as the screen frame and about six 
inches long and lay it on the frame 
over the nail position, but on the face 
of the screen. With a hammer tap 
lightly on this strip of wood until 
the screen frame has been forced 
onto the nails. This will prevent 
marring the screen frame. As most 
screens and their frames are about 
three-quarters of an inch thick, this 
system of mounting is quite secure 
especially considering the lightness 
of the screens. 

A second method of mounting on 
a brick wall is by the use of lead 
or wooden plugs. With a star drill 
make a hole in the mortar between 
the bricks, in the proper location. 
Plug these holes with wooden dowels 
or lead plugs made especially for 



this use. The screws that are put 
through holes in the screen frame 
are inserted into these plugs. It is 
not suggested that holes be made in 
the actual bricks. This takes ex- 
treme care to do the job without 
cracking the bricks and the mortar 
gives more than enough support. 

Now that you have hung the screen, 
not only have you solved a decorat- 
ing problem but have added another 
thing of beauty to your home in this 
simplest of do-it-yourself projects. 
The cost of the screen depends upon 
how much you want to spend but 
can be very little. The cost of the 
other materials for the project is a 
matter of pennies and time involved 
is but minutes. The tools needed are 

few. THE END 
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The use of cream colored firebrick makes this back yard incinerator heat resistant as well 
as easy on the eye. 




PHOTOGRAPH of completed 



incinerator 



w» arrangement of bricks in alternating layers of five and 



How to Build a Brick Incinerator 



HERBERT SANGER 



many a householder has often felt 
that he needed a good incinerator, 
but because a good one was expen- 
sive, he postponed building it. 
Usually there was doubt as to what 
materials to use, and various bits 
of advice given by friends and neigh- 
bors were even more confusing. 

In the first place, an incinerator 
should be so built that it contains 
its own fire and does not allow pieces 
of flaming paper to soar away and 
set a fire somewhere else. Inciner- 
ators built like tall wire cages are 
definitely dangerous, even though 
they may be low-priced. 

The incinerator should have walls 
high enough to contain several 
bushels of leaves or brush at a time. 
If placed in a lawn, its walls and 
base should not convey excessive heat 
to the surrounding grass, thereby 
killing it. Metal incinerators may do 
this, even though some are mounted 
on legs that hold the barrel or con- 
tainer off the ground. 



After having had several kinds of 
trash burners, I have built one that 
is ornamental as well as practical. 
Provided one can afford the cost of 
the material and take the time to 
build it, an incinerator constructed 
of firebricks makes a solid and rather 
permanent trash burner. 

My incinerator was made out of 
194 cream-colored firebricks held to- 
gether with 300 pounds of Cast-Set, 
which is a special kind of prepared 
mortar used where high tempera- 
tures may be prevailing. Firebricks 
themselves are fireproof also, and 
they will not crumble from even the 
terrific heat of blast furnaces. The 
total cost of all the materials came 
to about $80. 

after selecting a site for the incinera- 
tor which was far enough away from 
trees so that any rising column of 
heat would not burn their foliage, I 
dug out a square area of soil 52" x 
52" and 7" deep. Inside this bed I 



built a square form of boards which 
was 7" high and 50" x 50" on the in- 
side. Into this form I poured the con- 
crete mix composed of four sacks of 
Portland cement, six sacks of coarse 
sand, and sufficient water to make 
a mushy concrete mix. I used a 
straight two-by-four as a leveler for 
the base before it set, and at the 
same time finished the job with a 
trowel and a two-foot level for 
greater accuracy. Then I waited a 
few days for the base to dry and cure 
before I began to lay the firebricks. 
When I removed the board form I 
had a square slab at concrete 50"x50". 

The firebricks were of such size 
as not to require breaking in order 
to make neat joints at the corners 
of the incinerator. Each brick was 
9" x 4Vi" x 2W. My plan called for 
a base consisting of 32 bricks as a 
floor, with the bricks laid broad side 
down. Surrounding these 32 bricks 
were 18 other bricks laid broad side 
down to form the first layer of the 
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wall. (See Figure 1.) 

Because the incinerator's outside 
measurements were to be 47" x 47", 
the total thickness of the mortar used 
on any one side between the ends 
of the bricks had to be 2 inches. (A 
look at the photograph will show how 
the sides of the incinerator were 
formed by alternating layers of five 
and six bricks.) 

In order that I might have the 
bricks evenly spaced from each other 
on any one side, I made two gauges 
out of a piece of pine board. One 
gauge was 14" thick; the other was 
4/10" thick. I labeled them Gauge 
A and Gauge B, respectively. 

After thoroughly soaking the con- 
crete base with water so that the 
Cast-Set mortar would firmly adhere 
to it when dried, I mixed a bucketful 
of the Cast-Set according to the in- 
structions on the bag and set to work 
laying the firebricks. Each brick was 
.soaked in a bucket of water immedi- 
ately prior to placing it on the mortar. 

The shaded bricks (10 of them) in 
Figure 2 were laid first. For spacing 

1 used Gauge A, and since the total 
length of 5 bricks was 45 inches and 
the number of end-seams was only 
4, there was a mortar thickness of 

2 inches between the five bricks, 
thereby making the total of 47" nec- 
essary to form one side of the in- 
cinerator. The concrete base pro- 
truded \\k inches beyond all four 
walls of the incinerator for the sake 
of solidarity. 

Next, I laid the eight shaded bricks 
in Figure 3. using Gauge B because 
there were 5 end-seams to be filled 
for a total of 2 inches of mortar. 

By this time I had used all of the 
first bucketful of mortar. (It must 
be mixed in small batches and ap- 
plied quickly, as per instructions; 
otherwise it will dry out and the 
bricks will not stick to the mortar.) 

For laying the 32 bricks that formed 
the floor of the incinerator. I mixed 
somewhat larger batches of Cast-Set. 
Then, using Gauge B on the ends of 
each brick, I laid the eight horizontal 
rows of the floor. For the distance 
between the sides of each brick, a 



special gauge about 2/10 of an inch 
thick was necessary. 

After the first 50 bricks had been 
laid, I allowed them to dry out two 
days before I began building the 
walls. I found that one bucketful of 
mortar was just about enough to lay 
18 bricks. Since eight more layers 
of eighteen bricks each were required 
to complete the walls of the incin- 
erator (see photograph) I knew that 
I would have to mix eight bucketfuls 
of mortar. Because the bricks of the 
walls were to lap each other by half 
their length, the first five bricks of 
the second layer (Figure 4) were 
laid as shown and the Gauge A was 
used to end-space them. Then the 
next four bricks (moving clockwise) 
were laid, using Gauge B. Still mov- 
ing clockwise, five more bricks were 
laid, using Gauge A, and finally four 
more bricks were laid, using Gauge 
B. Each time I laid a brick, I placed 
a level on it to make sure that the 
wall was rising in a level manner. 
Thorough soaking of each brick was 
strictly observed. A small flat stick 
about the thickness of a yardstick 
was useful in pushing the mortar into 
the crevices at the ends of the bricks. 

because I built my incinerator in the 
month of August, I learned that great 
heat and evaporation dried out the 
mortar too fast and forced me to add 
small quantities of water to the mix 
before it would adhere satisfactorily 
to the bricks. Cast-Set is a coarse 
granular material upon which a 
trowel has little influence. If the 
mixture is too wet. the ugly gray 
cement will dribble down your walls 
and necessitate washing with a wet 
rag and wiping with a dry one as 
you build each layer of the wall. If 
it is too dry, the mortar will not stick 
to the bricks and it will be hard for 
you to force it down compactly be- 
tween the ends of the bricks. 

If you count the layers of bricks 
used in the walls you will find that 
there are nine layers. It took me sev- 
eral days to build this incinerator 
because I allowed every three layers 
about two days to dry before I went 



ahead with the project. I think that 
this probably kept the joints from 
cracking, a thing which might have 
happened if the entire job had been 
done hurriedly. 

There are, of course, some people 
who will wonder why I made the base 
seven inches thick, rather than only 
four or five. The reason is that freez- 
ing and heaving of the soil during 
the Iowa winter might occur, thereby 
cracking the concrete. After that, 
further expansion and contraction 
might also crack the brick walls. 

Other critics may wonder why or- 
dinary bricks and Portland cement 
would not do just as well for the 
walls. My answer to that is that they 
would be satisfactory only if leaves 
and dry papers were burned. In those 
cases where heavy brush, small logs, 
tires and other highly volatile ma- 
terials are consumed, the intense 
heat might crack the mortar between 
the bricks, even though the bricks 
themselves might be unharmed. 

Although I have not yet become a 
charcoal-burning barbecue cook, I 
think it would be fairly easy to use 
this incinerator for roasting wieners 
or frying fish or steaks. In Figure 5 
I have shown a frame made of light 
iron rods welded to an oven tray 
taken from a cookstove. If you 
planned on using charcoal as a source 
of fuel, you should have the oven 
tray about eight inches above the 
charcoal bed. If small logs or corn- 
cobs are to be used as fuel, the tray 
should be about a foot above the 
coals. You can raise the height of the 
grill by placing loose bricks on top 
of the incinerator and hooking the 
frame over them. The hook-over 
shape of the heavier rods permits 
removal of the cooking grate when 
you want to burn rubbish. 

The buff-colored firebricks of this 
incinerator will make a back yard 
piece of architecture that will be ad- 
mired by your neighbors. It is high 
enough to be fairly safe where tiny 
children are concerned, and even 
without an iron grill, wieners or 
marshmaHows may be conveniently 
roasted and toasted for lawn parties. 
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This Desk Suits a Boy's Room 



JACK CORNISH 



STURDY CONSTRUCTION is a feature of this 
desk, but tt alio adds on attractive touch to 
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rugged enough for a workbench, yet 
handsome enough for the finest 
home, this desk for a boy's room 
features strong plywood construction. 

To make the desk, start by cutting 
out the two 20" x 40" end pieces from 
%" fir plywood. Cut the two inside 
pieces 20" x 23". Use a dado cutter 
in your circular saw to rabbet these 
four pieces. They should be rabbeted 
%" deep at locations for the %" x 6" 
shelf near the top, for the drawer 
slides and at the bottom for the bot- 
tom panels. 

Cut the two bottom panels that go 
below the drawers from W plywood 
13V4" x 20". Build up the three drawer 
slides from %" x 2" white pine stock 
with glue and corrugated fasteners. 
Hold the outside dimensions of these 
drawer slides to 13V4" x 20" to match 



the bottom panels. 

You are now ready to begin the 
assembly by building up the two 
sections or piers of the desk. Use a 
quick setting type white glue nnd 
finish nails for assembly. Counter- 
sink all nailheads with a nail set and 
fill the holes with plastic wood. Cut 
out the 21" x 48" desk top from 
plywood and assemble it to the piers 
with glue and finish nails. Cut a piece 
of W hardboard the same size and 
glue it to the desk top for a smooth, 
hard writing surface. The upper shelf 
should be installed now and the 40" 
x 48" pegboard is glued and nailed 
to the back. 

Make the five drawers per the 
sketch and fasten the drawer pulls 
to the center of each with a wood 
screw. These drawer pulls are a 
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stock hardware item but if you prefer 
to do everything yourself you can 
easily turn them out on a lathe by 
mounting them on a faceplate. 

Tip the desk over on its back now 
and install the 2" x 4" bases with 



glue and No. 12 x 2" wood screws 
through the bottom panel. 

Sand all of the wooden parts good 
and smooth now and give them a coat 
of plastic sealer such as Firzite to 
hide the grain pattern of the plywood. 



Follow with two coats of enamel in 
a color of your choice. The hardboard 
top and the pegboard back need 
nothing more than a coat of wax but 
if you prefer a gloss you can give it 
a coat of shellac and finish with clear 
varnish. the end 





VERSATILITY OF THE DESK Is shown in these two photographs. At left, its owner uses it in the 
conventional way. At the right it serves him os a workbench. 
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Aluminum screens have obvious advantages even if they tost 
more. You can cut that cost by making them yourself. 



PHOTOGRAPH 1— Mark the strips W* shorter 
than the height and width of the window. Cut 
lo length. Miter the ends of the four strips 
at a 45-degree angle. A power saw with miter 
gage can be used far accurate cutting of the 
angle ends, or a hand hock sow will do the 
work, In the cose of the latter, mork the angle 
accurately scribing a line on the framing and 
saw carefully to assure a neat, tight joint. 



Make your own 
Aluminum Window Screens 



ELMA WALTNER 



screens need replacing? Why not 
make your own using aluminum 
framing and screen, materials which 
can be quickly assembled into win- 
dows of any size right in your own 
workshop with either hand or power 
tools, the same kind that are used 
for woodworking. 

These aluminum screens are light- 
weight, and easy to handle. They 
will never need repainting nor will 
they rust, two distinct advantages 
over wood screens fitted with com- 
mon screening. About two hours 
are needed to assemble a screen. 
The cost varies with the size of 
the window but generally is under 



$10. The initial cost may be a bit 
higher than for conventional low-cost 
screens but this is offset by the fact 
that there is no upkeep. 

Measure the height and width of 
the window opening. Cut the framing 
material Vfe" shorter than the width 
and height of the opening, cutting 
two strips of each length. Miter the 
ends of the four pieces at a 45-degree 
angle with the point of the miter 
on the edge of the stripping opposite 
the groove. If you have a power saw 
with miter gage, this job is simple. 
Just set the gage at a 45-degree angle 
setting, clamp in the framing and 
cut (Photograph 1). If you use a 



hand hack saw or coping saw, fit 
it with a fine toothed blade. Mark 
the miter on the framing and clamp 
the piece into a vice and saw ac- 
curately. Smooth all the cut edges 
with sandpaper or very fine file. 

Begin the assembly by driving a 
corner clip into one end of one of the 
long strips using a wood mallet, 
rubber faced hammer or just a piece 
of wood (Photograph 2). Fit the free 
leg of the clip into the adjoining 
short frame strip and tap into place. 
Next, add the second long frame 
strip to the other end of the short 
piece, using the same assembly 
method. Tap the two remaining clips 
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into the ends of the second short 
piece. Fit the free legs of the clips 
into the open ends of the two long 
pieces (Photograph 3), and tap into 
place, driving each one just a bit 
at a time, then driving in the other to 
the same depth until both are driven 
all the way in. Working them in 
evenly in this manner will assure 



a tight square fit and prevent 
warping. 

when frames are larger than 6 square 
feet in surface area, a cross brace 
must be applied before fitting the 
screening. Cut the cross brace strip 
shorter than the width of the 
completed frame. Notch the cross 



brace strip by sawing off the portion 
that is bent, to leave a tongue of 
metal at each end. The cross brace 
piece should fit snugly between the 
frame strips with the tongue of metal 
lapping part way across the frame. 
Lay the brace strip into position and 
drill holes through the tongue and 
the back side of the frame strip on 




Materials List (One Screen) 

Channel strip material for frame — 
screen type. 

Cross brace material (if window 
area is over 6 sq. ft.) 

Aluminum sheet metal screws No. 
6 x 

Aluminum screening. 
One set corner clips. 
Spline material. 




PHOTOGRAPH 2— Smooth all cut edges with a fine file or sandpaper. Drive a corner clip into the 
end of one of the long frame strips, using a wood mallet or rubber faced hammer. Fit the other 
leg of the clip into the adjoining short frame strip and drive in place. Next, attach the second 
long strip to the other end of the short piece in the some manner. 



Tools 

Saw— power saw or hand coping 
or hack saw. 

Wood mallet or rubber faced 
hammer. 

Screw driver. 

Hardwood strip (for grooving) or 
forming tool. 




PHOTOGRAPH 3— Drive the two remaining corner clips into the two 
corners of the other short frame strip. Fit the free legs of the clips into 
the open ends of the long framing strips and drive into place, tapping 
first one corner, then the other to drive them down evenly and ovoid 
warping. On frames that are smaller than 6 square feet, screening may 
be applied after assembling the four strips. Larger screens, however, 
should have a crass brace applied midway to make for more rigidity. 




PHOTOGRAPH 4— Cut a cross brace strip V4" shorter than the width 
of the screen. Notch the ends of the cross brace strip so it will fit 
between the frame with a tongue of metal lopping part way across 
the frame. Place the brace in position across the inside of the frame and 
jnork hole positions. Drill holes through the cross brace tongue and 
through the framing strip against which the tongue rests. Snip %" off 
the ends of No. 6 x W aluminum sheet metal screws and screw cross 
brace to frame. 
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PHOTOGRAPH 5— Cut aluminum screening as large as the outside 
dimensions of the frame. Lay the screening on the frame and weight 
it to no Id it squarely in position an the frame. Cut off the corners 
diagonally, to the corner of the groove in the frome. Use o strip of 
hardwood just a bit thinner than the width of the groove to drive 
the screening down into the frame groove. Begin at one corner end 
proceed down the length of the frame, topping the hardwood strip 
fitted over the screening, into the groove. Be careful not to knock 
down the vertical edge of screening that will rise up as the screen 
is farmed into the groove. 



PHOTOGRAPH 6— After forming the screen into the groove the entire 
length of the first long side, begin at the tap corner and fit the spline 
material into the groove to hold the screen in place. Lay the spline 
against the groove and use the forming tool to drive it into place 
into the groove, wedging the screening securely in place. Form groove 
in the adjoining side of the frame and work in the spline, then along 
the third side. On the fourth side, farm the screen into the groove 
for about 6", then tap in the spline, groove another length, then fit 
in the spline. Working in the spline as you form the groove will assure 
a good tout fit of the screening to the frome. 



which it rests (the side that does 
not have a groove). Snip Vfc" off 
the ends of No. 6 x %" aluminum 
sheet metal screws and screw the 
cross brace to the frame (Photo- 
graph 4). 

Turn the frame over, groove side 
up, and lay on a flat surface. Cut 
the aluminum screening the same 
size as the outside dimensions of the 
frame, using household shears and 
cutting between two of the wires to 
keep the cuts straight and square. 

Lay the screen on the frame and 
weight it to keep it in position. Cut 
off the corners of the screen so the 
edge comes just to the corners of 
the groove on the frame. Use a strip 
of hardwood just a bit thinner than 
the groove in the frame, to drive 
the screening in place (or a forming 
tool is available for this purpose 
from the dealer who sells the 
aluminum). Begin at one corner and 
proceed down the length of the frame, 
tapping the wood strip (or forming 
tool) fitted over the wire, into the 
groove (Photograph 5). Be careful 
not to knock down the vertical edge 
of screening that will rise up as the 
screen is worked into the groove. 

Alter forming the screen into the 
groove all the way, drive the spline 
material into the groove with the 
forming tool (Photograph 6), Form 
groove in the adjoining short side 
and work in spline, then do the same 
in the other long side. When working 
on the fourth side, form the groove 



for only about 6", then work in 
spline, groove another 6" and work 
in the spline and so on until the end. 
Working the spline in this way will 
assure a taut fit of screening to 



frame. 

Trim off the excess screening with 
a knife or old razor blade (Photo- 
graph 7) and your screen is ready for 
installation. the end 




PHOTOGRAPH 7— Trim off the excess screening around the edges with a razor blade, household 
shears or knife. These screens are lightweight ond ertsy to handle and have the advantage of never 
rusting or requiring a repaint job. 
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C. L. Emm. Pris. of Nnr England Art Publlihers, Siya: 



Lazy Man's Fruit Picker 



VICTOR SMITH 



for the man with two or three fruit 
trees in his back yard, this fruit 
picker-catcher is a handy gadget to 
have during the harvest season. Be- 
sides cutting down on tree-climbing, 
ii has the added advantage of help- 
ing you to select the ripe fruit from 
the fruit not quite ripe enough for 
picking. If the fruit is ripe, it will 
jail into the can with the first little 
nudge of the picker-catcher. If you 
have to "worry" the fruit off— forget 
it, that fruit is not quite ripe. 

It's easy to make. Anyone can do 
it. The following is all you need in 
the way of material: 

One pole, 1" in diameter and be- 
tween 7' and 9' long (depending on 
how long a picker-catcher you want). 

One can (mine was a large tomato 
juice can). The can should have ap- 
proximately these measurements: 
4Vi" diameter and 7" deep. Other 
size cans might work, but I found 
this the ideal size— large enough for 
the fruit to go in, and small enough 
to get into the "hard to get into" 
peaces. 

Two round headed Vt" bolts (like 
rivets), 1" long, and two nuts to fit 
the two bolts. 



'4 



Draw a straight line on the out- 
side of the can from the top to the 
bottom (any place but on the seam). 
Then mark off W from the top of 
the line and IV2" from the bottom 
of the line. On these two points 
punch two holes large enough for the 
two V4" round headed bolts to go 
through. 

Next, take your pole (or handle) 
and mark off 7" from the end. (If 
you're using a can 7" deep.) At that 
point saw the pole W in, then on the 
end of the pole (same end) mark W 
in and carve out that Vi" as far as 
the Vn" cut you made with the saw. 
When you're finished, it should look 
like Figure A. 

The next step is to bore two Va" 
holes. Hi" from the top of the pole 
and Vh" up from your l k" cut in 
the center of your flat surface. The 
holes in your pole should coincide 
with the holes in your can. 

The last step is to put the bolts 
from the inside of the can through 
the pole, screw the nuts on the out- 
side and you've got a fruit picker- 
catcher (Figure B). 

Happy Harvesting! 
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Let Me Show You 
How To Make 
*50-*200- $ 300| 

EXTRA MONEY 

Show Friends New 

Christmas ana 
AH Occasion 

[Greeting Card Assortm^J 





New 1958 
CANDLE GLOW 
[Christmas. AstGrtmenl 
of 2\ Slim Cards 
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New 135fl 
F DELUXE FAMOUS! 
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fr Guaranteed by^A 
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Take Fast, Easy Orders 



It's pleasant to increase your income this tested way. 
Folks co wild about the beautiful greeting cards you 
show tnem — order from you on-the-spot. 



Big Values— Low Prices 



You make profits to 100%, Bonus plan too, selling 
these quality assortments tn your community. These 
appealing cards feature expensive decorations and 
exquisite design* that are in demand. New Fund 
Raising and Party Plans add quick dollars too. 

[ Just Make Friendiy Social Calls T 

Have cash for new clothes, home furnishings, vaca- 
tions, club or church treasury. Relatives, neighbors, 
co-workers buy on sight. Everyone wants these new 
ideas in Christmas and All Occasion cards, gift wrap- 
pings, gift ribbons, stationery, home and gift items, 
new salt and pepper sets, toys and novelties. Exclusive 
30 for il.50 up Imprinted Christmas Cards. 



Read What One 
Friend Wrote Us: 



"I Mid (33.00 worth of your uciullfiil 
cards, notes, stationery in Just five and one half hours the 
lint il.y I want out." E1 , lno AlcMcy 0[ Iet „ 

| You, Too, Will find It Profitable! 

This is just a sample of what you can do. It's really 
delightful making Extra Money this popular way — as 
many thousands of folks have for more than 30 years. 
You owe it to yourself to try it — right now! 



Write Today 



Rush name and address for 
everything you need to start. 
You get Feature boxes on 
approval, Free Album of 
Personal ( Christmas Cards 
and Stationery. Free Cata- 
log, Selling Guide and com- 
plete money-making details. 

NEW ENGLAND ART PUBLISHERS 
North Abl tipton ?S, Mate. 



I— ^Mail Coup 



on Now 




NEW ENGLAND ART PUBLISHERS 
North Abington 7 9, Mass. 

Pl*u* Hnd ma Jtl one* FREE TRIAL Outfit; 



In ralfliiur rum]*. 
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■No Risk On Your Part" 
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Why lug them laboriously all 





put your 



garden tools 



on wheels 



Tool-toting troubles are a thing of 
the past with this easily built garden 
tool caddie. Designed of nonrusting 
Do-It-Yourself aluminum and fittings, 
it is ideal for your outdoor needs. 
Follow these simple step-by-step in- 
structions to build your own garden 
caddie. These plans were originated 
by the Reynolds Metals Company, 



Aluminum Frame 



1. Start with the frame of the 
garden caddie. First, cut the I" 
aluminum tubing into various lengths 
for the side and cross members. Then 
cut 30-inch length of V*" x 1" alumi- 
num bar for the top brace (Figure B). 

2. Fit and tighten the elbows in the 
1" tubing that forms the handle. Then 
slide the side pieces onto the elbows 
and twist clockwise until the serrated 
washers securely grip the side pieces 
(Figure C). 

3. Drill all of the holes in the tub- 
ing for Vi" holts using a T-butt con- 
nector as a guide. Fit T-butt con- 
nectors to sides and into cross brace. 
You will have to spring sides apart 
slightly to fit connectors into brace 
(Figure F), 

4. Bend the l A" x 1" bar as shown 
for the top brace. Drill holes for 
Vt" bolts in cross brace and bolt brace 
in place (Figure D). 
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Peg Board Body and Tool Basket 

5. Cut a 30" x 57" panel from the 
perforated hardboard, plus three 
smaller panels (Figure G). 

6. The 1x8 board is cut 30 inches 
long and beveled along the front edge 
as shown. 

7. Use 3 .i aluminum wood screws to 
attach the three smaller panels to 
the 1x8 wood base. Fasten the 1" 
corner angles to the front corners 
with 10-24 x \'->" bolts and nuts. 

8. Drill two •£" holes in the top of 
the large perforated hardboard to 
clear the heads of bolts holding the 
top brace to side tubes. 



9. Clamp large panel and long 
corner angles in position on the 
aluminum frame. Drill %" holes 
through the hardboard and long 1" 
corner angles from the back of the 
unit, using the ViT holes in the tubing 
for guides. Then secure the angles, 
hardboard and tubing with V\" bolts 

long. 

10. The bolts that hold the wheel 
brackets also hold the side perforated 
hardboard panels of the basket unit, 
so temporarily clamp the basket unit 
in place against the long corner 
angles and screw the bottom of the 
large panel to the 1 x 8 board with 
%" aluminum wood screws (Figure 
A). 



Wheel Brackets 

11. Make up the wheel brackets to 
suit your set of wheels and axle from 
the Va" x 1" aluminum bar (Figure 



12. Fit each set of wheel brackets 
to the frame by drilling a hole for 
each lower bracket in the 1" angle 
and bolting it in place. Clamp the 
upper brackets in place, including 
wheels and axle, and test out the unit. 

13. Adjust the top bracket up or 
down until the wheels are about Vfe" 
above ground when the unit is up- 
right. Then drill and bolt it in place 
to both the side tube and side angle. 



Materials List 

1" O.D. aluminum tubing, 
8 feet long or 3 pes., 6 feet 
long. 

1/16" x 1" x 1" aluminum 
angle, 6 feet long. 
y*" x 1" aluminum bar, 6 
feet long. 

1" 90-degree elbows. 
1" T-butt connectors. 
1 /a" perforated tempered 
hardboard panel, 48" x 60". 
stock lumber, 1 x 8 x 30". 
wheels, 8M>" dia. 
axle to fit wheels, 34" to 
36" long. 

washers to fit axle. 
y«"-20 x IV aluminum 
bolts. 

2 pkgs. No. 8 x aluminum wood 
screws. 

2 pkgs. 10-24 x M> aluminum bolts. 
2 pes. 1" aluminum end plugs. 

THl i mi 




j PERFORATED HARDBOARD LAYOUT 



COTTER PIN 



WASHEftS 
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Double-Duty Lamp 

R. J. DE CRISTOFORO 

Photographs by Gene's Studio and William Eymann 

The addition of a planter and an interesting two-tone finish makes 
this more than just another lamp. 



MATERIALS NEEDED 

Part No. Pes. Req. Size Material 



1 2 %" x 6" x 14V*" Redwood* 

2 2 %" x 4" x 14V 4 " 

3 1 %" x 1W x 12%" 

4 2 %" x 4V4" x 9" 

5 2 %" x 4V 4 " x 14" 

6 1 1" x 4" x 6" 

7 1 14" x 28" Copper or galvanized 

sheet metal 



Miscellaneous — Lamp wiring, \W length of externally threaded tube 
(%") and thin nut to fit, bulb socket, harp, finial, and 
THE BEAUTY OF THIS lamp is enhanced by aT3 shade of approximate dimensions shown in drawing 

soft light falling on plantings. Wire-brushed 'Redwood js good since it works easily and wire brushes readily, but 

wood gives dfomatic 3D effect and is ideal lacking this, work with fir plywood which has grain characteristics 

for (wo-ioning. Lomp shade is plastic. that will give similar results. 
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hey fellas! Here's a way to let your 
wife or girl friend join in the work- 
shop fun. You do the woodwork on 
this planter-lamp; ask her to provide 
the shade and the plantings. This 
will do much to erase the feeling she 
may have of being a workshop 
"widow." 

The project is an easy one and the 
results are most gratifying. The 3-D 
effect created by wire-brushing the 
wood is interesting and provides an 
ideal base for a different two-tone 
finish. Redwood or fir plywood will 
take this treatment which is just a 
matter of holding the wood against 
a turning wire brush. The brush re- 
moves soft grain from between hard 
grain areas. This leaves the hard 
grain "raised" so that the wood looks 
sculptured. This is most easily done 
with a brush on a power shaft or on 
a portable drill, but a little elbow 
grease and a wire file-cleaning brush 
will accomplish the same thing. 

Start the project by cutting all 
parts to the size called for in the 
drawing and bill-of-materials. Put 
the base and the pedestal together as 
separate assemblies. Drill the holes 
for the lamp cord as shown in the 
drawing detail. Drill the V hole 
through the base first: then drill the 
V4" hole so it meets the first one. If 
you wish, you can avoid the V4" hole 
by forming a channel in the bottom 
of the lamp to take the lamp cord. 
In either case, the cord emerges from 
the back. After this is accomplished 
you can do the wire brushing. 

The pedestal is attached by nail- 
ing up through the base. It might be 
wise to thread some string through 
the holes before you assemble so you 
can use it later to pull the wire 
through. 

Forming the metal liner is just a 
matter of making the flat layout on 
a piece of sheet metal, then bending 
it up as shown. It's a good idea to 




FOUR PARTS FOR PEDESTAL ore cut to exact size, then miter-cut os shown (45 degrees). A hollo 
ground blade will give a smooth cut and a perfect joint. 




PUT PLENTY OF GLUE on moling edges, then hold firmly together and secure with corrugated 
fasteners. After the pedestol is assembled, set i! aside la dry while you moke the other ports. 




THE SKYLIGHT-SHAPED TOP for the pedestal is beveUut an four edges. Degree ol bevel is not too 
important; just be sure to leave a slight shoulder at top. Hold work firmly on this operation; keep 
bands well away from blode. 




JULY-AUGUST j, 33 



check the actual size of your own 
project before cutting the metal. 
Then you can change the dimensions 
slightly to take care of any discrep- 
ancies, if they exist. 

The hole in the skylight lop should 
be a tight fit for the %" threaded 
sleeve (this is a standard part you 
can buy in any store selling lamps 
or lamp parts). This can be forced 
in place and a nut placed on the un- 
derside before the part is nailed in 
place. The bulb socket threads on 
to the end of the sleeve which pro- 
trudes through the top. 

To finish, decide first on what 
colors you want (we used black and 
green). Then apply a full coat of 
the base color over the wood. Let 
this dry. Then dip a cloth in the con- 
trasting color and stroke it lightly 
over the base color so that only the 
raised areas pick up the paint. Let 
this dry thoroughly, then put on one 
or two coats of a satin-finish varnish. 
When this is dry, thread through the 
wiring and attach the socket and 
lamp shade harp. 

Now you can carry the project into 
the house and add the shade and 




planlings — which your gal should JOINTS IN LINER are firmly sealed with solder. Till liner as shown, then heal joint and flow in 

have ready by nOW. THE END solder freely. Scrub with soap and waler before planting. 
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Attention, Painters 



KEN MURRAY 



Use Plastic Bag When Cleaning Brushes 




Professional painters clean their brushes well, sepa- 
rating the bristles so the solvent can be worked well 
up into the heel. This can be done without wetting the 
hands with solvent if the cleaning is done inside a 
plastic bag. Less solvent is required and the bristles 
can be worked thoroughly through the bag. 



Paper Rim Catches Paint Drips 







pi 





If the outside of a paper plate is used to extend the 
rim of a paint can. it will prevent dripping down the 
side and also provide a rest for the brush. Center the 
paint can on a paper plate, draw around it with a pencil 
and cut with scissors well inside the line. Force the 
plate over the can rim to assure a tight fit. 
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if you cant lick them 
let them join you 

RALPH SMITH 

A father describes the happy results of giving his 4-year-old son 
tools of his own. 



AS any parent of a lively lad of three 
years or up knows, it is difficult to 
be a home craftsman or even a plain 
part-time do-it-yourself man and a 
good father at the same time. 

The child psychologists all tell us 
we must be "pals" to our sons, but 
sometimes the lesson is forgotten 
when Daddy's all-too-willing helper 
gets busy with the saw on the leg 
of the table that is almost ready for 
the last coat of varnish, or when 
Junior decides that a coat of green 
paint would look good on the cabinet 
we had intended to do in mahogany 
stain. 

Eventually there comes a time 



A PRESENT, Of it it a bribe? 




AT THIS POINT i) is important lo head him off 
gently before fie goes looking for the nearest 
choir leg that needs shortening. 



when father must either put double 
locks on his workshop and bar the 
windows, or else try to direct his 
offspring's energy and creativeness 
into harmless, yet interesting, chan- 
nels. I chose the second approach 
because good padlocks are too ex- 
pensive, and Junior could probably 
pick them anyway. The results were 
so good that I pass them on to the 
readers of workbench with a few 
suggestions: 

I bought my 4-year-old an inex- 
pensive kit of small tools ready boxed 
for children in a metal tool box. You 
can, of course, make up your own 
set, but you should be careful to 
select tools that are authentic enough 
actually to work, but not dangerous. 
Avoid sharp-edged instruments such 
as chisels, knives, etc. The main 
items should be the handsaw, small 
enough for little hands, and the 
junior-size hammer. The metal box 
is a good idea, because it is relatively 
indestructible, and because it en- 
courages the "everything in its place" 
habit which our sons should learn 
even if we (our wives say) did not. 

Once the junior carpenter has his 
tools, you have only to give him a 
place to work where a bit of sawdust 
won't be too difficult to clean up, 
and supply him with some scrap 
lumber and a few large size nails 
and screws. As shown in the illustra- 




SAWING takes a bit af instruction and a lot of 
concentration. 



tions, a bit of basic instruction does 
no harm, and a few holes drilled in 
the wood blocks assure success in 
driving the first few nails and screws. 
After that he is on his own, and he'll 
love it. 

My experience has been that the 
boy with his own tools will leave 
Daddy's tools alone, and he learns 
the basic carpentry skills surprisingly 
fast. 

And who knows? Maybe he will get 
good enough in a few years that Dad 
can boss the job while Junior crawls 
up on the roof to put a new guy wire 
on the TV antenna or fix that leaky 
shingle. 



A FEW predritled holes for nail starters save 
thumbs while he's learning. Be sure lo supply 
large silo nails. 




EVEN MOTHER agrees that this look of satisfied 
accomplishment is worth the bother of cleaning 
up a bit of sawdust. 
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PHOTOGRAPH 1 Fasten the cross strips to the mirror with glue and 
screws. Be sure fhe screws do not penetrate the mirror backing and mar 
the mirror surface. 



PHOTOGRAPH 2— Fasten the figure mounling strips 1o the cross strips. 
Screws should be short enough so the points do not penetrate the fin- 
ished side of the fixture mounting strips. 



Build Light into your Mirror 



ELMA WALTNER 



This illuminated mirror will make shaving easier 
—if you can get the feminine members of the 
family away from it. 




PHOTOGRAPH 3— Pens the wires of the fixtures through the holes drilled 
to accommodate them in the fixture mounting strips. 



if you are tired of not having your shaving mirror 
properly lighted to enable you to do a good job, this 
quickly assembled illuminated mirror will help you im- 
prove the quality and ease of your shaves. 

An 18" x 18" mirror was used for the project illus- 
trated. This is a good size but a different size could be 
substituted and the length of the back cross strips ad- 
justed accordingly. An unmounted mirror cannot be 
used so check to be sure the one you are buying has a 
backing (usually W Presdwood). 

Cut the two cross strips (A on the diagram) of hard- 
wood to the size specified on the diagram. Fasten the 
strips across the back of the mirror using glue and 
screws (Photograph 1). Be sure to nip the points off the 
screws so they do not penetrate through the Presdwood 
backing and mar the mirror. With the glue to help hold 
the pieces which take very little strain, even the short- 
ened screw will have sufficient holding strength. 

Cut the fixture mounting strips (B on the diagram) of 
%" thick hardwood. Walnut was used but birch or other 
preferred wood would do equally well. Drill a hole, cen- 
trally located, V4" in diameter, to accommodate the fix- 
ture mounting bolt, through each fixture mounting strip. 
Sand the two fixture mounting strips thoroughly and 
apply three coats of shellac, allowing each coat to dry 
before applying the next. After the third coat has dried, 
rub lightly with fine steel wool and apply a coat of wax. 

Fasten the fixture mounting strip to the cross strips 
with flathead screws passed through countersunk holes 
in the cross strips and driven into the fixture mounting 
strips from the back (Photograph 2). Screw points 
should not penetrate the finished side of the fixture 
mounting strips. 
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PHOTOGRAPH 4— Fallen the fixture in place by passing the chrome PHOTOGRAPH 5— Moke the wire connections as explained in the text, 

plated, Hothead stove bolt through the mounting hole at the center of tte sure that the white wires of one fixture are connected lo the white 

the fixture ond the corresponding hole in the fixture mounting board. wire of the other by the strond of lamp cord, and the block wires of 

Screw on the nut to hold the fixture firmly in place. one fixture to the block wire of the other. 



the nxTi'iiES used are 40-watt Lumiline brackets with 
adjustable shades. One has a plug-in outlet to accom- 
modate the electric shaver or other appliances. The 
other fixture has no plug-in. The fixture that has the 
plug-in will require four holes to be drilled through the 
fixture mounting strip, located below the hole for the 
mounting bolt. Refer to the diagram and lo Photograph 
3. which shows the wires being passed through the holes. 
Note that two of the wires are white and two are black. 
Pass the wires through the holes and fit the fixture in 
place against the fixture mounting strip. Fasten the 
fixture to the fixture mounting strip by passing the 
chrome plated, flathead stove bolt through the hole in 
the fixture and the hole in the fixture mounting strip 
(Photograph 4). Attach nut on the under side and draw 
tight to hold the fixture in place against the mounting 
strip. 

Attach the second fixture in the same way. Note that 



this one, without the plug-in, has only two wires, one 
white and one black, so only two holes will need to be 
drilled through the fixture mounting strip to accommo- 
date them. Strip the insulation from about 1" of the 
end of each of the four wires of the first fixture, and 
the two wires of the second fixture. Cut two pieces of 
single strand lamp cord wire long enough to connect 
the wires of the two fixtures. Strip the insulation off 
1" of each end. Now, on the fixture that has the four 
wires, twist the ends of the two white wires together 
then twist the connected strands to the end of one of the 
lamp cord wires. Solder the connection. Twist the two 
black wires together and twist to the other length of 
lamp cord wire. Solder. Bring the lamp cord that is fas- 
tened to the two white wires across the back of the mir- 
ror and twist the free end to the single white wire of the 
second fixture. Similarly, fasten the other length of 
lamp cord to the single black wire. At this end, attach 
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an 



PHOTOGRAPH 6-Bring ihe lamp cord to the center, then drop it down, 
fining it olong o groove cot in the lower cross strip. Cover with o metal 
plate screwed to the cross strip. 

a length of double strand lamp cord to lead to the out- 
let. Split the cord for several inches and strip the in- 
sulation from about 1" of the end of each wire. Twist 
the end of one wire around the connection of the cross 
lamp cord and white wire. Twist the end of the other 
wire around the cross lamp cord and black wire con- 
nection. Solder both connections (Photograph 5). Attach 
a plug to the free end of the double strand lamp cord. 
Wrap all soldered connections with electrician's tape. 

Carry the double strand lamp cord along the single 
strand lamp cord to the center of the mirror, wrapping 
the three with tape at several points to hold them to- 
gether. Cut a groove in the lower wood cross strip (A) 
at about the center, deep enough to allow the cord to 
fit into it. Lay the cord in place and cover with a small 
metal shield (Photograph 6). Screw the shield to the 
wood strip to hold the cord in place. This will prevent 
the cord from becoming worn by being chafed between 
the mirror and the wall on which it hangs. 

Hang the mirror in the desired location — and stand 
aside for the stampede, for all the members of the 
family, feminine (Photograph 7) as well as masculine, 
will just naturally gravitate to the well-lighted mirror 
for all "mirror jobs." 



PHOTOGRAPH 7— If you hod any illusions that this illuminated mirror 
would be your property exclusively for shaving, you had best put them 
aside peacefully. The female members of the family will quickly discover 
how handy it is for all mirror jobs. 

MATERIALS LIST 

Mirror with Presdwood backing — 18" x 18". 

Two hardwood cross strips. 

Two hardwood fixture mounting strips. 

One 40-watt Lumiline fixture with adjustable shade, 

with plug-in outlet. 
One 40-watt Lumiline fixture with adjustable shade, 

without plug-in outlet. 
3 ft. single wire lamp cord. 

6 ft. (or desired length to reach outlet) double wire 

lamp cord and plug. 
Two chrome finish flathead stove bolts, V4" x \ W. 
Metal plate, x 1%" (may be aluminum or tin can 

stock). 
Screws. 

Glue, shellac, wax. 



TOOLS LIST 



Saw — hand or power. 
Screwdriver. 
Soldering iron. 
Cutting pliers. 
Solder. 

Electrician's tape. 



PUBLICATIONS YOU CAN GET FROM UNCLE SAM 



Wood . . . Colors and Kinds — Correct identification 
of species is essential to make sure of selecting the 
right wood for a specified job. This publication has 
been prepared by the Forest Products Laboratory to 
serve the needs of commerce, industry and technology 
in the identification of wood. Descriptions, including 
range, properties and principal uses, are provided for 
18 hardwoods and 14 softwoods — the species most 
commonly found in retail lumber markets. Accom- 
panying each description is a full color illustration 
showing grain pattern and other characteristics. End- 
grained, edge-grained (quarter-sawed), and flat- 
grained (plain-sawed) surfaces are all displayed in 
each illustration. A glossary defines the terms used 
in the description. 36 pages; 50 cents. Catalogue No. 
A 1.76:101. 



Electric Shock — Its Causes and Its Prevention — 
This publication describes the fundamentals and basic 
causes of electric shock, the conditions resulting in 
shock, and precautions that can be taken to prevent 
electric shocks. Although it was written for the in- 
struction of naval personnel, it should be helpful to 
all persons who use electrical appliances or who work 
around electrical equipment. 37 pages; 20 cents. Cata- 
logue No. D211.2:E1 2. 

Keep Your Tile Drains Working— If properly in- 
stalled, tile drains need only slight care to keep them 
working. This pamphlet describes several methods 
for cleaning or making minor repairs on tile lines, 
and presents some hints on avoiding trouble in the 
lines. 8 pages; 5 cents. Catalogue No. A 1.35:347. 



Unlena otherwise indicated, nil puhllrationH linted above may be 
ordered from the Superintendent of Document*. Government Printing 
Office, Wa.shinirton 25. D.C. Re sure to include the catalogue number 
mm well am the title of each publication ordered. Payment should be 
made by cheek or money order payable to the Superintendent of 
Dncumentii or by document coupons which are sold in seta of twenty 
for $1. Pottlaire HtampK will not be accepted. 
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Photographs show the door as it appears from the outside and the inside of the 
house. 



A New Use for an Old French Door 

GROVER BRINKMAN 



what TO do with an unsightly French door that is no 
longer needed is a problem faced by many household- 
ers. Many of the older houses have them, and some- 
times they are an eyesore. You can wall them up — 
or you might try turning the door into an attractive 
"showcase," for small bric-a-brac, novelties, plants, as 
Mrs. Leila Cox of Lebanon, Illinois, did with a door of 
this type. 

To transform the door into the showcase you need 
but three things: plywood, double-strength glass, and 
some quarter-round. 

The plywood is used to "box" the door, its entire 
height and width, to the floor level. On this door, ply- 
wood was cut into 12-inch-wide strips, and scalloped 
plywood border was added to give it a shadow box ef- 
fect. When the box was assembled it was tacked to the 
door facing, and protrudes out into the room. In other 
words, you simply make a hollow box-like frame of 
plywood and attach it to the door facing. To mount the 
glass shelving, simply nail quarter-round stripping to 
the door facing, and slide the glass on toe This makes 
the glass shelving easily removable for cleaning. Width 
of the shelves, and number used, is up to the individual. 
This door contains five shelves, eight inches in width. 
You can buy new glass for this, or if you want to scout 
around an auto junkyard, the old-style flat windshield 
glass is admirable. Or broken plate glass windows can 



also be cut down into stripping of this nature. 

If you have a band saw, scalloping the bordering ply- 
wood paneling is easy; if not, let a local carpenter cut 
it out for you — the work of a few moments. 

You can substitute wooden shelving for the glass, if 
you so desire. But glass has several advantages — it is 
more attractive, easier to keep clean, and can be re- 
moved at will. 

Before turning the door into a showcase, it is always 
a good idea to either putty the cracks, or make it 
weatherproof in any conventional way. 

This door has a two-way attractiveness — both from 
the outside, as you come up to the house — and from 
the inside as well. Light, diffusing through the door, 
adds a sparkle to its bric-a-brac and potted plants, and 
it is an ideal spot to grow and exhibit violets and other 
small plants. Mrs. Cox uses the bottom shelf for a 
heavier planter, and the other shelves for potted plants 
and novelties. 

Paint the "box" of the door in some light, pastel shade 
to m?ke it more eye-compelling. A two-tone paint job, 
with the box in one color, and the scalloping border in 
another, adds to its attractiveness. 

Using plywood and small brads for the box. this type 
of showcase can be dismounted easily, if the door is 
ever put back into service. 

THK KNI) 
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This Back Yard Table folds up 



HAROLD JACKSON 



When it gets too nippy for outdoor living, it's no trick at all to 
move this table inside along with its benches. 



THE folding legs on this outdoor table 
(Photograph 1) make it easy to store 
or move into the basement for winter 
use as a play table for the young- 
sters, for rough kitchen use, etc. 
Material for this table can be ob- 
tained at any lumberyard. White 
pine or fir are good woods to use for 
this project. The table described here 
is 5 feet long. 3 feet wide and stands 
30 inches high. The benches are the 



same length. The seat board is 12 
inches wide. The benches stand 19 
inches high. The legs and crosspieces 
are made of 2 by 4 material. 

The table top boards are 1" x 12" 
and are spaced Va" apart. This table 
is 60" long but it could be made 
longer if desired. The top boards are 
nailed directly onto the crosspieces 
leaving 2" projection at each end. 
The center block is nailed in place 



at the center of the top boards. The 
legs are the "X" type. They are half- 
notched where they cross at the 
center. A Vt" hole is bored at the 
center of the notch for the brace 
boll. The legs are hinged to the 
inner edge of the crosspieces as 
shown using 3" x 3" hinges (Photo- 
graph 2). 

The braces are made of '£" thin 
wall conduit. The ends are flattened 
and drilled for the attaching bolts. 
The ends of the braces are bent to 
fit properly in place. The table 
braces are 28" long. The holes must 
be marked for each individual table 
because some variation can occur at 
this point. Make sure the legs are at 
right angles to the table top when 
marking the brace holes. One-fourth 
inch bolts with winged nuts are used 
to attach the braces to make them 
easily removed when folding the 
legs. The upper ends of the braces 
reach to the center of the table (Pho- 
tograph 2) and are attached by the 
same "4" bolt through the table top 
and center block. 

the benches (Photograph 3) are 
made in much the same manner as 
the table except that the legs do not 
fold. The legs are crossed and 
notched and are nailed to the inside 
of the crosspiece. The legs must be 
drilled before nailing to prevent 
splitting. The benches have a 2" x 2" 
support rail running down the center 
of the seat board to add strength. 
Braces for the benches are 16" long. 
The lower ends are bolted at the 
cross in the legs and the upper en''=; 
are attached by a W bolt through 
the seat board and support rail. A 
separate bolt is used for each brace. 
The table and benches are painted 
with outside paint. 





BOTTOM VIEW of labte showing arrangement 
of legs and braces. 




BOTTOM VIEW of bench showing orrongemenl of legs and center support rail. 

MATERIALS NEEDED 

(All measurements in inches) 



Table 

3 — 1 x 12 x 60 Top boards 
2 — 2 x 4 x 30 Crosspieces 

1— 2 x 4 x 19 Center block 

4 — 2 x 4 x 40 Legs 

2 — ] £ x 28 Thin wall conduit 

2 — Vt x 2 Carriage head bolts 
1 — Vt x 3 Carriage head bolts 



Benches (Two) 

2— 1 x 12 x 60 Seat board 

4 — 2 x 4x11 Crosspieces 
8— 2 x 4 x 22 Legs 
2— 2 x 2 x 47 Support 
4—% x ie Thin wall conduit 
4 — Va x 2 Carriage head bolts 
4 — Vi x 3 Carriage head bolts 



TABLE TOP BOARDS 
l"X i2"X6Cr 



1/4' SPACE 




THE END 
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Built-in 

Vanity 
Corner 

PAUL COREY 




PHOTOGRAPH 1— A router mode it easy to cut this free-form vanity (able top out of %" plywood. 
The 'A" bit mode on excessive kerf but left the edge oF the plywood smooth and solid. 



This dressing table and winged 
mirror are sure to be used daily 
by the feminine members of the 
household. 



this built-in corner dressing table 
(Photograph 11) makes a welcome 
and out of the ordinary birthday 
present for your teenage daughter 
or for the daughter of friends. Of 
course your wife might like some- 
thing like this too, you never know. 

The shape of the table depends 
upon the space you have to put it in 
and the tools you have to work with. 
You need from 36" to 48" in length 
and from 16" to 20" in depth. You 
can make it semi-free-form if you 
have a router, band saw, jig saw, 
saber saw or just a standard com- 
pass saw. An irregular shape will 
give the table variety, but it'll make 
just as big a hit if you have to leave 
it a rectangle. 

Hang an ample drawer beneath it 
and make a winged mirror for the 
top and just see what an appreciated 
guy you become. 

The accompanying drawings and 
photographs show you how a vanity 
corner table was made for a 20" x 
48" space. 




PHOTOGRAPH 2-To moke the drawer frame, cut a 24" length of 1 x 4 for the front. Cut two 
12" lengths and rip off Fasten each of these V strips to one side of each 12" board to 

make on "t". Cut a 22Mi" length of 1 x 4 and rip off strip. In the center of one edge notch 
out 3 i" x W. Keep the 22W W x 34" strip far later use and assemble the other ports as 
shown here with glue and nails. 
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Materials Needed: 
Table 

fir plywood 20" x 48" 
Linoleum 20" x 48" (Or a plastic 

laminate) 
6' of W alluminum counter edging 
7' of 2 x 4 to support table on wall 



Drawer 

8' of 1 x 4 redwood 

W Masoniie 12='4" x 22% " 

Wing Mirror 

■V redwood plywood 18" x 30" 
16" of 1 x 4 redwood 
Two W' dowels 36" long 



Two pair of 1" surface mounted 

hinges 
Two mirrors 6" x \5 3 A" 
One mirror 12" x 15%" 
(Scraps of wood to make Ifc" x l £" 
"L" shaped stop for center 
mirror and V\" x 'V pieces to 
hold in wing mirrors.) 





FIGURE A— Shows dimensions and shaping of vanity table top ond the ports and ossembly of the drawer frame, 
stop given. 



Detail of drawer glide and drawer 
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PHOTOGRAPH 3— Channels for the drawer glides to slid* In ore made 
by cutting the 22V V x 3 j" strip you saved into two equal parts 
and gluing and nailing these to lengths of 1 x 4 that have been ripped 
down the middle. Turn the lable top over and glue and naif one of 
these 121V from the center as shown. Then slide the glide of the 
drawer frame into this channel and add the second channel. 




PHOTOGRAPH 5— After gluing and nailing the 12^" x 22 T £" panel of 
W Masonite lo the bottom of the drawer, Ihe whole assembly was let 
down on to a 2 x 4 supporting frame. This frame consisted of o 2 x 4 
fastened flat against ihe wall at the back and acrors one end with 3" 
Hothead No. 12 screws driven into the studding. Screw heads were 
countersunk and filled. A tapered 2x4 brace was placed 10" in from 
the unsupported end to strengthen it. 



PHOTOGRAPH 4— To make a drawer stop and guide use the %'* x 
scraps to make a "T". Fasten the bar of the "1" to the stem with a 
screw so that it can be removed and the drawer allowed to slide out. 
Glue and noil the stem of the "T" to the underside of Ihe table top 
os shown. 




PHOTOGRAPH 6— The linoleum was cut to fit the shape of the tap and 
fastened down with adhesive. Then the edge was trimmed with aluminum 
counter edging. 



FIGURE B- Dimensions and position of S4* 1 plywood panels for the mir rors. 
Dimensions of wing shelves and detail of channels for center mirror. 




Shelves for wings 



■FIOUE2E B 



if PLYWOOD 



8'x 18" 



PANELS FOR WINGMIRROP 



£ PLYWOOD 



IV X IS'" 



0ETA1L 



jr' PLYWOOD 



8'x 18" 



1 




DETAIL OF *L 
SHAPED STUiPS WHCrt 
HOLD CENTER MlP.RjOft 
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PHOTOGRAPH 7— Bevel the two long edges of the 14" x 18" panel of plywood and one long PHOTOGRAPH 8— Glue ond nail the IVt" 1 x 4 

edge on each of the two 8" % 18" panels, lay the panels on your bench with the beveled edges blocks to the beveled side of the 8" > 18" 

together and down ond '4" apart ond hinge them together with flot surface hinges. Place eoch panels. Place the 45 degree end toward the 

hinge 1 Vs" in from the ends. bevel on the plywood. Set one of these flush. 

with the end of the panel ond the other in. 





PHOTOGRAPH 9— Cut the two 36" lengths of B" dowel into 18" pieces 
and insert them in the holes in the shelves. Sand all the edges smooth 
and finish with vornish or water-clear lacquer. 



PHOTOGRAPH 10-Ploce the 6" x ^5W mirrors in the narrow wings 
and hold them in place with V 1 W blacks 6" long bradded to the 
shelves. Line up the mirror on the center panel and glue and noil the 
"L" shaped strips over each end. Plastic mirror mounts can be used 
here in place of the strips if you wish. 




PHOTOGRAPH 11— The completed dressing table 
with ample drawer space and a winged mirror 
got this teenager's hearty approval. 



THE END 
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LATEX BASE PAINTS are easily applied with a paint roller but yau should use a small brush to paint around trim and edges and corners as 
shown here. 

Some Ways to use 

LATEX BASE PAINTS 

TED MORGAN 

A surface assumes many of the qualities of rubber when you apply 
latex emulsion paint to it. 



thanks to the availability of latex 
base paint the do-it-yourself home 
decorator can take on almost any 
interior paint job around the house 
with confidence that he will do a 
good job, particularly if he follows 
certain practices, several of which 
will be explained here. 

Latex emulsion paints have rubber 
as their base. Spreading these paints 
over a surface produces a surface 
film possessing most of the familiar 



qualities of rubber. A motor car tire 
traveling over a rough or gravel road 
displays great abrasion resistance. 
The film of a latex surface has 
similar qualities and like the rubber 
gloves worn by surgeons, chemists 
and housewives it is waterproof and 
resists the corrosive action of acids 
and alkalis. And, like the chemist's 
rubber apron, latex surfaces are 
easily cleaned. 
In latex emulsion paints, rubber 



latex as a binder replaces oils, resins 
and solvents of conventional type 
paints. Latex base paints can be used 
over any type of interior surface 
providing the surface preparation is 
the same as for conventional coat- 
ings. When applied over plaster or 
cement surfaces they are highly re- 
sistant to "lime burning." They are 
well adapted to application over 
porous surfaces such as wallpaper 
and wallboard. 
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A single coat of latex emulsion 
paint usually does a good job. A 
gallon covers approximately 500 
square feet and the paint is manu- 
factured ready for use and requires 
no thinning. The paint dries enough 
to touch in 15 to 20 minutes. It can 
be applied in about half the time re- 
quired for solvent or resin based 
paints. It is exceptionally dirt re- 
sistant. Pencil and crayon marks 
can be washed or scrubbed off with 
comparative ease. Most dirt spots, 
except those that have been produced 
by a stubstance that contains grease, 
can be washed off with clear water. 
Surfaces can also be spot cleaned 
with a damp cloth leaving no trace 
where spots have been removed. 

One of the tremendous advantages 
of latex base paint is that it is a 
recognized vapor barrier, which re- 
tards the movement of water vapor 
from the interior of a structure 
through an outside wall surface. This 
provides a distinct economy in help- 
ing to prevent the blistering of out- 
side coatings. 

Even though you have never 
painted before, painting with latex 
base paints can be a pleasure. Paint 
experts of the Glidden Co.. Cleveland. 
Ohio, have provided the information 
on which the following hints to 
painters are based. 

To assure yourself of the best re- 
sults on walls and woodwork be sure 
that the surface you plan to paint is 
perfectly clean— free of all dust and 
grease. 

In addition to the amount of paint 
necessary to cover the surface you 
are painting, you should have on 
hand: four-inch brushes for walls and 
ceiling and one-, or two-inch brushes 
for woodwork and narrow areas 
which you may encounter when cut- 
ting in around windows. If you have 
had some experience you can handle 
six-, or eight-inch brushes for wall 
surfaces. Should you decide to apply 
the paint by roller you will, of course, 
need a roller coater and tray. Other 
essentials are a mixing pail, latex 
spackling compound for filling 
cracks, nail holes and the like, a step- 
ladder, small puttv knife, sandpaper, 
wiping rags and dropcloths. 

While latex base paints don't drip, 
splash and splatter as much as ordi- 
nary paints precautions are neces- 
sary. Move furniture to one side away 
from area where paint is being ap- 
plied and cover it with dropcloths 
and newspapers. If by mischance 
rugs and upholstery do become 
splattered, rub the spot immediately 
with a wet bar of mild soap and keep 
the spot wet. Then remove the resi- 
due with a wet cloth and clean the 
spot with dry cleaning naphtha. 

the following suggestions apply to 
the indicated surfaces: 

PLASTER — Bare plaster should be 
clean and dry before you paint it. 
Wash off all glue where walloaper 
has been removed: rinse well with 
water. Patch all cracks with latex 



spackling compound, then spot prime 
with latex base paint. Apply two 
coats of paint; thin the first coat 25 
per cent with water. If plaster ap- 
pears loosely bound, shows sanding 
scratches or has plaster dust or newly 
scratched areas, it should be wiped 
down with a cloth saturated with 
water. Let dry overnight and apply 
prime and finish coats as already 
described. 

WALLPAPER — Usually one coat 
of latex base paint on wallpaper is 
-.utiuient. But first test wallpaper 
for bleeding inks, metallic colors and 
water-soluble dyes by painting a 
small spot in an inconspicuous area. 
If wallpaper designs or colors bleed 
through, best procedure is to remove 
the paper. To avoid such removal, 
however, you may apply a thin sealer 
coat of shellac to the entire surface 
in an effort to seal in the stains prior 
to painting. Wallpaper may be ap- 
plied over latex base paints in the 
usual manner. Also, wallpaper 
painted over with such paints may 
be removed. To do so score surface 
with a coarse rasp file, hacksaw 
blade, wire brush or very coarse 
abrasive paper: then soak with water 
or steam and remove the paper. 

OLD PAINT AND GLOSSY SUR- 
FACES — Enameled and varnished 
surfaces on walls or woodwork should 
be rubbed with fine sandpaper to 
dull the old finish to provide better 
adhesion for new painting. In many 
cases a solvent surface conditioner 
may be used for this purpose. Follow 
the directions on the label. Painted 
surfaces that wash off on a wet 
soapy cloth or become soft after 
several minutes of soaking with 
water should be completely removed 
before painting. 

UNPAINTED WOODWORK — All 
nail holes should be fiiJed with a good 
latex spackling compound: don't use 
putty or patching "sticks." Sand 
smooth when dry. You can prime 
most wood surfaces with a full-bodied 
coat of latex base paint, then finish 
with a second coat, full body. Al- 
ways feathersand with a very fine 
sandpaper between coats. For maxi- 
mum filling of wood grain, prime 
woodwork with a good enamel under- 
coater. 

BASEMENTS— With a putty knife 
or similar tool scrape concrete, un- 
glazed tile, masonry walls, etc.. and 
then wire brush them to remove all 
loose particles. Scrub off thoroughly 
all water soluble-paints. Apply first 
coat of latex base paint full body, 
although if surface is extremely 
porous, thin first coat 25 per cent with 
water. Work in a minimum tempera- 
ture of 65 degrees and provide good 
ventilation. Before painting around 
shower and laundry areas remove 
every particle of soap and greasy 
residue. Latex base paints must be 
allowed to cure thoroughly before 



subjecting them to heavy water 
splashings. 

METAI — Bare metal should first 
be primed with a conventional good 
grade interior base coat. When dry, 
latex base paint may be applied, 
although such paints are not recom- 
mended for application to surfaces 
which are subjected to extreme heat. 

WALLBOARD— Latex base paints 
seal every type of wallboard quickly 
and easily after usual surface prepa- 
ration. Prime all joints and spackled 
nailheads with latex base paint 
thinned 25 per cent with water. Alter 
overnight drying, the surface will 
then be ready for finish coats. Al- 
ways sand lightly between coals. 

to apply latex base paint, first stir 
it thoroughly, then pour it back and 
forth several times from one can to 
another. Always start a new can o. 
paint from a corner, never in the 
middle of a wall or ceiling where 
slight variations might be noticeaole. 
Keep your brush well filled with 
paint. The average four-inch brush 
full of paint should be spread over 
an area no larger than 6 by 24 inches. 
Apply uniformly with minimum 
brushing and make light finishing 
strokes toward the painted area. You 
can touch up missed spots after the 
film has dried to the point where 
any variations in color have dis- 
appeared. Be sure to use paint from 
the same can. brushing it out uni- 
formly with a small brush. Feather 
the edges of the touch-up. 

Latex base paints lend themselves 
well to the use of a paint roller. First, 
use a small brush to paint around 
trim and all ceiling edges and cor- 
ners. Then pour paint into special 
pan made for use with a roller until 
half the sloping bottom is covered. 
Before using the roller, wet it with 
clear water and shake or spin off 
excess. Roll the roller into the paint 
until it is covered uniformly, then 
roll off excess paint by running 
roller slowly on ridges on upper slope 
of pan. Start rolling paint on the W"1I 
surface with slight, even strokes. Do 
not spin the roller or use heavy pres- 
sure on it. Begin each new rollerful 
away from the previously painted 
area and roll toward the completed 
work. Overlap strokes 50 per cent. 
Paint areas about two square feet 
per rollerful. To remove bubbles and 
heavy edges, make light finishing 
strokes, using the roller in the one 
direction which causes the bubbles 
to disappear. 

For spraying, use latex base paint 
with full bodv or reduce with writer 
if necessary for proper atomization. 
Strnin through fine cloth. 

You can easily clean brushes and 
equipment with soap and water after 
using latex base paints. Dry 
thoroughly to keep metal parts from 
rusling. Do not clean brushes or 
equipment with turpentine or oil paint 
solvents. the END 
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Tile Topped Coffee Table 



RALPH G. SMITH, JR. 



An easy way to give distinction to a coffee 
table is to surface it with tiles arranged in your 
own pattern. 




PHOTOGRAPH 1— This photo illustrates the nbstroct design of the original PHOTOGRAPH 2— The mastic is spread with a serrated spreader. The 

table mode by Ralph Smith. Colors here are yellow, wheat, tan and spreader used here was made from a scrap of tin, 
deep brown, A solid color design or regular pattern could be used 
with equally goad effect. 





FIGURE A 






U 



G-GE8TED DESIGNS FOR TABLE TOPS 
SING- VARIOUS SIZES AMD STYLES OF Tl 



here is a coffee table (Photograph 1) that looks expen- 
sive and modern, is extremely practical, easy to clean, 
and is surprisingly simple to build. 

A piece of 3 /4-ineh plywood, 36 standard 4Vi-inch square 
tiles available at any tile company, a length of standard 
1-inch outside-corner molding, and a set of 12-inch do- 



it-yourself wooden or wrought-iron legs are all you need, 
and you are ready to begin. More elaborate designs can 
be made by using smaller tiles. 

Since tiles vary slightly in size according to manu- 
facturer, buy your tiles first, selecting several harmon- 
izing colors, and having in mind a pattern at the time 
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NOW CAST YOUR OWN TILES WITH CASTOGLAS 



Th» pholo abov* illustrates the simple 
method of catting your own colorful tiles. A 
few drop! of Hardener mixed with Castoglas 
converts it into a hard tile within 30 minutes 
. . * without heatl No tools are needed, no 
previous experience. There is no limit to the 
color combinations you can ciea*e bv merely 
mixing color pastes wilh the liquid Casto- 
glas. 

Tru.lv distinctive table tiles can be made lor 
as little as 25c in colors oi your choice, any 
color, including gold, silver, copper and vari- 
ous marbleized combinations. Natural leaves 
and butleHLiefl may he permanently pre- 
served in Casloglas and individual pieces 



assembled to form trays, table tops, wall 
tiles. These are different from anything you 
have ever seen. 

Three new manuals contain complete illus- 
trated directions for casting TILES. MO- 
SAICS and JEWELRY. Nothing Like it has 
ever been published before. With these three 
valuable manuals, we will aluo send you, 
at no extra charge. Our booklet ''How to 
Earn Extra Money in Spare Time in Your 
Own Home Workshop/' To cover mailing 
charges, send 25c to: 

Craft Dept. KT-9 
IKE CASTPLIH COMPANY, Woodstock, 111. 




Cast your own colorful tiles and mosaics to mafct 
tables like this. Easy, inexpensive. 



Natural fall leaves, preserved forever in Castoglas 
tiles, make beautiful trays, coasters, table tops. 




Money-Saving Project* and Plans, Clearfy Explained 
and Illustrated - ■ . for Beginners and Experts 

Order any of these authoritative Popular Mechanics 
"How-To" Books and examine them for 10 days FREE! 
Sec how they can help you make thousands of useful 
items, easily, while you save money on each project. 
Choose from the titles below . . . then mail coupon. 



f. **a*t**n futnitutm You Cam 
Build . . . (I»Pgi r ) »3 50', 
Dflieni of tmiit new dmtm hy lead- 
mi furniture c"tUm«n 
2. 100 Bait Wot.rtwork.nct Proj* 

eel* . . . 1144 Pe>.) 12 .so. 
Detailed plans to' wtfylhinf Irom a 
• - 'i'- lo i •,«> m , daik 

3. All About Ujtfrolatering ■ ■ - 
(224 Piqh) tJ.M. 

M.ifc- oJd (urnHur* look like new. It's 
any. Map tht f*M * i , 

4. Oe-(l-Voura«ll Materials 
Guide . . . 11*2 Put.) U.so. 
Tails ho* and what to buy foi four 
projacts to uva yau cash. 



Handbook of American 
Woods . . . (2*4 Paget] fa. 15. 
Shows. :r: til woods, 

bait to us* for ill jMojacts 
i.How to BukldMPowarToolt 
. . . CHI) Pat tUt, 
Jfs easy lo build power tooli Uom 
scrap materials and save monay, 
7. How to If mm Hind Tool* I 1 GD 
Pages) . . . S7.&5- 
How lo buy, us* 30 basic loots. Tor 
bet innirs, azpanancad man. 
I. Horn* ImpiDvimont Guide 
(101 Pages) . . . <2.§S. 
Mow |o repair, remodel any ptt\ a^ 
fsome r ind stiff t»( money. 
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CIRCLE BOOKS YOU WANT ... AND 
MAIL THIS COUPON TODAY j 

Popular Mtchimcs Prm. DML J8F 
200 £. Ontario St. Chiciio II. III. 
Please rush books I have circled below: 
1 2 3 4 S G 7 8 I 

□ Stnd lor 10-Digr FREE Eiamln.tion Within 10 dirt all.r I 
dtifrary, I'll r*mit Mai pric* ror boohi I knp, plus | 
jhippini charfn, antf I'll rtfurn all othor boohs post- ' 
paid within 10 days. I 

□ I wanl lo isva thipplnt chiren. 10 t sncloit paymwil in f 
loll for bootii trrctod flush postpaid, Soma 10-day I 
pnvilefa wilh mofwy ralundsd. 

Name I 



City. 



_Zone_ 



.Stale. 



you buy. Buy your molding, allowing 
plenty of extra length for fitting. 

First, assemble your tiles, in the 
pattern chosen, on the kitchen table 
or other flat surface. Most tiles have 
slight projections, or "bumps," on 
two edges, which automatically 
spaces them. If your tile does not 
have this feature, allow 1/16 inch be- 
tween tiles for grouting. (Grout is 
the white cement between the tiles.) 

Carefully measure the resulting 
assembly both lengthwise and across. 
Add a total allowance of Vs inch to 
each measurement to take care of 
the grouting line of 1/16 inch at each 
end and side, and add to the resulting 
figure two inches for the molding. 
The final figure for each dimension 
gives the size of the plywood base, 
which should be about 40 a s inches by 
I9¥i inches for the 36-tile table illus- 
trated. 

Next, carefully measure and cut 
the molding, using a backsaw and 
miter box, and glue it in place on the 
four edges of the plywood base, as 
indicated in Figure A. Clamps of 
the "C" type should be used to assure 
a perfect "picture-frame" fit. White 
glue is satisfactory for use at this 
step. 

when the glue has dried thoroughly, 
spread a mastic, of the type used on 
linoleum, evenly over the plywood 
base, taking care not to get any on 
the molding. Use a serrated spreader 
or a piece of scrap tin cut with a 
saw-tooth edge (Photograph 2). Do 
not use "contact" type cement at this 
step, as no positioning of the tiles can 
be done with such cement, since it 
sticks tight on first contact. 

Now carefully reassemble the tiles 
on the plywood base, within the frame 
made by the molding. Use books or 
sandbags or other weights to secure 
a good bond, and let the mastic set at 
least a full day. 

After the tiles have set, mix up a 
couple of handfuls of grout powder, 
which can be bought at the place you 
buy the tiles, to a creamy consist- 
ency. This is poured over the tile top 
and spread with a brush or rag into 
the joints (Photograph 3). Allow it to 
set for a minute, and then wipe off 
the excess with a larger rag, which 
may be dampened if necessary. 

Next, attach the 12-inch legs at the 
four corners of the table, about 3% 
inches in from the sides and ends 
(Photograph 4). 

Add a coat of stain of the desired 
shade to the exposed wood and then 
a coat of varnish or plastic finish 
applied according to the directions 
on the can. Do not put a finish of any 
kind on the tiles themselves, for they 
can be kept sparkling clean with noth- 
ing more than a damp cloth. 

That's all there is to it! Coffee, 
anyone? 

THE EMI 
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A vise is one of the sturdiest looking of workshop tools but like any 
other tool it works better and lasts longer with proper care. 



Treat your Vise Right 
and it won't 
Lose its Grip 



MORTON J. SCHULTZ 



whether you use a utility vise, a 
machinist vise, a pipe vise or a 
blacksmith vise, it has only one pur- 
pose — to hold an object firmly while 
you work. 

The vise most suitable for home 
workshop use is the utility {or bench) 
vise. To keep this vise, or any other 
type, free of rust, and to keep its 
jaws from being worn or nicked by 
dirt particles and metal slivers it 
should be cleaned after you use it a 
few times. 



8& 



1 / 




WASH GREASE ond dirf from all ports of the 
vise with a dry cleaning solvent. Wipe it dry 
with a clean cloth. Clean the jaw serrations 
wish □ wire brush. 




LUBRICATE the slide and worm lightly with 
preservative oil or SAE 10 engine oil. Only use 
a few drops and wipe away the excess. 

Avoiding certain "taboos" can save 
you money for a new vise. Here are 
some of the pitfalls to watch out 
for when working with a vise: 




NEVER USE your vise's jaws for an anvil— you 
could break them or batter the inserts. 





USING A PIPE to tighten a vise often breaks 
or bends the hondle. 




THE ONLY WAY to tighten a vise is by hand. 



To protect a finished piece of work 
from being marred by the vise's 
jaws, or to keep delicate material 
like wrought iron or plastic from 
cracking, make two rubber inserts 
for your vise. 




PICK WOOD or metal chips from between jaw 
serrations with a piece of flattened iron wire. 



MANY UTILITY VISES have a smoll anvil on 
their bodies. This can be used for smaller jabs 
without causing damage to the vise. 



AFTER FASHIONING the rubber to the right 
size, unscrew the vise's metal inserts. Place the 
rubber inserts an top of the metal and screw 
both back into the vise's jaws. 

Most utility vises come equipped 
with two pipe holders which you can 
place in your vise when working 
with round stock. They are available 
at any hardware store, if you don't 
have them. the end 
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Advice to apply to appliances 

Part VIII: The Use of Synchronous and Induction Motors in Appliances. 



(Photographs Courtesy H. Crull Pontine} 




PHOTOGRAPH A 




PHOTOGRAPH C 

A TOP VIEW of a common household fan is 
shown in Photograph A, the servicing of which 
depends upon understanding the motor in Photo- 
graph 6 and its parts shown in Photograph C. 
All of this proves that it pays to know your 
A, B, C't— the details of which will be covered 
in this article. 



THE AVERAGE Work bencher derives 
considerable pleasure from knowing 
the "how" and "why" of the many 
things that make up his home and 
workshop world. For this reason, 
mainly, synchronous motors will be 
discussed in relation to appliances. 
Again, we are concerned here only 
with the small motors used in port- 
able appliances — which will also 
somewhat limit our study of induc- 
tion motors. Understanding syn- 
chronous motors will contribute to 
your over-all fund of knowledge but 
such motors will probably not create 
any repair problems for you — as will 
be explained later. 

In Part VII (May-June, 1958, work- 
bench) it was stated that the motors 
commonly used in household appli- 
ances could generally be classed as 
universal, synchronous, and induc- 
tion. The subject of electric motors 
is so vast that this could be both an 
understatement and also an over- 
statement. Except for wishing to 
present the theory of the synchro- 
nous motor we could have placed 
the categories as universal and in- 
duction. Actually there are so many 
types of induction motors that they 
are given separate names according 
to their individuality. Electric mo- 
tors could also be classified as DC 
(direct current), AC (alternating cur- 
rent) and AC- DC (alternating cur- 
rent and direct current) ; all of which 
refers to the type current required 
by the motor. DC only motors would 
automatically be ruled out of appli- 
ance discussions because AC is the 
usual type of current supplied to 
homes. Another means of classifying 
motors, which is probably more 
suited to our needs is: commutator 
and n on com mutator. The universal 
motor is a commutator type motor. It 
was discussed in Part VII and will be 
heard of again in the next issue and 
others when we discuss specific ap- 
pliances once more. 

The universal motor is not only a 
commutator motor it is also AC-DC. 
The synchronous and induction mo- 
tors that we will discuss are non- 
commutator motors and are AC only. 
We shall begin with the synchronous 
motor. 

THERE are large commercially suc- 
cessful synchronous motors in which 
the rotor magnetism is obtained 
through rotor coils separately ex- 
cited by a DC source. The simple 
synchronous motor we will use for 
illustrative purposes uses a perma- 
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nent magnet for its rotor — or rotat- 
ing part. The stationary essential 
portion of such motors is referred 
to as the stator. 

A synchronous motor operates in 
step with the frequency of the al- 
ternating current. This principle 
makes it extremely useful in clocks 
and timers because the frequency of 
the household current is accurately 
regulated by the power company. 
This, of course, explains the reli- 
ability of these devices. Improve- 
ments have been made upon the 
simple synchronous motor in recent 
years. One disadvantage had been 
that electric clocks were not self- 
starting. Some Workbenches may 
still have clocks of this type faith- 
fully serving in their homes. In the 
event current to the clock is inter- 
rupted it must be manually restarted. 
The actual motor mechanism of mod- 
ern clocks and timers is sealed and 
usually in such a way that it would 
be improbable that you would be 
able to take it apart and reassemble 
it — in working condition. The disas- 
sembly of an already defunct unit 
may prove interesting. It may also 
prove challenging and is recom- 
mended only if you have nothing bet- 
ter to do. The reason for this state- 
ment is the fact that some of the 
variations use principles not dis- 
cussed here — or as a matter of fact 
not discussed in any readily avail- 
able reference. 

Figure 1 represents, graphically, 
one cycle of 60-cycle alternating cur- 
rent. It is called alternating current 
because it flows in first one direc- 
tion then in another. Normal house 
current is 60-cycle alternating cur- 
rent. This means, for example, that 
in one cycle the current rises to a 
maximum positive value, falls to 
zero, reverses direction then rises to 
a maximum negative value and falls 
to zero again before starting a new 
cycle; this is repeated 60 times per 
second. Because it happens so rap- 
idly this constant rise and fall is 
not observable in the operation of 
electrical devices and exhibits itself 
as a steady effective value. While 
direct current may vary in intensity 
it maintains directional flow rather 
than constant reversal. 

Figure 2 is a diagram of a simple 
synchronous motor. The rotor is a 
permanent magnet. The stator 
(horseshoe-shaped field assembly) 
is an electromagnet that derives its 
magnetism from the coil which we 
will assume is connected to a source 
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of 110-volt, 60-cycle, alternating cur- 
rent. Thus, while the polarity of the 
rotor remains constant the polarity 
of the stator changes at a constant 
rate because its coil is connected to 
a 60-cycle AC. 

Let us assume that at a given in- 
stant the coil causes the polarity 
of the stator to be as indicated in 
Figure 3. Since like poles attract and 
unlike poles repel the rotor would 
attempt to line up as shown in 
Figure 3. The polarity of the stator, 
however, is undergoing constant 
change and as may be seen in Fig- 
ure 4 has no effective polarity when 
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FIGURE 1 -Graphic 
of 60-cycle AC. 
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FIGURE 2 — Essentials ot a simple synchronous 
motor. 
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FIGURE 3— The dotted lines show the position 
the rotor tries to ottain under the existing con- 
dition!, which of course it never does. 



the rotor is in this position. As in- 
ertia carries the rotor past this point 
it is assisted by the repelling action 
of the newly formed stator polarity 
as shown in Figure 5. This repelling 
action is followed by attraction as 
continued rotation causes unlike poles 
to again approach as shown in Fig- 
ure 6. The rotor will continue to turn 
seeking a position as in Figure 7, 
only to be foiled by the everchang- 
ing polarity of the stator, which 
forces it into a never ending search. 
For each time a rotor pole passes 
a stator pole the stator pole experi- 
ences a change in polarity. This 
means that in one revolution of the 
rotor the stator coil has been subject 
to both a positive and a negative 
surge of current — or one complete 
cycle. It may be seen, then, that the 
motor shown makes: Vi revolution 
during '.i cycle (1/120 second) ; 1 rev- 
olution during 1 cycle (1/60 second); 
or 60 revolutions during 60 cycles (1 
second). This proportional relation- 
ship between the frequency of the 
applied current and the number of 
revolutions of the rotor is a char- 
acteristic of a synchronous motor. 
This exactness is a virtue in clocks 
and timing devices but a drawback 
in other ways. A synchronous motor 
cannot be overloaded to any degree. 
Once its rotor speed lags behind the 
rate at which the stator is changing 
polarity it must of a necessity stop 
operating. Therefore its use in appli- 
ances is limited to very light duty 
such as clocks and similar devices. 

fractional horsepower induction mo- 
tors are in common use around the 
house. In connection with these we 
hear such terms as: split phase mo- 
tor, shaded pole motor, repulsion 
start motor, capacitor motor, etc. 
There are many different types of 
small induction motors but the basic 
principle of operation is the same. 
Their main variation, for our pur- 
poses, lies in the method used to 
start them. No single phase induction 
motor is inherently self-starting; it 
has to be altered to achieve this re- 
sult. Polyphase motors (two or more 
phases) are self-starting because 




FIGURE 4— Rotation is not stalemated because 
when the rotor reaches the above position the 
stator has no polarity. 



they are able by their very nature 
to produce a rotating magnetic field 
for the rotor to follow. Single phase 
current, such as regular house cur- 
rent, refers to the rise, fall, and re- 
versal of a single stream of elec- 
tricity — so to speak. Polyphase cur- 
rent refers to the independent rise, 
fall, and reversal of two or more 
streams of electricity which may be 
used, for example, to operate a sin- 
gle large commercial motor. 

In being informative and practical 
we shall explore the workings of in- 
duction motors in general and the 




FIGURE S— As current flow in the coil reverses, 
stator polarity changes accordingly. The near* 
est poles now repel. 




FIGURE 6— Attraction again takes place as like 
pales near each other. 




FIGURE 7— The rotor now seeks a position as 
shown by the dotted lines above. By the time 
it reaches this point, however, stator polarity 
is in the midst of a change. 
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shaded pole motor in particular. 
Among portable appliances the 
shaded pole motor is commonly 
found in electric fans. The shaded 
pole principle, however, is also cur- 
rently being used to make electric 
clocks self-starting. 

In the synchronous motor previ- 
ously discussed, we have an example 
of two kinds of magnets. The stator 
is an electromagnet and therefore 
of a temporary nature since it is 
entirely dependent upon the current 
flow through the coil for its prop- 
erties. The rotor, however, is a per- 
manent magnet. Regardless of the 
type, magnetism is thought to be the 
result of the alignment of the mole- 
cules (minute particles of the sub- 
stance). In an unmagnetized bar 
such as Figure 8 the molecules are 
thought to be arranged in no par- 
ticular order. A magnetized bar or 
object having magnetic properties is 
thought to have its molecules ar- 
ranged in an orderly fashion as 
shown in Figure 9. Actually, of 
course, molecules are much too small 
to be seen with the naked eye and 
we must assume this to be true. 
In some substances such as steel 
and special alloys the molecules will 
maintain this alignment once mag- 
netized and therefore the product is 
known as a permanent magnet. Iron, 
on the other hand, is very good for 
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FIGURE 8 — Random arrangement of molecules in 
on unmagnetized bar. 
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FIGURE 9 — The molecules in a magnetized bor 
are arranged in an orderly fashion with all 
north poles in one direction and oil south poles 
in the other direction. 



electromagnet cores because it main- 
tains the aligned structure of the 
molecules only when forced to by 
some other influence. These are 
handy facts to keep in mind when 
pondering the mysteries of magnet- 
ism and in our future discussions. 
We must also assume the existence 
of magnetic lines of force as was 
explained previously in Part VII. 

Any current carrying conductor is 
surrounded by magnetic lines of 
force. If the magnetic lines of force 
from one conductor cut across an- 
other conductor a current can be 
caused to flow in the second con- 
ductor without the two conductors 
being physically connected in any- 
way. They will be connected by 
what is known as "flux linkage," 
i.e., by the magnetic lines of force 
from one conductor cutting through 
the second conductor. When these 
conductors are each wound into a 
coil, the effect is increased because 
of the greater intensity and concen- 
tration of the flux linkage. 

This is the principle upon which 
a transformer operates. Figure 10 is 
a schematic diagram of a trans- 
former. The winding that the original 
voltage is applied to is called the 
primary and the output winding is 
called the secondary. The ratio of 
input voltage to output voltage varies 
directly with the ratio of the num- 
ber of turns of wire on the primary 
compared to the number of turns of 
wire on the secondary. Disregarding 
more technical considerations, then, 
if 110 volts is applied to the primary 
and the secondary have twice the 
windings of the primary, the second- 
ary voltage will be doubled. This is 
a step-up transformer. If one wished 
to change 330 volts to 110 volts he 
would need a step-down transformer 
with three times as many windings 
in the primary as in the secondary. 
Most transformers, that we shall be 
concerned with use a laminated iron 
core upon which the windings are 
wound. The iron makes the trans- 
former more efficient as it is a very 
good conductor of magnetic lines of 
force. 
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FIGURE 10— Schematic diagram of a step>tip 
transformer showing its essentials. 
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the transformer principle is impor- 
tant to us here because it is the 
principle upon which the induction 
motor operates. The induction mo- 
tors that we shall study have no 
brushes, and no commutators. The 
magnetic field of the stator sets up 
a magnetic field in the rotor by in- 
duction — or transformer action. A 
detailed explanation of this process 
is not needed to service these motors 
as it can become complicated out of 
all proportion to its usefulness. Some 
further facts, though, will need to 
be developed. 




FIGURE It— Squirrel cog* rotor for on indue- 
iion motor. 



Figure 11 is a drawing of a rotor 
similar to that shown in the fan mo- 
tor photographs. If the laminated 
iron core and the shaft are removed 
we have heavy windings which take 
the form of a squirrel's rotating ex- 
ercise cage and hence give rise to 
the name "squirrel cage rotor." This 
is shown in Figure 12. It should be 
explained that these single turn wind- 
ings are described as being '"heavy" 
windings because they are heavy or 
thick in a comparative sense. Re- 
gardless of the size of the squirrel 
cage rotor these conductors will be 
heavy in comparison to the wire 
used in the rest of the motor. This 
type of construction gives highly in- 
ductive windings with little resist- 
ance to current flow, a quality that 
is needed in the induction motor. 




FIGURE 12— When it is stripped of th) laminated 
care this rotor does indeed resemble a squir- 
rel's exercising cage. 
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Something New! 

Jaunty Model T 

Salt and Peppers 




Shiny Modal T 
with spoMy 
red wheel's, 
gold trim, 
rani wind- 

ihieTd. &r-.£jogg.red man is 
pmpp*t. lady 1ritn6 H toll, 

A wonderful fast-seller from our big 
line of 700 money-makers in brand 
new free catalog. Buy at wholesale 
. , . sell at retail. Make a tidy profit 
Get sample Model T salt & pepper 
and sales catalog kit only 85c. 
(Retails at SI. 25) 

GREETINGS UNLIMITED 

t-ltS PARK SQUARE . ST. PAUL 1, MINNESOTA 




IN 1957: 

More children UNDER 5 

were hit by 
CRIPPLING POLIO than 
any other age group 
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FIGURE 13— A simple jingle phase induction mo- 
tor with o iquirrel cage rotor. 



FIGURE \4— Stator of Ihe motor shown in Fig- 
ure 13 with shooing coils added to moke it 
self -starling. 




PHOTOGRAPH D-Assembled shaded pole mo- 
tor tuch as is used to power jmal! household 
fans. 

Figure 13 is a sketch of a simple, 
single phase, induction motor. Be- 
cause the coil is connected to a 60- 
cycle alternating current the polarity 
of the stator pole pieces would be 
constantly changing. The current in- 
duced in the rotor by transformer 
action causes it to have magnetic 
properties. In trying to keep up with 
the changing polarity of the stator 
the rotor is caused to keep turning. 
It is not nearly this simple, of course, 
if considered in detail — which is be- 
yond our scope here. In a polyphase 
induction motor with many stator 
and rotor poles it may be shown that 
the magnetic field of the stator con- 
stantly rotates and is followed by 
the rotor. In single phase motors the 
stator polarity alternates, it does 
not rotate. For this reason the in- 
duction motor will operate as ex- 
plained only after some outside force 
has caused it to begin rotating (such 
as starting it by hand). Obviously 
this would be a serious handicap in 
many electrical devices so some 
means had to be devised to over- 
come this objection. 

One of the simplest answers was 
the shaded pole motor. Photograph 
D shows a shaded pole motor as may 
be used in a small fan. It may be 
seen that the magnetic field of the 
stator is supplied by a single coil. 



PHOTOGRAPH E— Top flew of the fan motor. 
Two of ill shading coils moy be seen banding 
the pole piece on the left side. 

It may also be seen that the stator 
core is made up of laminations. The 
purpose of these laminations, which 
are insulated from each other, is to 
cut down on heat and power losses 
produced by currents that would cir- 
culate in a solid stator. Figure 14 
illustrates a simple induction motor 
stator with shading coils added. In 
normal operation magnetic lines of 
force cut the shading coils and cause 
a current to flow. This current 
causes a magnetic field of its own 
which becomes effective as the main 
magnetic field is on the wane and 
gives the effect of a moving mag- 
netic field at the stator. This effect 
is sufficient to make such induction 
motors self-starting. Inasmuch as the 
shading coil area reaches its peak 
magnetic strength after the main 
field, the magnetic field shifts from 
the unshaded to the shaded portion 
of the pole piece. This restricts the 
operation of the rotor to rotation in 
that direction. Changing the direc- 
tion of rotation of these motors is 
not practical because it means shift- 
ing of the shading coils. While there 
are means for doing this on much 
larger motors it is not applicable to 
common small household appliances. 
In other words you can't make a 
mistake in hooking up this shaded 
pole induction motor and thereby 
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From the files of the American Cancer Society 




Yes! 
I had cancer 

"Many people think cancer is 
incurable. They're wrong and I 
can prove it! So can 800,000 
other Americans like me. 

"On a gray morning in No- 
vember, 1942, a specialist con- 
firmed the diagnosis of cancer 
made by my family doctor. What 
he had to say reassured me. 

"He explained that, thanks to 
my habit of having yearly check- 
ups, my doctor had caught the 
cancer in its early stage. It was 
localized and it could be com- 
pletely removed by surgery. So, 
here I am as hale and hearty as 
if I'd never had cancer 1" 

That was 15 years ago, when 
only 1 out of 4 persons with can- 
cer was being cured. Today, 
thanks to improved methods of 
treatment, and earlier diagnosis, 
1 person in 3 is being saved. 

And with present knowl- 
edge, it can be 1 in 2, if every- 
one observes two simple precau- 
tions: Have a health checkup 
annually. Keep alert for cancer's 
seven danger signals. 

Progress in the American Can- 
cer Society's fight against cancer 
depends on the dollars donated 
for its broad, nation-wide pro- 
gram of research, education and 
service to the stricken. 

Help to swell the ranks of peo- 
ple saved from cancer. Fight Can- 
cer with a Checkup and a Check. 
Send a check now to "Cancer," 
care of your local post office. 



AMERICAN 
CANCER 
SOCIETY $ 



cause it to run backwards. 

Photograph E shows a top view 
of the motor in which two shading 
coils for one of the stator poles may 
be seen banding the pole piece on the 
left side. With the front bearing plate 
removed. Photograph F, the rotor 
and the details of the stator are ex- 
posed. The pole pieces, in this in- 
stance, entirely encircle the rotor. 
The pole shading coils, two on each 
side, are also shown. If you assume 
the direction of rotation of this mo- 
tor (as viewed here) to be clockwise, 
you assume correctly. The rotor, in 
following the moving magnetic field, 
moves from an unshaded area to a 
portion shaded by only one coil to 
an area shaded by two coils — then 
on to the next pole piece, etc. 

In Photograph G the rotor is shown 
removed to display the stator assem- 
bly. Photograph H shows: at "F" 
the stator or field frame assembly; 
at "A" the armature, or more prop- 
erly in this case, the rotor; at "B" 
the front bearing plate which sup- 
ports one end of the rotor. The line 
cord and switch, of course, are also 
shown. The rotor is of the squirrel 
cage type depicted previously. 

Trouble Shooting- and Servicing 
Shaded Pole Motors Fans. Fans are 
seasonal appliances — at least for 
most of us. We seem to put off 
proper maintenance with the reason- 
ing of one fellow (not a Workbencher 




PHOTOGRAPH F— With the front bearing plate 
removed. the rotor is exposed as well as Ihe 
stator pole pieces and the four shading coils. 





Make Your Own Decorative Glass Panels 

A hit of nature preserved forever! Flowers, 
leaves, grasses and butterflies are perma- 
nently embedded between translucent fiber- 
glass. Use as room dividers and screens, or 
make lamps. Iiowls. trays, place mats and 
other accessories. For fun or for money, this 
fascinating craft is easy and surprisingly in- 
expensive. Mail 25c for illustrated instruc- 
tions to Dept. H-9, The Castolite Co., 
Woodstock, Illinois. 
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SMILING CLOWN 

IS" i a II. Sew by liarx! or marlilne, and 
ItUff. Guy jilftstlr f«re ami cut mare- 
rlil •upplltil; ill*, rayon and .satin In 
d,rr>rmt roinr 1 .. No iwo iiolu alike. 
Svlli far S J ■= 

Simile ..." H- clown St. DO 

Your pric* only J.flO rn. (3 or moro> 



DOLL FACES only 

All rn. i plnUfc. wn»hab1*. Thew 
Are races only, not kltn (only 
emra nvaiinhio *■ kit. nee 

.i I *Imv 

smti.nir Clown zvV'xn" 

- v. : ; . i; 3 V4 

RabMt lU"XaVt M 

Mimkey >U")cJ»fi M 

Cat 3V 4 "x.r 

ChlcMon rnihl»ri...-aiV i w:l* < 
Panda Ete»r (nibherj 3" n2Lfe" 
Mammy (coloredi a 1/4 "ali" 

New Deicriprivt foldtrt 10c (FREE wilh order) No f.O.D, 

V THRIFT MAILMART Sf&SSirdW.S 



Saves Digging, Pumping, Moving! 



OUTDOOR TOILETS 

CESS POOLS • SEPTIC TANKS 

Cleaned — Deodorized 

Buiiah offensive odor of disposal unit* with 
amazintf new product. Just mix dry powder 
with water and pour into toilet. Work- like 
manic to reduce maw, unci or drain fields, 

kill onlur* Q*cmirbl! Nwn.t4jjcir.no imlwinn. Sat*. 

FREE TRIAL OFFER iafcSrlrSSS 

tor a;- 1 u«] " convtriro ynu m*>! f " no r**K t* nt . Writ* 
saw for unulnv FKfcK Trial Offer and full detail*. 

Burson Uborarorie*, 951 Wiltard Ct., 

Dept. 853 - - - Chicago 22, lllmait 





119 saw PATTERNS 



FULL-SIZE . . . truce on 
wood and saw out. Clever, a| 
ORIGINAL, designs, Ihingj J^l 
you can make to SELL. 
Wall shelves, lawn signs, 
planters, book ends, others. pm'muI 

BURGESS V I BR OCR AFTERS, INC. 

Rush $1 today. KPT. C-S4, Gray slake, Illinois 
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PHOTOGRAPH G 
clso re move d* 



-Motor shown with the rotor 
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29 Kelly St. 



Yorker., N. V. 




Free to WRITERS 

seeking a book publisher 

Two fact-filled, illustrated brochures tell bow 
to publish your book, Bet 40% royalties, na- 
tional advertising, publicity and promotion. 
Free editorial appraisal. Write Dept. W7 

Exposition Press / 386 4ih Ave., n.y. is 



Weave Rugs 

EASILY AT HOME 



MAKE Bid PROFITS— FtMl or Hpnra 
time business rlfcht in your home. 
YOU enn wt>»ve beautiful. serv let-able 
I niK» on low coil loom that cnm#i 
i threaded, rcadv to wdivo- including 
necfnsnry arfrasnrleii! Just ■ few 
days weaving will pay «'*t loom, 
Sonil for FREE loom folder. jMPWfWj 
card, and low prices on warp* and nuppll**, fi«t slarted 
now on this easy way to year around extra l"£V."JJ 

OR, RUG CO. * Dept. 7B39 • LIMA. OHIO 





£A8N EXTRA CASH! 



It's Vftpy to Ta.h,o Orders for 
Advertising (hI M *tc h «■ * ! 

Every business In town la your proa* 
jKift. No pSirrrlrM' «■ n ft- d t- ■ J . xm- -.'■■'-■*V 
you how! Millions sold daily! Mbtiu- 
facturrr offers you year 'round pres- 
tige opportunity with attr&dy repeat 
earning. Hush postcard today fur 
details on KiiKK Sales Outfit, samples. 



MATCH CORPORATION OF AMERICA 



Dept. Li-1, 3433-43 W. 4Slh Plots, Chlioflo 32. III. 



Make $5 an Hour CASH PROFIT 

THE BAT YOU START ! 
Start your own busi- 
ness it Horn* 
Sharpen Household, 
Garden and Shop 
Tools in Spare Time, 

Turn spare time into Bis Cash Profits with new Belsaw 
Sharp-All. No experience needed to sharpen knives, scis- 
sors, shears, Ice skates, mower blades, hedge trimmers, 
aies, chisels and circular saws . . . Learn how easily you 
can start your own spare time business. Amazing low cost 
easy- payment plan. Send Postcard tor FREE BOOK. 
BELSAW SHARP-ALL CO 1503 find Bill., Kioto City II. Mb 



rgfSSR .MAIL ORDER Opportunity! 

Fl M" ^ " FROM HOME 

pf^W^/^'r , ..SPARE TIME 

We want a limited number ol intelligent men and women Id wofk al 
home on an exclusive mail order business proposition. No selling - we 
f urriish ewryihing ixJud'ng literature , names, addresses, sloch and ship 
items for you All you do cs mail lor us and recent money coming to 
you? own mail boy. -til* NIJL Oil Of I DlSHtlfiJTflRS iltmim brum* 



<^£j-<g^jS: isai Snit tmta, d„[ M-7, t« bciks tl. Ml. 




if yea Change Your 
Address * ★ * 

■¥■ Please give us 6 weeks ad- 
vance notice. 

■¥- Include address label from 
last Issue received or code 
numbers from address label. 

M Address your notice to: 

Change of Address Dept. 
WORKBENCH 
Handcraft Bldg. 
Kansas City 11, Mo, 
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PHOTOGRAPH H— The field frame assembly, or 
stator; the rotor; the front bearing plate. 

of course) who said of his perennially 
leaking roof, "Well, on a rainy day 
it's too wet to fix and on a dry day 
it don't need fixin'." Fortunately, 
small shaded pole motors do not 
cause too much trouble — this is prob- 
ably because as low output motors 
they do not overwork themselves! 

Fan troubles can be of either elec- 
trical or mechanical origin. Elec- 
trical troubles are usually classed as 
"opens," "shorts" or "grounds." In 
an open the circuit has been in- 
terrupted or made incomplete in 
some manner so that the current 
cannot flow. A short means that the 
current has found itself an easier 
path made possible by the contact 
of wires or parts not meant to touch 
each other. A ground, while it may 
be an easier path in some cases, 
differs from a short in that the frame 
or other metal portion of the appli- 
ance not meant to carry current now 
becomes part of the circuit. With a 
ground a shock to the user is possi- 
ble. Both shorts and grounds may 
cause a fuse to be blown, may cause 
the appliance to overheat, and de- 
pending upon the degree of the diffi- 
culty, may permit operation from 
near normal to very poor. 

The continuity tester shown in Fig- 
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FIGURE 15— Continuity tester using a neon bulb. 
While there are several means that may be 
used to achieve this, a very handy unit may be 
made by soldering in a pocket-type of neon 
tester. 



ure 15 can be used to check for a 
break in the electrical circuit of 
the fan. Previously we have used a 
continuity tester employing an ordi- 
nary light bulb. Here, however, a 
neon bulb is indicated. This type oi 
continuity tester may be made by 
merely soldering one of the pocket 
neon testers in the cord in place of 
the socket for the regular bulb. This 
type of neon bulb operates from very 
little current. In fact if the tester 
is connected so that the bulb is 
plugged into the "hot" side of an 
outlet (one side is "hot" and the 
other side is grounded) and you 
grab the bulb's test prod, touch 
ground (water pipe, etc.), the tester 
will light and you will be unable to 
feel the very small amount of cur- 
rent going through your body — See 
Figure 16. It should be explained that 
there is always danger in using a 
homemade type of tester which has 
a resistance in only one lead, that 
is, no one should surmise that he 
cannot possibly be shocked. Let us 
assume, for example, that you 
plugged in the completed neon bulb 
continuity tester. Unless you know 
which side of the outlet is "hot" 
you have a 50-50 chance of plugging 
the unbroken tester lead into the 
"hot" side. The result of your hold- 
ing the test prod for the lead with 
no resistance in it and also touching 
ground would be at best a shock! 
You are fully protected, however, by 
the insulated test prods. If the un- 
interrupted tester lead is plugged 
into the hot side of the outlet and 
your hand slips off the insulation onto 
the bare test prod you still will not 
be shocked unless you are working 
under some unusual and unsafe con- 
ditions that allow you to come in 
contact with an electrical ground. If 
you were foolish enough, for example, 
to use as a workbench a grounded 
metal surface such as an electric 
stove — it could happen, or it might 
not. 

The fan motor circuit may be pro- 
gressively checked if touching the 
continuity tester prods to the line 
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FIGURE 16— If touched as above, the neon bulb 
will glow although the experimenter feels noth- 
ing. The results will be far from happy if the 
uninterrupted wire is connected to the "hot" 
side of the circuit and grounded through the 
human body. 
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FIGURE 17— The electrical circuit of the fan be- 
ing checked for on open, progressively. The 
open will be located between (he point where 
the bulb does not glow ond the lost point at 
which it did. 

cord plug indicates an open some- 
where in the circuit. Do not forget 
to make sure the fan switch is on 
or naturally the circuit will check 
open. Figure 17 also shows how 
one test prod remains stationary as 
the other is moved progressively 
along the circuit to isolate the 
open which could be a break any- 
where in the wiring or possibly a 
defective switch. 

pin pointing a short is always one 
of the harder things to do in trou- 
ble shooting. Overheating and poor 
operation or no operation at all may 
be symptoms of a partial short. A 
full short, of course, will blow a 
fuse. Switch contacts sometimes be- 
come welded together making it im- 
possible to turn off an appliance in 
the normal manner. While this is 
termed a shorted switch it is not a 
short as we ordinarily think of it 
and, as may be easily seen from the 
drawings, would give no reason for 
a fuse to be blown. 

The neon bulb continuity tester is 
especially good for indicating a 
ground because it will detect even 
the slightest electrical leakage. As 
shown in Figure 18 the proper pro- 
cedure in checking for a ground is 
to place one test prod on a metal 
portion of the motor (making sure 
that there is good electrical con- 
tact) and the other prod at some 
point in the electrical circuit. Try 
this at several different locations to 
be sure you have made no mistake. 
The neon light may actually detect 
a ground too slight to interfere no- 
ticeably with operation or give a 
shock. 

Some fan troubles are undeniably 
of mechanical origin. Lack of oil 
may in itself initiate trouble by caus- 
ing the fan to operate sluggishly, 
overheat, etc. Poor lubrication also 
allows excess wear that in time 
causes noise, vibration and other ag- 
gravating manifestations. Too much 
oil of course is never good, but the 
proper amount at regular intervals 
can go a long way toward proper 
fan operation. This is especially true 



FIGURE 18 — To check for a ground put one test 
prod at a connecting point in the electrical cir- 
cuit and the other to a metal part not intended 
to be a part of the electrical circuit. If the bulb 
glows a ground is indicated. 

l 




PHOTOGRAPH I— Side view of the Fan. Blade 
alignment is checked by slowly turning the 
blades past a given reference point. 



since fans may operate at fairly 
high speeds. 

A fall or other accident may cause 
bending of the fan blade or rotor 
shaft. This, even in slight cases, may 
cause vibration. The fan blade should 
ordinarily be mounted on the shaft 
back toward the motor as far as 
possible as long as it allows proper 
clearance. If the shaft is not quite 
true the error will be greater to- 
wards the outer end of the shaft. 
A constant check should also be 
made to make sure the set screw or 
screws holding the blade assembly 
to the shaft do not become loose. 

There is a simple way to check 
whether or not the blades of the fan 
track. If the blades all track, this 
means that they all lie in the same 
plane and follow each other in rota- 
tion in exactly the same path and 
are not bent or out of alignment. 
Photograph I is a side view of a 
fan. If a pencil or other object is 
inserted through the guard from the 
front till it barely touches one of 
the blades it may be used as a ref- 
erence point. If the blades are re- 
volved slowly past the reference point 
it may be established whether or 
not they track. Blades not in align- 
ment may be bent to conform. 
NEXT; Part IX. Vacuum Cleaners. 
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but hope needs help to find 
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National Multiple Sclerosis Society 

2S7 Fourth Avenue, New York 10, N. Y. 
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The rharce for classified advertisements is 70 centa a word payable in advance by check. 
cash or money order* All classified set solid, without display. Eeudi'd. or blank apace. All copy 
subject tit publisher's approval. For clarity, please typ* 1 or print your copy. Be sun- thai chi-ek, 
currency or money order accompanies copy. When figuring tht> number of words be sure to 
include name and address. For example: W. C. Jones, in three words. Send your copy in at 
once. Closing date for classified advertising: is the first of the second month preceding publication. 
Minimum in words. 



AGENTS AND SALESMEN 



EASY HANDWORK makes fast-selling useful 
articles Simple free, Sunmade Company. Brock- 
ton 64, Mass. 



FREE SAMPLE' Beautiful Feather Pictures. Svlviaw. 
Aturtadn 90srt. Mex ico 1. D. F. 
CASH COMMISSIONS at "once, raking orders for 
mi i ■ iv. ■ every family wants! No experience needed. 
Fur Free money-making kir. with everything ytiu 
need, wrric McGregor Magazine Agency. Dept. 440, 
Mount Morris, 111. 



ARTIFICIAL FLOWERS 



BIG PROMTS. Mike fast-seller chcoillc holiday 
flowers, monkey trees, dolls. Kits, materials. Litera- 
tare free Vciva, Bohemia 19, N. V. 

PR ES ERA' I: FLOWERS Indefinitely. Pleasant, Prof- 
itable. Eight tested methods. Arterites. 10 St. John 
Riud. St. Andrews, N._B.. Canada. 

CASH FROM Wood Fibre — New "Business at 
Home" success formula booklet with Wholesale 
Catalog. 50c — Featuring Ramonts Wood Fibre, 
complete line Flower Supplies. Buy Direct. Floral- 
craft I ml um tits — Box 26. Prince Street Sutton, 
New York 12, New York 



WOOD FIBRE For Artificial Flowers 22 pack 
in quantities. Lowest prices on fiber. leaves and 
chenille. Free pritc list. Flowcrcraft. Box 3862P, 
Snide. Washington. 



COMPLETE COURSE for flower making in our 5 
volumes of Flower ("raft Books, only > i.OU. Learn 
co use woodfibcr, fibcrtex, velvatex. crepe paper, 
chenille. 356 Pages containing actual size patterns 
with easy, simplified instructions. Flower Supplies 
at right prices. Write for free catalogue. Dealerships 
available if you can qualify. Douglass Fiber & Flower 
Supply Co.. 1021 Fayette Street, Indianapolis. Ind- 



BUSINESS OPPORTUNITIES 



|70 WEEKLY — home, spare time. Simplified, mail 
bookkeeping. Immediate income — easy! AttdtoPt, 
M757R. Los Angeles 54. 



MONEYMAKING OPPORTUNITIES Galore! Free 
Copy. Popular Mechanics Classified. 615 North St. 
Clair, Chicago 1 1 . 

PLASTERCRa-.r"* MOLDS. Liquid rubber, plasters, 
flocks, candle supplies. Catalog and manual free. 
Blue Ripids Su pply, 305 M sin. Blue Rapids. 
Kansas. 



$60.00 WEEKLY, sparetime — easy! Home Venetian 
Blind Laundry. Free Book. Burn. 24}4FO Wichita 
I 5, Kansas. 

MONEY PLANS! Grandpa, daughters made $2,500 
first month. Work home! Pub lico. Oceanside Calif. 
GOLD! U. S. Minr pays S ^5 an ounce. Learn 
testing, buying, shipping. Complete course $2 from 
Davis, Boa 777. Phoenix. Arizona. 

WANTED, Men. Women r.iw bait for us at 
home. Full, spare time. Doesn't take up space. Wc 
furnish everything. Sherwood. Dept. WB-1, Stet- 
son. Maine. 



HOME-IMPORT Mai] Order Business — Import prof- 
itable items below wholesale. Experience and product 
investment unnecessary. Full, spare time. Famous 
world trader guides you. Free list "157 imports", 
details. Mellinger. P947, Los Angeles 24. 



LEARN PHOTO-NEGATIVE t Portrait t retouch- 
ing. Men. Women, $5 hour possible spare or full 
time at home. Easy, glamorous. Work for Photog- 
raphers by mail order, Full details sent free. Doval. 
100 So. Vermont. Lt* Angeles 4. 



MAKE NEW Grcaselcss Doughnuts in kitchen. 
Sell stores. Free recipes. Alfred Ray. 3605 South 
15th, Minneapolis 7, Minn, 



RUBBER FOR MOLDS, Extra Thick, f ree Sample. 
W. Wooley. lOIrt-P Donald, Peoria. III. 



$3.00 HOUR. Making, fitting. Comfort Sandals. 
Youngs. 130S PH South First. Arcadia. Calif. 



MAKE FLEXIBLE molds. Cast plaques, figurines. 
Free sample Tonker. 10-15 H Fairview. Hamilton. 
Ohio 



GROW ORCHIDS at home. Profitable, fascinating. 
Successful home grower explains special light, tem- 
perature and humidity conditions orchids need. Free 
— 'full details. On], ids, 1 00 Vermont, Los Angeles 4. 

LIQUID RUBBER— Make flexible molds. Free 
Sample, Chancy, 1907*D East Road, Jacksonville 
11. Pta, 



FREE FOLIO 55.000-515.000: Unlimited Vaca- 
tions ' No merchandise. Work home! HayJines- 
PH2. Carlsbad. Calif. 



NEW BATHROOM Deodoriser. Hangs on wall. 
Banishes odors bathroom, kitchen. Lightning seller. 
Samples sent on trial. Krister 100. Akron, Ohio. 



♦250.00 WEEK PROFIT possible. Earn at home 
spare time with fascinating Printing method. $5 
starts you — send no money now. Free Confidential 
Facts and Valuable Samples. Screen-Print JY, Los 
Angeles 61. 



REBUILD BATTERIES. Repair Dolls; Make Rubber 
Stamps, Catalogue "75 Ideas" Free. Universal. Box 
1076 P. Peoria. III. 



"50 NEW HOME-BUSINESS ideas" Booklet, sanv 

Pic Eire. Spray exotic Velvet-Suede on anything. 
lockcrafr-JV Los Angeles 61. 



BUY WHOLESALE! 25.000 Nationally Advertised 
Products. Get Amazinc Dealer Catalogs. Complete 
Details Free. American Wholesalers. 181 1 -L LeVee. 
Dallas 7. Texas. 



MAKE J25-J50 WEEK, clipping newspaper items 
for poblishers. Some clippings worth 55.00 each. 
Particulars free. National, 81-PH, Knickerbocker 
Station. New York- 



GROW A living Miniature Forest or orchard (only 
inches high I . that bears tasty tiny fruit at home. 
Learn ama/inc Dwarfing secrets! Fascinating hobby. 
Profitable Home- Business Opportunity. Free Seeds 
and Plan, 'State vour age ) Miniature Nurseries, 
Dept. JY. Gardcna r Calif, 



FASCINATING PROFITABLE Easy Homework, 
< 3c stamp). Western Handicrafts, Box 391. La- 
Mrsa I 5. Calif. 



GROW HXPENSIVE herbs for us! Big profits 
home-business of your own. Year around proftrunity! 
We supply everything necessary! Send for free rare 
seeds and revealing plan. | State your age) National 
Herb Exchange. Dept. JY, Gardcna. Calif. 



START BIG-PAY Business at Home in spare time. 
No experience oecded to operate little table-top ma- 
chine for bronzing baby shoes. Make 55.46 profit 
on every pair. Full particulars Free. Send postcard 
to Mason, 1512 Jams, Room CM-6-E. Chicago 26. 
Illinois. 



CAMERAS AND PHOTOGRAPHIC SUPPLIES 



FREE! FREE* Send for your new 7 2 page Photo- 
graphic Bargain Book, Over 5.000 new and used 
items at huge savings. For your Free Bargain Book, 
write to Dept. 87. Central Camera Co.. 230 S. 
Wabash. Chicago 4. 111. 



CONTESTS 



WIN CONTEST Money. General Contest Bulletin 
gives hundreds of tins. Lists current contest*, 
rules. Sample 25c. General Contests. 1609 E-**t 
5th. Dept. 3»3, Duluth, Minn 



DOLLS 



DOLLS. DRESSED and Undressed. Supplies. Instruc- 
tions. Peggy s Doll House. Jefferson City 1 2. Mo. 



EARTHWORMS 



BIG PROFITS Raising earthworms. Free informa- 
tion. Lund's Earthworms. Olarhe. Kansas. 



FREE PICTURE Folder, "How ro Make S 3.000 
Yearly Sparetime. Backyard. Raising Earthworms!" 
Oakhaven 27, Cedar Hill. Texas. 



AFRICAN GIANT Redworms, 100 — 52.00. 
J Dealers quoted ) , Ozark Worm Farm-B, Willow 
Springs. Mo. 



FIGURINES 



FIGURINES— BOOKFNDS— kissing dutch }5 dif- 
ferent 'terns — hind painred. _ Free information. 
Krueger's Figurines. I 1 s5 High Avenue, Osh- 
kosh. Wis. 



UNPAINTED FIGURINES, molds, supplies. Catalog 
25c. Steece Bros.. Bor 177-WB. Sioux Falls. S. D. 



GUNS 



WOODC.ARV1NG. GUNSTOC.KS. Miniature ani- 
mals, figurines. Hermania AnsJioger, 32(1 South 
Ralph. Spokane. Wash. 



HANDICRAFT SUPPLIES 



LEATHERCRAFT. ENAMELING, Mosaics. Shell- 
craft, Metal Tooling, many more crafts. Free bic 
illostrated catalog. Kit Kraft, 187. Studio City, Calif. 



ART METAL Tooling. Enjovablc profitable hobby 
Bit; illustrated catalog 10c. Groundmaster. Boulder. 
Colo. 



HELP WANTED 



HOMEWORKERS: Assemble handbced precut moc- 
i_ _i *. i n s. jnJ h.inJhi::'. GnoaJ c.trnin;;*. California 
Handicrafts, Dept. t. Los Angeles 16, Calif. 



HOBBY 5UPPLIES 



DECORATE WALL plaques, trays. lamp shades with 
colorful trnpical burrerflies. 1(1 for SI. no Empire 
Imports. 2514 Genesee Street. Utica 4. New York. 
Dept. W. 



HOME CRAFTSMEN 



42 FULL SIZE Antique. Colonial and Modern shelf 
patterns. All for SI 00. Mastetcraft. 71 5B. 7041 
Oliou. Chicago M, III. 



FREE CATALOG. 215(1 Artist-drawn Patterns. De- 
signs. Craftplans. I.S22-K Wabash. Chicago 5. 



LEARN PLASTICS Fabrication For spare time in- 
Come. Low cost home rraining now available. Wrire 
for free booklet. Interstate Training Service, Dept. 
D-7. Portland 1 s, Oregon. 



100 NEW. UNUSUAL Jig-Saw Partetns only *1.00. 
Pattern Setvicc. Medway 3. Matt, 
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FREE — TOOL holder idea kit Mam, 1337 Kenil- 
worth. Cleveland 7, Ohio. 

DEN MOTHER'S Craft Book. 48 easy projects 
minx strap maierial. $1.00. Mastercralt, 714B, 
7041 Olcott. Chicago 31. HI. 



WOODWORKING and Cabinetmaking course for 
beginning and advanced home craftsmen. Only 
complete low-cost home training program available. 
Write for free booklet. Interstate Training Service, 
Dept. G-7, Portland 13. Oregon. 



Ml BIRD HOUSE and feeder patterns for Martins, 
Wrens etc. Only J 1.00. Mastcrcraft. 716B, 7041 
Olcott. Chicago 31, III. 



CYPRESS KNEES, seasoned, polished, for Lamps. 
Ornaments. Gifts. Six assorted. $5.75; $11.00 
Dozen. Postpaid, Guaranteed. Gipple's, DeLcone 
Springs. Fla. 



101 JIG SAW PATTERNS Plus Alphabets SI. 
7 New Action Windmills 50c. 20 Lawn Markers 
50c. Jigcraft, O'Fallon 37, Mo. 



LEARN ART Metalcraft and jewelry making. 
Complete, inexpensive, home training course now 
available. Special tools and materials furnished. 
Write for free booklet. Interstate Training Service, 
Dept. L-7, Portland 13. Oregon. 



INSTRUCTION 



OIL COLORING Photographs — A fascinating 
hobby or profitable sideline for those with artistic 
talent. Learn at home. Easy simplified method. 
Free booklet. National Photo Coloring School, 835 
Di verse y Parkway. Dept. lf>3B. Chicago 14. 



INTERIOR DECORATION 



ANNOUNCING NEW home study course in In- 
terior Decoration. For professional or personal use. 
Fine field for men and women. Practical basic 
training. Approved supervised method. Low tuition. 
Easy payments. Free Booklet. Chicago School of 
Interior Decoration. 835 Divcrsey Parkway, Dept. 
I63B. Chicago 14. 



JEWELRY AND FINDINGS 



COSTUME .IEWELRY Supplies. Settings. Rhine- 
stones, etc. 88 page illustrated catalog. 25c. Milady, 
Box 1328. G.P.O.. N.Y.C (1). 



NO SERIOUS Treasure Hunter — -or Rockhound can 
be without Grieger's Encyclopedia. Tells where to 
search, how to identify, how to cut and polish 
gems, how to market them. Write for Free booklet 
today: Grieger's, 1633 E. Walnut. Pasadena 99, 
Calif. 



COSTUME JEWELRY settings, rhinestoncs. pearls. 
Rhinestone earring kit and catalog 50c. Catalog 
10c. Horn-Art WB Box 4035. Hammond, Indiana. 



LEATHERCRAFT 



SKIL-CRAFTS 1958 Catalog. World's finest Lcath- 
er craft, Art & Craft Supplies. Free Billfold or Purse 
Kit with first purchase. Send 25c (refunded with 
first order) Skil-Crafts. Box 167. Joplin. Mo. 



MAKE IT YOUR5ELF 



EVERYBODY LIKES CANDY." Learn to make 
professionally home. (Our 47th year). Ragsdale 
Candies, LB107. East Orange. New Jeney. 

DO-IT-YOURSELF. Beautiful hand made nick nack 
shelf. Ready to finish. Postpaid. Sent! $1.50 to 
Davis Bros.. Parkman, Maine. 



MISCELLANEOUS 



FOR SALE: Flock Coating Equipment anJ Tech- 
nical Books. Profitable Hobbie. Albert Richards. 3^3 
Textile Ave.. Lowell. Mass. ; 

YOU CAN Chalk Talk. 32 page Catalog. 10c. John 
Balda. Trick Cartoonist. Oshkosh, Wis. 



MOLDS 



MAKE FLEXIBLE molds. Casi plaques, f.gurines. 
Free sample. Tooker, 1045-P Fairvicw, Hamilton. 
Ohio. 



MUSIC, MUSICAL INSTRUMENTS 

SWISS MUSICAL Movements. Mechanical — Elcc 
itical, Spiclman, 131 West -12nd. New York s6, 



NAME LISTS 

GIFT SHOP Addresses. Nation-wide VWron. Box 
1 2 56. Grand Central Station. New York 17. N.Y. 



OF INTEREST TO WOMEN 



HOUSEWIVES WANTED! Bi S money. Sparc Of 
lull itmc cake depurating and candy making. Turn 
your kitchen UKO a gold mine. Oimplerc instruction 
course, learn and earn at home. Write for tree facts: 
Cindy & Cake. Dept. II 3. 3209 W. Olympic, 
Los Angeles 6. 

STAMPED LINEN'S for Embroider) ui Turning 
Buy direct from manufacurer and save. Send for 
Free catalog. Mcrribcc, 16 Wcm 1 9th St.. Dept. 
358. New York II. New York, 



EIETY PLAST1CRAFT Scripture Texts. $1.0(1. Sam- 
pies, 25c. Standard Specialties. Box 4382. San Fran- 
cisco. Calif. 

HOM E WORKERS WANTED Painting Novelties. 
No selling. Experience unnecessary. Novcltex In- 
dust ries. 20-L West Jack ton Blvd., Chicago 4. I1L 
LEARN PROFESSIONAL cake decorating. Details 
free. Deco Secrets. Venice 5. Calif. 

SEW APRONS in your home profitably. Write: 

Adcu. Ba-srrfrp, La. 

FREE PATTERNS Elephant and Monkey dolls. 
Write Nelson Knitting Co.. Rockford. 111. 

MAKE $25-550 WEEK, clipping newspaper items 
for publishers. Some clippings worth $5.00 each. 
Particulars free. National. Sl-PH. Knickerbocker 
Station, New York. 

3200. MONTHLY POSSIBLE, Sewing Babywcar! 
No house selling! Send stamped, addressed envelope. 
Curies. Warsaw 4. Indiana. 

MAKE MONEY ar home assembling our items. No 
cool*. Experience unnecessary. Lee Mfg.. 466 S. 
Robertson. Los Angeles 48. Calif. 



OLD GOLD & IEWELRY WANTED 

HIGHEST CASH for Old Gold, Broken jewelry. 
Gold Teeth, Watches. Diamonds. Silverware. Spec- 
cades. Free information. Rose Refiners, Hcyworch 
Bids.. Chicago 2. III. 



PARTY PLANNING, FAVORS 



MAKE YOUR Own Parry Favors or Christmas Nov- 
elties. Complete kits with styrofoam. Instructions, and 
Patterns SI each, or send 10c for catalogue and 
information on how to get started in the party favor 
business. Foam Fantasy Company, 1415 East Gen- 
esee. Saginaw, Mich. 



PATENTS, INVENTIONS 



INVENTORS: Learn how to protect your invention. 
"Patent Guide" containing detailed information con- 
cerning patent protection and procedure together 
with "Record of Invention" form will be forwarded 
upon request — without obligation. We are registered 
to practice before the U. S. Patent Office and pre- 
pared to serve you in h ndling your parent matters. 
Clarence A. O'Brien fc Harvey Jacobson. Registered 
Patent Attorneys. 85-E District National Building. 
Washington. D- C 

INVENTIONS WANTED immediately for pro- 
moting on cash or royalty. Patented, unpatented* 
Free booklet outlines royalty raws, requirements. 
Write Kesslcr Corporation, I97IW, Fremont, Ohio. 



INVENTORS — If you believe that you have an 
invention, you should find our how to protect it. 
The firm of Mi Morrow, Bcrman & Davidson is 
qualified to take the necessary steps for you. Send 
for copy of our Patent Booklet "How to Protect 
Your Invention" and "Invention Record" form. 
No obligation. McMorrow, Herman & Davidson, 
Registered Patent Attorneys^ 266-S Victor Building. 
Washington 1, D. C. 



PHONOGRAPH RECORDS 

PHONOGRAPH RECORDS cheap. Postpaid. Cata- 
logue, Paramuunt, Box 2-12-TP, Williamsport. 
Pcnna. 



PL A STICS 

NEW LIQUID Casting pj a5 ,j c . c j Mr colors. Embed 
real flowers, coins, photos. New Manual shows 
fine things you can make at home and sell at 
big profit. Send 25c, Castolite. Dept. H-109. 
Woodstock. Ill 

MAKE BEAUTIFUL and Unusual items for both 
Home and Industry. No Experience Necessary. Turn 
spare hours into Big Cash Dollars. Send 25c for 
Catalog listing many Casting Plastics, Molding Ma- 
terials, Molds. Complete Outfits, Jewelry and Ac- 
cessories. Castacraft Corp., Dept. C-586. P. O. Boi 
555. Palo Alto. Calif. 



SHELLCRAFT 

LARGEST WHOLESALE Shellcrafr supplier in ihe 
Easr, Send 25c for latest illustrated instruction book 
catalogue. Large Shell-Art Jewelry Kit $2.25 pp. 
Shell-Art Novelty Company. 229 S. 9th Street, 
Philadelphia 7, Penna. 

SEASMELLS. SHELLCRAFT and Jewelry Supplies. 
Illustrated Catalog 25c. refunded rin first order. 
Florida Supply House, Box 847H. Bradenton, Fli. 

Our 2-lth Year. ^^^^ 

SHELLCRAFT SUPPLIES. Highest quality. Lowest 
prices. Large Catalogue ftce. Pace's. Box 279, Brad- 
enton 6. Fla. 



STAMPS 



225 STAMPS only 10c with approvals. Mystic, 

Camden 22. N. Y. * 

100 OLD U. S. stamps between 1861 and 1955 
only SI. 00. Roush Stamp Co., 51 Chestnut, Mans- 
fi cld. Ohio. 

TERRIFIC STAMP Bargain! Israel — Iceland — Vari- 
can Assortment — Plus Exotic Triangle Set — Also 
Fabulous British Colonial Accumulation — Plus Large 
Stamp book — AH Four Offers Free — Send 10c to 
cover postage. Empire Stamp Corp.. Dept. PH. 
Toronto. Canada. 



U.S. Stamps. Giant Bargain Catalog — 10c. 
35-VPH Maidcnlane. New York City 38. 


■laymax. 


WOODWORKING 


MAKE $46 From Square Foot Plywood; 
necessary. Free Information. Woodarts C-7, 
water. Mass. 


jigsaw 
Bridge- 



MAKE $200.00 Monthly spare time with Jigsaw. 
Free Details. Elkman. M61 North Summit. Sioux 
Falls. So. Dak. 



^ USE THIS HANDY 


INSERTION ORDER. Please 


Print. 


Workbench 






Handcraft Bldg. 






Kansas City ] 1. Mo. 






Enclosed find $ for. 


months' insertion of 


the following 



j advertisement in the classified columns of Wokkbench. at 70c per 
word per month (including name and address). Minimum 10 words. 

I . . 

I 



NAME - - „ 

ADDRESS _ _ _ _ _ 

CITY ZONE STATE 

! ., i 



JULY-AUGUST » 61 



This Might Help 



Stepladder Step Saver 



As shown in the accompanying 
sketch, a stepladder can be made 
more efficient by fitting the top with 
a holding slot or with several holes 
or devices for safely holding the tools 
you use most while at the top of the 
ladder. It is a good plan, also, to 
attach a box to the top of the ladder 
containing small brads, nails, screws, 
etc., also as indicated in the sketch. 
The box should have a cover that can 
be fastened securely so that when 
the ladder is carried to any position 
the contents of the box will not spill 
out. Climbing up and down a ladder 
to get a forgotten or needed tool or 
appliance is tiring and time-consum- 




Chairs Make Sawhorse 



ing. Little improvements like this 
can therefore save considerable time 
and money in the course of a year. 
It is easy and in the end well worth- 
while to improve a ladder in this 
manner.— W. F. Schaphorst 



KITCHEN 



WOODEN 
BOARD 





Apartment dwellers or others 
cramped for space will find that two 
kitchen chairs will serve as an emer- 
gency sawhorse. Simply place both 
chairs back to back at your desired 
distance and slip the board through 
the opening in the back of both the 
chairs. To prevent board from mov- 
ing while sawing, a knee is placed 
on top of the board to hold in position. 

Donald Spiehuk 



Handy Drill Stop 

An electrical test-clip available at 
a few cents from most electrical or 
hardware stores, makes a handy 
depth stop for use when drilling. 
The clips come in several sizes, so 
it's possible to select one to fit 
almost any size twist drill or auger 
bit. The strong grip of each clip 
will hold the clip securely in place 
even when you are using an electric 
drill,— -John A. Comstock 



Rubber Bands Aid Glass Cutting 

A sheet of glass is easily cut to 
the wrong dimensions if the straight 
edge should slip while guiding the 
cutter along it. To be safe against 
slippage, always lay two or three 
small rubber bands under the straight 
edge and it will not budge from the 
measured position — Ken Murray 





Nails Tighten File Handle 

FINISHING NAIL-C= 



->J» NG — 

FlLEi C HfcMBLE- 

F!& 1 



FINISHING NAIL 



FILE 

FINISHING NAILS 




After being used for awhile, some 
file handles begin to get loose on the 
tang of the file. This can be over- 
come if two finish nails are driven 
into the file. This will prevent wob- 
bling of the handle and make the 
file's use much better. 

Walter M. Shutok 



Rubber Ball Makes Easier 
Painting 

I have found that a hollow rubber 
ball can be a real aid in painting 
ceilings. I cut the ball in half, cut a 
small slit in the bottom of one half 
of the ball and slip this onto the paint- 
brush handle. The half ball forms a 
cup and catches all of the little paint 
drippings that seem to go with ceil- 
ing painting. — Howard E. Moody 



Get the Right White Paint 

When buying white paint for win- 
dow frames, sash and shutters be 
sure to tell the salesman you want 
trim white if the rest of your house 
is painted another color. Otherwise, 
you might go home with self-washing 
white, which is fine for an all-white 
house because you can't see the 
oxidized paint as it is washed away. 
But the white streaks will stick out 
like a sore thumb on a house of 
another color. — Ralph J. Ahrens 



Vinegar Eases Painting 

That everyday household condi- 
ment, vinegar, can help you make a 
good job of repainting a metal porch 
chair. Before applying your primer, 
go over the chair with a cloth dipped 
in vinegar. Allow the vinegar to dry 
and then use your primer. You'll 
find the paint flows on freely and it 
will stick to the surface and not flake 
off when dry. — Mrs. Ernest Miller 
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Nail Keeps Hammer on Roof 




When applying shingles or making 
repairs on a roof, the attachment 
shown above will prevent your ham- 
mer from sliding off to the ground 
each time you lay it down. Just open 
a lawn hose clamp until it can be 
slipped over the hammer handle. 
Pass a shingle nail through the open 
slot in the clamp and tighten the 
latter in place with the bolt and nut 
that is provided. When you lay the 
hammer down with slight pressure 
the nail point will press into the roof 
enough to prevent it from sliding. 

Ken Murray 



Don't Trip Over Junior's 
Roller Skates 




The storage of roller skates has 
long been a safety problem in many 
homes. They will no longer be a 
hazard if they are kept handy for 
future use on their own storage rack. 
This rack resembles a towel rack 
but the bar must be at least six 
inches away from the wall. Two 
shelf brackets connected by a Vt" 
rod will do very nicely. The brackets 
are mounted facing each other as 
shown in the photograph. The bar is 
run through the screw holes and is 
threaded on each end to take nuts 
in order to keep the rod in place. 
It is a good idea to hang the skate 
key from the bar in order to have 
it handy with the skates. 

Arthur R. Taimrr, Jr. 



Hanging Light Swinging Doors 




Construction Directions 

1. Construct frame jamb from 2x4 
material. 

2. Drill 3 4" holes through frame and 
jamb to match. 

3. Cover frame with lath or plastic 
as desired. 

4. Cut 3W sections of heavy 3 A" O.D. 
spring. 

5. Insert springs in matching holes 
and drive a single nail through 
frame and jamb near extremities 
of springs to hold in place. 

for lath houses and partially en- 
closed patios it is a bother to open 
and close gates and doors when food 
trays, extra chairs and the like must 
be carried in and out. This problem 
can be solved conveniently by hang- 
ing light single or double swinging 
doors. It is easy to cover a light 
frame with lath or plastic and then 
hang them on common springs. For 
the doors in the drawings three 
inch O.D. springs were used for each 
door. Although a set of these doors 
has long been in use in the author's 
lath house with the original springs, 
tn case of failure it is an easy mat- 
ter to withdraw the nails holding the 
springs in place and to insert new 
springs. — Paul Slumfj 

Tip to Painters 

One of the easiest ways to keep 
paint off the light fixtures when re- 
painting a room is to tie paper bags, 
the kind you get at the grocery store, 
over each light fixture on which paint 
might drip. This is much easier than 
doing the cleaning usually required 
after a paint job. — Blanche Campbell 




Clocks 65 r 
in Germany — 
S5 value 
In U.S.A. 



Iew HOME-IMPORT 
BUSINESS! 



Men — Women. We show you 
how to import big-profit items 
ar amazing tow foreign prices 
(examples at left). Your home is 
your office. Ger list at /57 Im- 
\ports FREEf Full or spare rime 
business by Mail Order, Or take 
volume orders from stores. Inv 
port jewelry, clothing* sporting 
goods, hardware, ere NO EXPE- 
RIENCE OR INVESTMENT IN PROD- 
UCTS NEEDED. Without obi i gut ion 
send today for complete de talis 
and li&r of 157 import* FREE 1 Air 
mail reaches us over night. The 
MeUingcr Co.. 1717 VP est wood. 
Dept. P237,Los Angeles 24, Calif > 




l00ijds.RlBB0/Vs 



10 DIFFERENT 10-VD UGLlS 
J4't0 t GlfT-Tlf IliMONS 
100 VOS FOt J I V 



VJ 



0 yds. LACES 

EYELETS AND TfllMMIttGS. TOO I 
3-YB LENGTHS VTf>l"WlDE 4S TAS, ■ 



WOTHING CO, CATASAUQUA 58. PA- 



MONEY FOR MEN AND WOMEN 

< a*rinc in placer or HNlUtlM marlilp. Usprripnce un- 
rtccssaar*. Be malarial makes SL.00 retail teller. Knor 
mous urofhi on small investment. Ambitious men and 
women ncsr hair opportunity to atari own bullpen. 
Benin In cellar nr : rooiu, v n-. i . i and 
chain itorci demanding ^rentr output Semi fnr frw 
catalog and full information Ui at tstla yon all about 
flexlhle rubber nm Ids for apeedj production. fJet ataned 
mm- on tbe road to success. 

K-C N0VEIT1ES— Depi. 21, Rovla 10, Southampton, Man, 



In Summer IS YOUR HOUSE 

FRY-PAN HOT"? 




Make it COMFORT-COOL with the 
miracle Insulation used in 
storage plants! 

INSULATE HOW WITH 




ZONOLITE 



Do-it-Yourse!f IN HALF-a-DAYr 

Ea&iest of all insula tionu to inn tall. 
Just pour it, level it, leave it! 
Guaranteed for life of the building. 
You're cool by dny, you sleep oi night, when you 
fill between attic joints with Zonolite vermiculite 
insulation! Summer sizzle comes indoors through 
the roof, but heat 'bounces off and you are aa much 
as 15° coaler indoors when you have Zonolile in the 
attic. ZonoHte, same insulation used in cold storage 
plants, beats withering summer heat in your house 
— will save up to 40\, on fuel each winter, too] 
Costs as little as $67.60 for Average attic! 

| — Mail Coupon for FREE INSUIATI0H I00KIET 1 

| ZOMOUTE COMPANY Dept. W-78 i 
135 S, La Sollc St., Chicago 3, lib 



Send me folder HI -47 on Zonolite insulation. 



i 
I 

| Name. . 
| Address. 
| City. . 



, . Zone . 



.State. 



I 



GET ESTIMATE *T LUMBER AND BUILDING SUPPLY DEALERS 
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CLOGGED SEWER 

Remember The 
COSTLY PLUMBING BILL — 



'A HO— July 1st. Jum 



tiro- 



»■ Booklet on i 
New D isccverv wh I cn enable* 
Itit Home Owner, Janitor, or 
Kfirlnrv M;< 1 1 .HMh.Liu'r tn clvim 
»ny < I'. ■,'■'■■■] Sewer Drain, 

Yet anyone can operate thin 
new Plumb-en Flushing flurt 
which 1 1 l-.i - air prr* suri 1 un 
a solid shaft water cleftn- 
lnj7 the mont atuliTxirn atop* 
page* up to 200 ft. TOILETS. 
SINKS. URINALS. BATIITUns. 

yj.oon incus's nmt mu sn- 

TO-STIIEKT SEWKltS doRRed 
with Grease. Ravr*. Sand. Root*, 
And paper melt away InnlnnUy 
when struck by the Hammer* 
like Mow of th>* new unit. 

There In no need to remov* 
wall or pipe, or Greaae Trap. 
A Pperlal attachment nllnwi 
water to flow from the fauret 
through tin- Gun while air la 
raleMOd on the plpo. Vema or 
ftarku" are no oliatitrlp, a« force 
lenda to atrlke wherever the 
l i'.-. But now, what I* 
this Plumber* Flunhiruf Gun 
Worth In COSTLY PLUMBING 
■ ILLS SAVED? Tear thin Ad 
(iij[._;in.i write your name and 
.Vl.lr.-ris hratrlc It Utr FREE 
BOOKLET. Qb*y that lime- No 
■Bitot Will call. A poatcanl will 
.1-17031. IHILLERJ SEWKA ROD 
tral Ave,, Chrcago 30. Illinota 



This Might Help 



To Avoid Splits in Nailed Siding 



9PLIT 




END Of 
PIECE OF 91 DING- 



If nails are driven in ends of sid- 
ing, the wood usually splits. This is 
true especially in fir and yellow pine 
and several others. This is not very 
pleasing if ends are joined together 
where they will show. However, 
these ends will not split if holes are 
predrilled with hand drill or power 
drill using drill of same diameter as 
nail which is going to be used. Then 
when nails are placed in holes and 
fastened to studding or subsiding no 
splitting will occur. 

Walter M. Shutok 




For an Intereitlnir and Profitable flohfrv 
make and aell Jiff Sawed Toya. Navel* 
(It*- and Ornament*. 
To acquaint you with our many Jls: Saw 
Patterns, we will aend vou 130 OF 
OVn MOST POPULAR FULL SIZE PAT- 
TERNS, with eaav to foltnw Inatruetlooa 
for ONLY SI. 00 POSTPAID. 

S. LYHDft — PATTERNS 
TIB Park Ave. NAt-Ck, Maitaehui pit* 



MAKE RUBBER MOLDS 

Start your own busiotsi at home. Cast plaqgea. 
novelties* figurines, ash trays, statuettes, book 
ends. Make your own flexible molds. Also make 
garden vases, bird baths, window boxes, sun 
dials, pottery, etc. Write today for free sample 
and details 

H, Tooker. 1045-F Fairvlcw Ave, Hamilton, Ohio 




CHAMPIONWOOD TRIMMER 

For utt En pattern shopv furniture plants, 
cAhinrt and woodwork i ng shop*. Cuts 4" 
high and 1 ?" wide, iny grain ol wood, either 
square or two way draft by one ilroke* 
Gauge set at any angle 
from 45° to 9Q principal 
an plea marked on bed. 
Price F.O.B. Chicago — 
179.50, 

WoQawOfkt'f' Tool Worki. Inc. 
Jcffermon Street and 

Quincy Strr-at 
Ch ic,i.j? (i. 1 1 U no it 



ELECTRIC WELD - BRAZE & CUT 



REPAIR MOST EVERYTHING MADE OF METAL 

Home appli- 
ance*. Auto 
parta, Farm' 
par den equip- 
ment, toy a . 
Make and re' 
pair p I a y - 
KTound equip- 
mint, lawn 
. tjiiii*'*, ornamen- 
tal Iron work, eaten, wa> 
mi. etc. Solder, heat, bend and ntralzhten with terrific 
heal from *rc torch. Cut and weld up to I/*" aleel plate. A 
million imc* f yr Home, auto, farm Inventor*, fartorlea, etc. 
U<>rk* from any hom.- I t(» volt PluR-ln, <VirnpTeie w-ltti dark 
welder* manic, arc torch, aupptv of weldhrfr end hrazliiff 
rod*. Solder, flux, and complete Weld in jr Innlrurtlon Book. 
Atirftf-tivo— portable— efficient, i yr. guarantee. Wt. 8 lba. 
^FNfl UNI V 11 flfr icnnh. ck, mm and pnv puntm-nil SO-»r* 
JCI1U UnLt *J.UU p|ll , Ci0 .D. patff. on m-rlvnl 
VU. On pi un Si. 50 pilu. for r.Pnld Delivery. Ideal tflfl f«f 
mechanlcallv minded home owner*, relativca. friend*. 
Order now fur early deliver*'. AvnllnMi* only from: 
MIDWAY WELDER Dt-pt. DW-S, Kearney. Nebraska 




DO MORE PLANING JOBS 

with LOW-COST B ELS AW 

Low Down Payment.. Easy Terms 

IicImm MONEY-MAKING datum- Fall l?W*i6" 
opK'ly * Power feeds at 14 ' to 34 r l tninntl • 
Provides lor Eniidrria Knivu in llut Cutttrhead • At- 
tsthmspts tw Joinlitij.flahtjaliiE. Tongue, Matching 
Ekocve. Ccnverl \m cost rough lumbar mlo tiijh 
prod slock. Euy lo miki Timing and populir ' — — . , - , 

Sfltras. Sud Tottij tor fttEE [rlerilurt ood Pttraj. ^^^F 
eisaw Machinery Co. 2189 Field BWj .. Kansas City 11. Mo. 




Stepladder Supports Paint Job 



In order to simplify the hand paint- 
ing of storm windows and screens, 
one painter uses a stepladder to sup- 
port his work. With ladder opened 
and standing, wood strips are rested 
upon the lowest step and nailed to 
the uprights of the ladder parallel 
to the floor and extending back to 
the brace legs of the ladder. As seen 
in the photograph, this provides a 
two-point base for the frames to rest 
on. Just below the small platform 
at top of ladder, a 2" x 4" is nailed. 
The length of this piece is deter- 
mined by the width of windows to 
be painted, being sufficient in length 
to provide a full width rest for the 
largest framework. 

With the window resting on the 
two strips at its base, the outer side 
is painted, then turned and com- 
pleted. Matchsticks or nails may be 
tucked in behind the painted side 
of the window at the top, to prevent 
marring or smearing of surface 
where it would touch the 2" x 4". 
Small windows do not require the 
use of the stabilizer crosspiece at 
the top. 



Users of this method will find their 
work easier to get at since it is up 
off the floor and away from any 
walls and therefore less chance is 
present for dirt to accumulate while 
doing the painting. — Ken Hadenfeldt 




Washers Tighten Door Lock 




If the latch bolt on your door lock 
doesn't quite reach the strike plate, 
as is the case with many older homes 
that have settled, or even some of 
the newer homes, a tighter fit may 
be acquired by removing the strike 
plate from the door jamb and placing 
two small washers behind it. Replace 
the screws, one through each washer, 
and tighten. If the screws don't seem 
to anchor properly, drive wooden 
pegs into the old screw holes and 
redrive the screws into the pegs. 

Vernon A, DatJey 



64 t WORKBENCH 



FREE for YOU 




:. ^ fen 




MORE THAN 100 ORIGINAL DESIGNS 

Here's ihe finest group of transfer pancrns you've ever put an iron to! 
That's what you'll say about Aunt Kllen's newest creations, livery 
ism-packed sheet is filled with exquisite designs for hundreds of uses. 
Some of the many things you can make are pictured here. 
It's a fact. You'll get an envelope stuffed with brand new hot iron 
transfers . . . more than 100 different designs . . . free. You'll lie able 
to add a touch of glamour to your needlework over and over again 
Because these patterns are scientifically processed to take stamping 
;ifn;r stamping if "<>•><! he Can't you sec how these multi-purpose 
designs will give you a fertile source of ideas for gifts and bazaars? 
And isn't it true that gifts you make yourself are so much more ap- 
preciated? So. keep all these patterns right where you do your sewing 
, . . you'll use them time after time 

All of this may he yours just by getting acquainted with The WORK- 
BASKET Magazine. 

A WORLD OF NEEDLEWORK KNOW-HOW 
FOR yOU IN The WORKS AS KET 

Kngaging. carefully edited directions for crocheted, knitted and tailed articles make 
up the backbone of The WORKBASKET. Of course there is a generous amount 
of information on quilting, edging, weaving and almost every other type of needle 
work under the sun. Crafts, like costume jewelry, beadcraft and figurine painting 
are very often featured. 

But you get more than needlecraf Is! Pages throughout every issue are loaded with 
ways to make your life easier. These household hints will save you time ... as 
well as money. And just wait until the family savors one of your meals taken from 
taste exciting recipes in The WORKBASKET! 

Spontaneous letters written to Aunt Ellen reveal an amazing fact. Most folks keep 
and IUe. every single issue! Some suhscril>ers have copies dating back twenty years 
All these things testify to the current, and continuing, usefulness of this magazine! 
Bui see for yourself how you can benefit. You'll find Aunt Ellen's WORKBASKET 
"sized" to fit your needs, 



NOW • • ■ Ta l* e Advantage of This 
Popular Introductory Offer! 

You can have The WORKBASKET delivered by mail 
to jrou for one year for only SI. 00. That's twelve color- 
ful issues for just cents each. 

And remember, you also get the free collection of hot 
iron transfers. Just to make sure you don't have to wait 
for a new batch to be printed, why don't you send your 
order right now? The coupon on this page is for your 
convenience . » . mail it with just one dollar today, 
to be sure. 

Mail Coupon On This Page, 
or Send Order to: 
The WORKBASKET 

Dept. 472, Handcraft Building 
Kansas City 11, Missouri 



HANDY ORDER COUPON 1 



j The WORKBASKET 

| Dept. 472, Handcraft Building 

j Kansas City 11, Missouri 



| ( | I'm enclosing $1.00 to receive: 
| • The WORKBASKET for 12 Months. 
Collection of Hot Iron Transfers. 



Name- 



Street or RFD. 
City 



State. 

□ Check here if you now take The WORKBASKET. 

{Offer good in U.S.A. and possesions on!/) 



Zone 



BARGAINS! 



IMAGINE GETTING = BUYS SUCH AS THESE! M 




• $1 Chlorophyf Tablets, 7Vzc pkg, 
15c Textile dyes, ZVzc pkg. 
$12.95 Name brand Kitchen set, 
$3,25. 

$49.95 Gold Bracelet, Boxed $4.75. 
POSTAL SCALES, Me each! 
$2.98 Horserace game records, 30c ea. 
$1.95 Men's silk ties, 12Vfec each! 
PENCILS, 144 for 57Vfc! 
69c Insect Repellent, 5c each! 
CHRISTMAS SEALS, 25c per 1000! 
ENVELOPES, 50c per 1000! 
35c DRESS PATTERNS, 3c each! 
Calendar Wrist Watches, $5.00 each! 
$10 Men's Toiletry Sets, 60c each! 



New Bobby Pins, 70c per 700! 
$5.50 Lucite Hairbrushes, 65c each! 
$1.75 Rudolph kids toiletry sets, 35c. 
NEW HAIRNETS, Viz each! 
$1 Automatic Card Shufflers, 
9c each. 

39c Under Arm Deodorant, 2c jar! 
25 card asst. Xmas cards, 11c box! 
50c Everday greeting cards, IVzz box! 
$200 Govt. Surplus Typewriters, $23. 
$l-$3 Hard covered books, 20c each! 
49c Xmas window decorations, 
10c per set. 

Famous Brand $18.75 Perfume, $1. 
69c Insect Repellent, 5c each. 



New Phono Records, 45 & 78 RPM, 
7c Cctch 

BUTTONS, 144 for 25c. 
CIGARETTE HOLDERS, lc each. 
$1 Kiddies Handbags, 3c each. 
$1 Val. Billfolds, 15c each. 
$2.50 Wallets, 30c each. 
LADIES APRONS, 614c each. 
D.E. Razor Blades, $1.50 per 1000 
blades. 

$1 Mufflers, Scarfs, 12V2C each. 
Plastic Toy Guns, 2c each. 
25c Rudolph Reindeer brooches, 
2c each. 

$15 Electric Percolators, $5 each! 



(Above bargain frit merely illustrates type of Bargains usually found in this paper* Listt Naturally change from month to month*) 

PLUS HUNDREDS OF OTHER SENSATIONAL BUYS! 

ONLY IN "BARGAINS" WILL YOU Find Every Month Similar- 

• BANKRUPT, CLOSEOUT, SURPLUS BARGAIN OFFERS • BARGAINS AT WHOLESALE 
• BELOW WHOLESALE • RARE MONEY MAKING OFFERS • New and Unusual Item Information 

ONE issue of this SENSATIONAL Publication can make or save you MORE MONEY than the COST OF THE 
ENTIRE SUBSCRIPTION! This is the ONLY Big National paper of this type in circulation! You'll be 
AMAZED, FLABBERGASTED and DELIGHTED at the wonderful listings in every issue! 



Look What Subscribers Are Saying! 



Here's What Subscribers say about "Bargains" 
After Receiving Theh first copies! 

■'. , - Your book BARGAINS is Just wonderful and I am «ry 
glad I subscribed 1 to It." — H. K„ Port Monmouth* N. J. 
". . As a result of anjwffrlng one of the ads (in Bargains) 
11 has resulted En extra profits of £40*00 and upward* per 
month." — J. H.. Alabama. 

". * . Saw your wonderful paper and enjoyed every bit of Its 
roadlno and adv. It's a Great Paper." — M, Vermont. 
**. . . 1 nm very ptrawd wUtt BARGAINS. I Novo never jhh 
anything like it and am looking forward to my future copies 
especially the Christmas edition." — Mrs. D- M.. Maine 
", . - Recithrrd my first iuua of Bargains und may I say It r, 
a great mnnailne." — M. H* Alabama. 
". , , I think BARGAINS is tho best merchandise publication 
I have ever seen (And I have aeon hundreds)." — S. P. C, 
Brooklyn. N. Y. 

". * . Received my lit copy of BARGAINS the other day and 
am very pleased, the Information you publish may be Just the 
'shot in the arm" my business needs." — D, S.» St, Albans, N*Y. 
**, £ • n have found your magazine very helpful," — W. A* P* h 
Ondentbura, N. Y. „ . 

"„ * , Received your paper. Thank you very much. It la One 
of the finest we have ever seen," — F„ Iowa. 
". I m | was the recipient of my 1st copy a few days ano. 
I am completely satisfied with the periodical, I alio wish to 
express my appreciation to you for havino made the magazine 
available to me. I shall be pleased to continue my 4Ub*erlp11on 
as lonp as the magaiine is available," — W. S.. Wash, 
"1 have beer a subscriber of your 'Bargains' magazine far 
nearly a year, and very much pleaded wllh it. I wouldn't want 
to miss a copy of it. So I am sending In the valuable coupon 
you tent m< with 5J2.O0 In cash. I am so plod to be one 
of your subscribers," — Mra. E. L*, Richmond. Calif. 

PLUS MANY OTHERS! 
THE ABOVE LETTERS WERE NOT SOLICITED IN ANY 
WAY OR MANNER-ALL ARE IM OUR OFftCE FILES! 
They ore the enthusiast it reattton of subscribers; 
after seeing their first copies of BARGAINS! 



Toys, Books, Jewelry, Greeting Cards, Cosmetics, Household Mer- 
chandise, Appliances, Industrial Materials, Machinery, Tools, etc. 



MAKE FANTASTIC PROFITSI | Bargains os low as 10'- 25' on ihe Dollar! 



H'e HARD to hrllov*. but IT'S THE TRUTH! Terriric 
M.irrrair:* c*n «ve ywu 4O^V-80Co or mor* Od •vary 



BUV CHEAP— SELL CHEAP. Tb*t'» why thtHi^Anda of 
amnrc saleftmcn. aicira owner*. Inhheri. etc. buv thla 
|i;-l'if! Thev know whore to Nuv nt ("HE *t'KST PHHT.ST 
Nil HEASDS' wliv YOT,i rant po THE SAM EI Maiw 
.-irUrN-s, feature* frvprv month «hnw vou ROW tn sell 
bunraLns for bin profits— If you don't ttnnw howl 



dollar you spend! 



SUBSCRIBERS SHOPPING SERVICE 



EuaMcf YOU to Buy tJIfT Name Merc-ham line At Tre- 
iTipn*l"u= > ■•■]•■'■■: * 1 1 1 Alt'" v I n*s" !■ <■■.-■■: ;.»ri-s l-.ir<... an 
oUrrn In nu-rrh;iiirll«n AT LOW WHOLES ALE PHICES. 
nnd then offers them to subtler lt*prn Only at NO 
ritOh'lT. Permltn vou to huv at dealers prices! This 
it but ONE feature of BARflAINSI 



ONLY PAPER OF IT'S KIND AVAILABLE! 



Search 



YOU WON'T 



train*** Is available bv SUBSCRIPTION ONLY, If* .... 
Only p.ifier we know In exlnteiicn that actually list* 
ILinkrupt, Ctoseout, Surtilua offera every month. Bar- 
gains so rare and terrific, vnu'll Mtn* vmif evaa In 
amazement! 



SAVE Up to SIOU-EARN Up to S30OO!-« BIG ™ CHRISTMAS ISSUES! 



Ymtr Kutiacrlptlmi will automatically Include the BIO 
H>r,K I'HlUNTMAfi ISSUES— Jual In time ror U.*> ol[f 
hot Map scjwm. Special Uslu-h Jammed full of amaiinff 
hi'Uilav haricaln-. lmctRlne rH'fnir able to buy Vl.OO 
win-th of good* nt 15c, 29c or 35c 



JUST '2.00 FOR 12 BIG ISSUES! 



Reg. Price Is 53.00 pcr y Cor , bu t YOU CAN STILL BUY 12 BIG ISSUES FOR $2.00! Just 18c 
per month! Save yourself SI. 00 by subscribing now. AND SEE OUR AMAZING MONEY BACK 
IF NOT PLEASED OFFER BELOW! Act Fast, this offer Ii subject to withdrawal at ANY TIME! 



Your Money Back IN FULL 
if the First Issue 
Doesn't Please You! 



your 1st issue, you can have your 
CAN WE MAKE A MORE STRAICHT- 



WHAT CAN YOU LOSE? If you are nat delighted with 
money back IN FULL) No quibbling about it cither! 
FORWARD OFFER THAN YKIS? 

TOWER PRESS, Inc., Box 591 , Lynn 897, mass. 



! TOWER PRESS, INC. 

I Box 591, Lynn 897, Moss, 

I O.K. Iters', my ?1M for 18 EIQ ISSUES. 

| first copy I 

I 

• „ 

I Nili]*..,,. „,.,„,„„„ 

I 

J Address. , 



I City State 

• Hrmrntherl Your Monrr TUrk IN FULL if Ibe lit Issue 
I Lliat you receive doo-n't please you! 



